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Overview 


1. Introduction 





Note: These Accessory Design Guidelines for Apple Devices (‘Guidelines’) are subject to 
the terms and conditions set forth on the final page of this document. By downloading, 
accessing, or otherwise utilizing these Guidelines, you agree to be bound by, and only utilize 
the Guidelines in accordance with, such terms and conditions. 





These guidelines address: 


° The physical design of cases, covers, screen overlays, and camera attachments for iOS devices. 

¢ The specifications for hardware accessories that use the Bluetooth transport to communicate with 
iOS devices and Mac computers. 

¢ The design of AC power adapters, battery packs, and Qi wireless power transmitters for iOS devices. 

¢ The physical design of band accessories that are compatible with Apple Watch. 


These guidelines do not address other aspects of accessory communication with iOS, iPadOS, tvOS, 
or watchOS devices. Instead, see the Apple MFi licensing program (https://developer.apple.com/pro- 
grams/mfi/) and the Accessory Interface Specification (page 15). 
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2. Requirements 


This specification contains statements that are incorporated by reference into legal agreements between 
Apple and its licensees. The use of the words must, must not, required, shall, shall not, should, should 
not, recommended, not recommended, may, optional, and deprecated in a statement have the following 
meanings: 


must, shall, or required means the statement is an absolute requirement. 

must not, shall not or prohibited means the statement is an absolute prohibition. 

should or recommended means the full implications must be understood before choosing a different 
course. 

should not or not recommended means the full implications must be understood before choosing 
this course. 

may or optional means the statement is truly optional, and its presence or absence cannot be 
assumed. 

deprecated means the statement is provided for historical purposes only and is equivalent to 'must 
not’. 


The absence of requirements, recommendations, or permissions for a specific accessory design in this 
specification must not be interpreted as implied approval of that design. Developers are strongly 
encouraged to ask Apple for feedback on accessory designs that are not explicitly mentioned in this 
specification. 
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3. Terminology 


3.1 Device 


Device refers to an iPhone, iPad, or iPod. 
iOS device refers to an iPhone or iPod running iOS. 
iPadOS device refers to an iPad running iPadOS. 


Where appropriate, specific Apple product and operating system references will also be used. 


3.2 Accessory 


Accessory refers to any product that connects to a device via the interfaces described in this 
specification. 


3.3 Captured Cable 


A captured cable is a cable that has one end permanently attached to the accessory enclosure. 


See the Accessory Interface Specification (page 15) for more information. 


3.4 Accessory Interface Specification 


The Accessory Interface Specification is available to members of the Apple MFi licensing program 
(https://developer.apple.com/programs/mfi). 


Use of some features requires accessory developers to be a member of the Apple MFi licensing program 
and to integrate specific MFi hardware into the accessory. 
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Accessories 


4. All Accessories 


The requirements in this section apply to all accessories regardless of their feature sets. 


4.1 Compliance Testing 


Accessories must not assume that evidence of functionality when attached to a device means the 
accessory is compliant with this specification. Such an approach does not account for future devices 
or software releases and runs a high risk of depending on un-documented device behavior that is 
subject to change at any time. 


If available, accessories should validate their design and implementation using the recommended test 
procedures for all supported features. 


4.2 Integrated USB Receptacles 


Accessories that incorporate a USB receptacle for the purpose of drawing power from an external USB 
power source must meet the following requirements: 


¢ USB-B receptacles must comply with the USB Battery Charging 1.2 specification. 
°¢ USB-C receptacles must comply with the requirements in Drawing Power (page 136). 


4.3 User Supplied Cables and AC Power Adapters 


Accessories that can reasonably be used with user-supplied cables and/or AC power adapters must 
be designed to work with any cable, AC power adapter, or battery pack that is compliant with this 
specification, see AC Power Adapters (page 53), and Battery Packs (page 56), including Apple branded 
cables and AC power adapters. Such accessories must not declare compatibility only with Apple 
branded USB cables or AC power adapters. 


This compatibility requirement applies to all aspects of user-supplied cables and power adapters. For 
example: 
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4. All Accessories 
4.4 Attachments 





¢ Connector receptacles on accessories must accommodate all spoec-compliant connector overmolds, 
and any accessory opening surrounding the Lightning receptacle on a device must provide sufficient 
clearance for spec-compliant connector overmolds. 

¢ Accessories must work with all cables that comply with the specification with regards to electrical 
DCR and Sl. 





Note: Such accessories must be tested with a wide variety of spec-compliant cables 
(including various lengths of the same cable if applicable) and AC power adapters during 
accessory development, in addition to Apple branded cables and AC power adapters. 





4.4 Attachments 


Accessories must remain compliant with the specification when connected to any attachments designed 
for that accessory. 


Examples of accessory attachments include, but are not limited to: 


° Car or desk mounts for a case accessory. 
¢ Wireless charging mats for a Lightning dongle or case accessory. 
¢ Detachable barcode scanners/credit card readers for a Lightning dock accessory. 


4.5 Magnetic Interference 


Apple recommends avoiding the use of magnets and metal components in accessories. 


All accessories claiming compatibility with a device that has a digital compass (magnetometer) must 
minimize interference with the digital compass and must not repeatedly trigger compass recalibration. 


All accessories claiming compatibility with a device that has rear camera autofocus (AF) and/or optical 
image stabilization (OIS) features must not affect the operation of these features. 


This following devices feature optical image stabilization: 


¢ iPhone SE (2nd generation) 
¢ iPhone 11 Pro Max 
¢ iPhone 11 Pro 


¢ iPhone 11 
¢ iPhone XS Max 
¢ iPhone XS 
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4. All Accessories 
4.6 Radio Frequency (RF) Performance 





¢ iPhone XR 

e iPhone X 

¢ iPhone 8 Plus 
¢ iPhone 8 

¢ iPhone 7 Plus 
¢ iPhone 7 


° iPhone 6s Plus 
¢ iPhone 6 Plus 


¢ iPad Pro (12.9-inch) 4th Generation 
¢ iPad Pro (11-inch) 2nd Generation 

e iPad Pro (12.9-inch) 3rd Generation 
¢ jPad Pro (11-inch) 

¢ iPad Pro (12.9-inch) 2nd Generation 
e iPad Pro (10.5-inch) 


4.6 Radio Frequency (RF) Performance 


This section contains RF performance requirements and recommendations for all accessories. 


4.6.1 Materials and Coatings 


Accessories should avoid use of: 


e Metals 
* Conductive materials or coatings 
¢ Materials with high dielectric (permittivity >5 F/m) 


Such materials absorb radio frequency energy and may impair or degrade the performance of antennas 
for cellular communication, GPS, Wi-Fi, Bluetooth, and NFC. 


Examples include (but are not limited to) the following: 


¢ Steel, aluminum, magnesium, titanium, etc. 

¢ Plastics with any carbon content 

e Plastics with any glass content 

¢ Plastics with metallic plating 

e¢ Metallic paints 

° Black paints with high carbon loading 

¢ White paints with high titanium dioxide loading 

° Metallic Physical Vapor Deposition (PVD) coatings 
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4. All Accessories 
4.6 Radio Frequency (RF) Performance 





4.6.2 Antenna Keep-Out 


Antenna keep-out regions can be found in Device Dimensional Drawings (page 140). 


Accessory materials or coatings that absorb radio frequency energy, see Materials and Coatings (page 
19), in the antenna keep-out region have a higher risk of degrading device wireless performance. 


4.6.3 Over The Air (OTA) Transmission/Reception 


Accessories must not excessively degrade the device's RF transmission efficiency. This can be quantified 
by measuring Total Radiated Power (TRP) across all of the device's operating bands. 


Accessories must not excessively degrade the device's RF reception sensitivity. This can be quantified 
by measuring Effective Isotropic Sensitivity (EIS) across all of the device's operating bands. 


Accessories may have a higher risk of excessively degrading device RF performance if they: 


* Contain magnets. 
¢ Intrude on device Antenna Keep-Out (page 20) zones. 
* Contain active electronic circuitry, such as: 

¢ Bluetooth radios. 

¢ Switched-mode power supplies. 

° High speed data interfaces. 


Allaccessory configurations must be taken into account when designing for maximum RF compatibility. 
Examples include, but are not limited to: 


¢ Accessory on/off. 
¢ Accessory open/closed. 
¢ Attachment present/not present, see Attachments (page 18). 


A list of labs that can perform OTA testing with devices is available. See the document "MFi Authorized 
Test Labs" in the "Technical Reference" section of the MFi Portal. 


4.6.4 Specific Absorption Rate (SAR) 


A list of labs that can perform SAR testing with devices is available. See the document "SAR Test 
Services" in the "Technical Reference" section of the MFi Portal. 


4.6.5 Near Field Communication (NFC) 


Accessories that intrude on device Antenna Keep-Out (page 20) zones and claim compatibility with a 
device with NFC must not degrade device NFC transaction performance. 
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4. All Accessories 
4.7 Qi Wireless Power 





The following devices are NFC enabled: 


¢ iPhone SE (2nd generation) 
¢ iPhone 11 Pro Max 
¢ iPhone 11 Pro 


¢ iPhone 11 

e¢ iPhone XS Max 
¢ iPhone XS 

¢ iPhone XR 

e iPhone X 

e iPhone 8 Plus 
°¢ iPhone 8 

¢ iPhone 7 Plus 
e¢ iPhone 7 

¢ iPhone SE 


¢ iPhone 6s Plus 
e iPhone 6s 

¢ iPhone 6 Plus 
¢ iPhone 6 


4.7 Qi Wireless Power 


Accessories that incorporate a Qi transmitter or receiver must be certified according to The Qi Wireless 
Power Transfer System, Power Class O Specification, version 1.2.4, see https://www.wirelesspower- 
consortium.com. 


4.8 Tripod Connections 
Tripod connections must comply with ISO 1222:2010. 
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5. Cases 


Accessories that substantially enclose devices must comply with the requirements stated in this chapter 
unless the accessory supports other features in this specification whose requirements conflict with 
the requirements in this chapter. 


If the accessory has multiple user-detachable components that substantially enclose the device, the 
requirements and/or overrides must be applied to each component separately. 


5.1 Product Design 


A well-designed case will securely house a device while not interfering with the device's operation. 
Significant factors in mechanical design include access to the device's sensors, controls, and connectors. 
Dimensional drawings for devices can be found in Device Dimensional Drawings (page 140). 


5.1.1 Device Protection 
Cases must protect the device from a 1m drop onto a hard paved surface in any device orientation. 


Exposed glass on the device must not come within 0.85 mm of a flat surface, such as a table or floor, 
in any orientation when the case is attached. It should not come within 1.00 mm. 


Device protection should be achieved by either creating features around the exposed glass that will 
space it away from the flat surface or covering the exposed glass. 


Care should be given to the design of the bottom of the case to achieve both device protection and 
access to device speakers, microphones, and connectors. For example, the bottom of iPhone X cases 
should: 


¢ Not have an opening wider than 50 mm, see dimension A in Figure 5-1 (page 23). 
¢ Be made of polycarbonate (PC) at least 1.15 mm thick, see dimension B in Figure 5-1 (page 23). 
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5. Cases 
5.1 Product Design 





Figure 5-1 Device Protection 


OO © : ® 


5.1.2 Access to Inputs and Interconnects 


The accessory must readily permit the user to access inputs and interconnects. 


5.1.2.1 Access to Controls 


The accessory must readily permit the user to access and operate the device's mechanical controls, 
such as: 


° Volume buttons 

° Ring/Silent switch 

¢ Side button 

¢ Home/Touch ID sensor 
¢ Home button 

¢ Sleep/Wake button 


5.1.2.2 Access to the Headset Jack 


The case must provide ready access to a device's headset jack (if present). 


The headset jack opening (i.e., Keep-out area): 
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5. Cases 
5.1 Product Design 





¢ Must be at least 6.0 mm in diameter and at most 14.0 mm deep. 
¢ Should be at least 6.5 mm in diameter and at most 10.0 mm deep for best compatibility with a range 
of headsets. 


Headset jack openings must be designed with enough margin to compensate for shifting or dimensional 
changes of the accessory material. 


5.1.2.3 Access to the Lightning Connector 


If the case is for a device with the Lightning connector, the opening (i.e., kKeep-out area): 


°¢ Must be at least 12.05 mm by 6.30 mm with full radii rounded edges. 
° Should be at least 13.65 mm by 6.85 mm for best compatibility with a range of cables and docks. 


Lightning connector openings must be designed with enough margin to compensate for shifting or 
dimensional changes of the accessory material. 


5.1.2.4 Touchscreen 


The accessory should not have any edges that can collect water on the touchscreen area when the 
device is held at a 30° angle relative to the horizon. 


Accessories must allow a 120° opening along the edges of the active area of the touchscreen to ensure 
compatibility with the device touchscreen features. See Figure 5-2 (page 24) for more information on 
the keep-out and Device Dimensional Drawings (page 140) device specific active display areas. 


Figure 5-2 Touchscreen keep-out area 


\ =) 120° 
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5. Cases 
5.1 Product Design 





5.1.2.5 Edge Swipe Gestures 


Users must be able to easily use edge swipe gestures. 


Examples of such gestures include, but are not limited to: 


The following devices make extensive use of edge swipe gestures in both portrait and landscape 


Swipe in from the top edge for Control Center or Notification Center. 
Swipe in from the bottom edge for Home, App Switcher, or Reachability. 
Swipe in from the left edge in Messages or Mail to go back from a conversation. 


orientations: 


iPhone SE (2nd generation) 

iPhone 11 Pro Max 

iPhone 11 Pro 

iPhone 11 

iPhone XS Max 

iPhone XS 

iPhone XR 

iPhone X 

iPad Pro (12.9-inch) 4th Generation 
iPad Pro (11-inch) 2nd Generation 
iPad Pro (12.9-inch) 3rd Generation 
iPad Pro (11-inch) 


5.1.2.6 Edge Press Gestures 


Users must be able to easily use edge press gestures. 


The following devices support edge press gestures: 


An edge press gesture from the left is used to bring up the task switcher in iOS 9.0 and later. 


iPhone 8 Plus 
iPhone 8 
iPhone 7 Plus 
iPhone 7 
iPhone 6s Plus 
iPhone 6s 


5.1.2.7 Cover Glass Contact 


Cases that claim compatibility with the following devices should not contact the cover glass as defined 


in their dimensional drawings: 
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e iPhone SE (2nd generation) 
¢ iPhone 11 Pro Max 
¢ iPhone 11 Pro 


¢ iPhone 11 

¢ iPhone XS Max 
¢ iPhone XS 

¢ iPhone XR 

¢ iPhone X 

¢ iPhone 8 Plus 
¢ iPhone 8 

¢ iPhone 7 Plus 
e¢ iPhone 7 


¢ iPhone 6s Plus 
¢ iPhone 6s 

¢ iPhone 6 Plus 
°¢ iPhone 6 


See Device Dimensional Drawings (page 140). 


5.1.3 Dock Compatibility 


The distance from bottom of the device to the outside of a case should not exceed 1.8 mm. This 
improves compatibility with Lightning docks such as the Apple iPhone Lightning Dock. 


5.1.4 Qi Wireless Power and Rear Pockets 


Cases that claim compatibility with the Qi wireless power feature in devices must not have rear pockets 
or holders for credit cards, RFID cards, or other similar items. Cards may be damaged and/or impact 
wireless charging performance. 


5.2 Acoustics 


The accessory must not impair or degrade the acoustic performance of a device. 
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5.2.1 Call Quality 


The accessory must not impair or degrade the user's experience making and receiving both audio calls 
over acellular network or audio/video calls using FaceTime in both handset and speakerphone modes. 
The accessory should not change the frequency response of the speakers or microphones. In addition, 
the user should not hear any distortion or echo resulting from the accessory. 


The accessory must not obstruct any microphones during a phone call. Note that occluding any 
microphones can result in call quality degradation. 


5.2.2 Speaker to Microphone Coupling 
Cases must not facilitate the conduction of sound from any speaker to any microphone. Such sound 
conduction may cause echoing in phone calls. 


5.2.3 Speaker/Microphone Openings 
Device speaker/microphone port locations vary from model to model, see Device Dimensional Drawings 
(page 140). 


5.2.3.1 Thin Cases ($2.25 mm) 


Microphone/speaker openings in thin cases should: 


° Be offset at least 2.0 mm from the edge of any device speaker/microphone port. 
° Beat most 1.5 mm thick along their inner diameter. 

° Have a maximum 45° incoming angle to their inner diameter. 

¢ Maintain a proper seal against the device between speaker/microphone ports. 
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Figure 5-3 Microphone/speaker opening recommendations for thin cases 
Case edge thickness < 1.5mm 


Offset from port opening = 2.0mm Case edge incoming angle < 45° 


< 2.25mm 





Case 


Device 
Housing 








Port Case edge must make contact 
~ with device housing 


5.2.3.2 Thick Cases (>2.25 mm) 
Speaker and microphone openings should be channeled independently and without interruption to/from 
the outside surface of a thick case. 


Figure 5-4 Thick case acoustic channels 
Continuous separator 


Mic channel Speaker channel 


Case p= 
Device 
Housing 

| a Za 


Speaker port 














Mic port 


Thick cases should maximize exit separation between speaker and microphone channels. 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 
28 


5. Cases 
5.2 Acoustics 





Figure 5-5 Thick case microphone and speaker exit separation 


Exit separation 


Case 
> 2.25mm Separation does not occlude port 
Device 
Housing 
ws we ZL 


Mic port 














Speaker port 


Thick case channels may act as a resonant chamber and detune microphone/speaker frequency 
response. The resulting frequency response may vary according to channel size/shape. 


If athick case does not maintain a proper seal against the device between microphone/speaker channels, 
the case itself may become an acoustic chamber. 


Figure 5-6 Improper thick case seal 


Case 
> 2.25mm 
Device 
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Mic port 
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5.3 Ambient Light Sensor and Proximity Sensor Interference 


The ambient light sensor and proximity sensor locations for various devices are shown in the dimensional 
drawings cited in Device Dimensional Drawings (page 140). Some of the dimensional drawings specify 
a recommended keep-out area around these sensors. No material must be allowed to cover these 
sensors or their kKeep-out areas, this includes films and privacy screens. Accessories that allow the 
device to slide around must not obstruct any sensors. 


5.4 Taptic Engine 


Accessories should not cause substantial change in the feel of the device's Taptic Engine. 
The following devices contain a Taptic Engine: 


¢ iPhone SE (2nd generation) 
¢ iPhone 11 Pro Max 
¢ iPhone 11 Pro 


¢ iPhone 11 

¢ iPhone XS Max 
¢ iPhone XS 

¢ iPhone XR 

e¢ iPhone X 

¢ iPhone 8 Plus 
°¢ iPhone 8 

¢ iPhone 7 Plus 
e iPhone 7 


° iPhone 6s Plus 
¢ iPhone 6s 


5.5 Magnetic Interference 


Cases must not interfere with the device's: 


° Magnetic compass. 
¢ Rear camera autofocus. 
¢ Rear camera optical image stabilization (OIS), if present. 


See Magnetic Interference (page 18) for additional details. 
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5.6 Home Button / Touch ID Sensor 


Accessories must not inhibit use of the device's Home button / Touch ID sensor including features 
such as Touch ID fingerprint recognition. 


Home button / Touch ID sensor keep-outs for devices can be found in Device Dimensional Drawings 
(page 140). 


Additionally, accessories that overlay the iPhone SE (2nd generation), iPhone 8 Plus, iPhone 8, iPhone 
7 Plus, and iPhone 7 Home button / Touch ID sensor may cause users to have difficulty using the Home 
button / Touch ID sensor. 


5.7 Camera 


The field of view (FOV) of the camera and the illumination provided by the flash are designed for each 
device camera. It is imperative that manufacturers consult technical specifications released for each 
device and do not assume these parameters are shared between devices. 


Images from the camera may be affected by the geometry, color, and surface finish of the accessory 
openings for camera and applicable flash. 


5.7.1 Geometry 


The camera lens FOV must not be blocked. Making the accessory opening too small around the camera 
and flash may block the FOV of the lens and the illumination from the flash. Blocking the FOV may 
cause vignetting in the image, where one or more corners of the image reproduced are darker than the 
center. Blocking marginal rays just outside the FOV of the lens may also reduce the sharpness and 
contrast of the image. Blocking the illumination from the flash may cause haze in the image, which 
resulting in reduced contrast. See Device Dimensional Drawings (page 140) for the camera keep-out. 


The accessory opening must not be designed in a way that directs stray light into the camera. If the 
opening is too narrow or too steep, it may reflect light into the camera, washing out the image or adding 
an unwanted color cast. Adding a chamfer to the accessory opening trim may help to direct stray light 
away from the camera. Additionally, where the product is equipped with a flash, a narrow or steep 
opening may reflect light from the accessory opening back into the camera. This may cause the image 
to appear washed out or contain unwanted artifacts. Designers should ensure that the mechanical 
keep-outs outlined in the Device Dimensional Drawings (page 140) are maintained with worst-case X-Y 
placement tolerances to minimize the risk of haze. 
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5.7.2 Color 


Any light reflected from the accessory may pick up the color of the accessory. Black material or black 
coating may help avoid color bleeding into the camera from an external light source or the flash. The 
darker the color, the less light may be reflected from the source into the camera. 





Note: Apple recommends a semi-gloss black material or coating around the camera and 
flash opening. 





5.7.3 Surface Finish 


The flash is a strong source of light and reflections from the camera accessory opening trim should be 
managed so that they do not reflect back into the camera. Semi-gloss material may direct light away 
from the camera. Matte or diffuse materials scatter light in all directions and will increase the likelinood 
that light from the flash or strong light sources in the scene is reflected into the camera. 


5.7.4 Image Degradation Examples 


Figure 5-7 Sample image degradation by image blocking in ambient condition 


r EE 
e e e 
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e 
e e e 
e die e 4 
Reference Degraded 


Figure 5-8 Sample image degradation by color shift through accessory with strong color 





Reference Degraded 
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Figure 5-9 Sample image degradation by flash interference 





Reference Degraded 


5.8 Reliability 


Cases for devices must be tested to verify that they will withstand long-term use under typical use 
conditions, and that they do not impair or degrade the functionality of the device, damage it or its 
immediate surroundings, or adversely affect the user. 


5.8.1 Device Insertion and Removal 


The case must hold the device securely while permitting its easy insertion and removal. The case and 
the enclosed device must not be damaged by the repeated insertion and removal of the device from 
the case under conditions representative of long-term use in a variety of environments. 


5.8.2 Colorfastness 


Any dyes, inks, or coatings in or on the case must not bleed color onto either the device or its user, 
particularly while the case is in contact with common substances, such as water or sunscreen. 


5.9 Environmental 


Accessories must comply with applicable environmental regulations in the regions in which such 
accessories are to be sold, and any applicable substance or material restrictions, including applicable 
restrictions on the following substances: 


°* Organic tin compounds, PFOS, PFOA, phthalates, azo dyes, polybrominated biphenyls (PBBs) and 
PAHs, per requirements of the EU REACh regulation EC 1907/2006. 

¢ Nickelleach rate on surfaces in prolonged skin contact, per requirements of the EU REACh regulation 
EC 1907/2006. 

¢ Cadmium, lead, hexavalent chromium, and nickel, per requirements of EU Directive 2009/48/EC. 

¢ Natural rubber latex, per requirements of EU Directive EC 93/42/EEC. 
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¢ Dimethylfumarate (DMFu), per requirements of EU Regulation 412/2012. 

¢ pH and Formaldehyde, per requirements of China GB 18401 for textiles and China GB 20400 for 
leather. 

° Endangered species of flora and fauna in products or packaging (US Lacey Act). 

°* Polybrominated diphenyl ethers (PBDE). 

* Compliance with California proposition 65, as applicable. 


5.10 Test Procedures 


5.10.1 Device Models 


Case testing procedures vary depending on the device they enclose. 


5.10.1.1 iPhone 11 Pro Max 


Table 5-1 iPhone 11 Pro Max Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPhone 11 Pro Max 





Taptic Engine (page 42) iPhone 11 Pro Max 





Acoustics (page 44) iPhone 11 Pro Max 





5.10.1.2 iPhone 11 Pro 


Table 5-2 iPhone 11 Pro Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPhone 11 Pro 





Taptic Engine (page 42) iPhone 11 Pro 





Acoustics (page 44) iPhone 11 Pro 





5.10.1.3 iPhone 11 


Table 5-3 iPhone 11 Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPhone 11 





Taptic Engine (page 42) iPhone 11 





Acoustics (page 44) iPhone 11 
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5.10.1.4 iPhone XS Max 


Table 5-4 iPhone XS Max Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPhone XS Max 
Taptic Engine (page 42) iPhone XS Max 











Acoustics (page 44) iPhone XS Max 





5.10.1.5 iPhone XS 


Table 5-5 iPhone XS Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPhone XS 
Taptic Engine (page 42) iPhone XS 











Acoustics (page 44) iPhone XS 





5.10.1.6 iPhone XR 


Table 5-6 iPhone XR Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPhone XR 
Taptic Engine (page 42) iPhone XR 











Acoustics (page 44) iPhone XR 


5.10.1.7 iPhone X 


Table 5-7 iPhone X Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPhone X 





Taptic Engine (page 42) iPhone X 





Acoustics (page 44) iPhone X 





5.10.1.8 iPhone 8 Plus/iPhone 7 Plus 


Table 5-8 iPhone 8 Plus/iPhone 7 Plus Case Testing Matrix 








Test Using Notes 
Product Design (page 40) iPhone 8 Plus and iPhone 7 Plus 
Taptic Engine (page 42) iPhone 8 Plus and iPhone 7 Plus 





Home Button / Touch ID Sensor Overlays (page 43) iPhone 8 Plus and iPhone 7 Plus 








2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


35 


5. Cases 
5.10 Test Procedures 





Test Using Notes 
Acoustics (page 44) iPhone 8 Plus and iPhone 7 Plus 








It is not possible for a case to claim compatibility with only the iPhone 8 Plus or only the iPhone 7 Plus. 


5.10.1.9 iPhone SE (2nd generation)/iPhone 8/iPhone 7 


Table 5-9 iPhone 8/iPhone 7 Case Testing Matrix 








Test Using Notes 
Product Design (page 40) iPhone SE (2nd generation), iPhone 8, and iPhone 7 
Taptic Engine (page 42) iPhone SE (2nd generation), iPhone 8, and iPhone 7 





Home Button / Touch ID Sensor Overlays (page iPhone SE (2nd generation), iPhone 8, and iPhone 7 
43) 





Acoustics (page 44) iPhone SE (2nd generation), iPhone 8, and iPhone 7 





It is not possible for a case to claim compatibility with only the iPhone SE (2nd generation), only the 
iPhone 8, or only the iPhone 7. 


5.10.1.10 iPhone 6s Plus/iPhone 6 Plus 


Table 5-10 iPhone 6s Plus/iPhone 6 Plus Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPhone 6s Plus and iPhone 6 Plus 





Taptic Engine (page 42) iPhone 6s Plus 





It is not possible for a case to claim compatibility with only the iPhone 6s Plus or only the iPhone 6 Plus. 


5.10.1.11 iPhone 6s/iPhone 6 


Table 5-11 iPhone 6s/iPhone 6 Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPhone 6s and iPhone 6 





Taptic Engine (page 42) iPhone 6s 


It is not possible for a case to claim compatibility with only the iPhone 6s or only the iPhone 6. 
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5.10.1.12 iPhone 5/iPhone 5s/iPhone SE 


Table 5-12 iPhone 5/iPhone 5s/iPhone SE Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPhone SE 





It is not possible for a case to claim compatibility with only the iPhone 5 or only the iPhone 5s or only 
the iPhone SE. 


5.10.1.13 iPhone 5c 


Table 5-13 iPhone 5c Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPhone 5c 





5.10.1.14 iPad Pro (12.9-inch) 4th Generation 


Table 5-14 iPad Pro (12.9-inch) 4th Generation Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPad Pro (12.9-inch) 4th Generation 








5.10.1.15 iPad Pro (11-inch) 2nd Generation 


Table 5-15 iPad Pro (11-inch) 2nd Generation Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPad Pro (11-inch) 2nd Generation 





5.10.1.16 iPad (7th generation) 


Table 5-16 iPad (7th generation) Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPad (7th generation) 





5.10.1.17 iPad Air (3rd generation) 


Table 5-17 iPad Air (3rd generation) Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPad Air (3rd generation) 
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5.10.1.18 iPad mini (5th generation) 


Table 5-18 iPad mini (5th generation) Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPad mini (5th generation) 





5.10.1.19 iPad Pro (12.9-inch) 3rd Generation 


Table 5-19 iPad Pro (12.9-inch) 3rd Generation Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPad Pro (12.9-inch) 3rd Generation 








5.10.1.20 iPad Pro (11-inch) 


Table 5-20 iPad Pro (11-inch) Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPad Pro (11-inch) 








5.10.1.21 iPad Pro (10.5-inch) 


Table 5-21 iPad Pro (10.5-inch) Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPad Pro (10.5-inch) 








5.10.1.22 iPad Pro (12.9-inch) 2nd Generation 


Table 5-22 iPad Pro (12.9-inch) 2nd Generation Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPad Pro (12.9-inch) 2nd Generation 





5.10.1.23 iPad (5th and 6th generation) 


Table 5-23 iPad (5th and 6th generation) Case Testing Matrix 
Test Using 


Notes 





Product Design (page 40) iPad (5th generation) or iPad (6th generation) 
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5.10.1.24 iPad Pro (9.7-inch) 


Table 5-24 iPad Pro (9.7-inch) Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPad Pro (9.7-inch) 








5.10.1.25 iPad Pro (12.9-inch) 1st Generation 


Table 5-25 iPad Pro (12.9-inch) 1st Generation Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPad Pro (12.9-inch) 1st Generation 





5.10.1.26 iPad mini 4 


Table5-26 iPad mini 4 Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPad mini 4 





5.10.1.27 iPad mini/iPad mini 2/iPad mini 3 


Table 5-27 iPad mini/iPad mini 2/iPad mini 3 Case Testing Matrix 


Test Using Notes 





Product Design (page 40) iPad mini 3 





It is not possible for a case to claim compatibility with only the iPad mini or only the iPad mini 2 or only 
the iPad mini 3. 


5.10.1.28 iPad Air 2 


Table5-28 iPad Air 2 Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPad Air 2 








5.10.1.29 iPad Air 


Table5-29 iPad Air Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPad Air 
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5.10.1.30 iPad (4th generation) 


Table5-30 iPad (4th generation) Case Testing Matrix 


Test Using Notes 
Product Design (page 40) iPad (4th generation) 








5.10.1.31 iPod touch (5th generation)/iPod touch (6th generation)/iPod touch (7th 
generation) 


Table 5-31 iPod touch (5th generation)/iPod touch (6th generation)/iPod touch (7th generation) Case Testing 
Matrix 


Test Using Notes 
Product Design (page 40) iPod touch (7th generation) 








It is not possible for a case to claim compatibility with only the iPod touch (5th generation), iPod touch 
(6th generation) or the iPod touch (7th generation). 


5.10.2 Product Design 


5.10.2.1 Equipment 


° Device 

¢ Apple Lightning Digital AV Adapter 

° Vernier calipers 

° 0.85 mm plastic feeler gauge 

° EarPods with 3.5 mm Headphone Plug 

°* Touchscreen test block (provided by Apple) 


5.10.2.2 Procedure 


Insert the device into the case. 

Verify that the device completely fits inside the case. 

Verify the device is not loose. 

Verify that all buttons are accessible. 

Inspect for button feel. Verify that all buttons are not too hard to press or take a lot of effort to press. 

If the device has an Apple Lightning connector: 

a. Insert the Apple Lightning Digital AV Adapter into the Lightning receptacle and verify that it fits. 

b. Using vernier calipers, measure the Lightning connector opening on the case. Verify that the 
opening is measured to be at least 12.05 mm by 6.30 mm. 

7. If the device has a 3.5 mm headset jack: 


a eS eS 
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a. Insert EarPods with 3.5 mm Headphone Plug into the headset jack of the device and verify it 
fits. 
b. Using vernier calipers, measure the headset jack opening on the case. Verify that the opening 
is measured to be at least 6 mm in diameter and no more than 14 mm deep. 
8. If the device has a Touch ID sensor, use vernier calipers to verify that the case is at least 2 mm 
away from the Touch ID sensor. 
9. Verify that the case is always proud of the feeler gauge when the gauge is placed at each corner 
of the device. See Figure 5-10 (page 41). 


Figure 5-10 Device proudness test 


©O 6) y 


x 
© Y) 


10. Set the device flat on its face (Screen facing down). 
Tl. Roll the device towards any side that is not enclosed by the case until the gap between the device's 
exposed glass and flat surface is smallest. 
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12. Verify that the feeler gauge fits into the gap between the device's exposed glass and flat surface. 


Figure 5-11 Device gap test 





13. Place the touchscreen test block onto the touchscreen of the device. Verify the test block is sitting 
flush on the touchscreen. 


Figure 5-12 Device touchscreen keep-out test 





14. If the case has an overlay, verify that there are no air gaps introduced between it and the 
touchscreen. 


5.10.3 Taptic Engine 


5.10.3.1 Equipment 


° Two devices A and B, same model 
° Table 


5.10.3.2 Procedure 


1. Attach the case to device B. 
2. Place device A on top of the table. 
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3. Place device B on top of the table next to device A. 
4. Compare the Taptic Engine feedback between device A and device B for each of the following 
tasks: 
Go to: Settings > Sound & Haptics, set Vibrate on Silent to the on position. 
Toggle the Ring/Silent switch. 
Connect a charger to both devices. 
Go to: Settings > Notifications > Phone > Sounds, select Reflection (Default). 
Go to: Settings > Notifications > Messages > Sounds, select Note (Default). 
Go to the Home screen. 
Trigger a Quick Actions menu by applying pressure to the Settings app. Continue applying 
pressure. 
h. Slide your finger across the Quick Actions menu and release when Wi-Fi is selected. 
i. Goto the Home screen. 
j. Apply pressure to the Home app. 
k. Go to: Clock app and select Timer on the bottom right. 
Il. Scroll through the hours and minutes. 
5. If the device has a Home button: 
a. Goto: Settings > General > Home Button, tap option 2. 
b. Press the Home button. 
6. Repeat the above tasks while holding device A in the left hand and device B in the right hand. 


emp ao5 ® 


5.10.3.3 Pass/Fail Criteria 


The case does not cause substantial change in the feel of the device's Taptic Engine. 


5.10.4 Home Button / Touch ID Sensor Overlays 


This test procedure is applicable to all iPhone SE (2nd generation), iPhone 8 Plus, iPhone 8, iPhone 7 
Plus or iPhone 7 accessories that overlay the Home button or the Touch ID sensor. 


5.10.4.1 Equipment 

° Nitrile gloves (e.g. Ansell TNT Blue) 

¢ Ethyl alcohol hand sanitizer (e.g. Purell) 
° Scissors 


5.10.4.2 Procedure 

1. Cut off a square of material from the nitrile glove's wrist portion. 

2. Install the accessory onto the device. 

3. Press the sleep/wake or side button to place the device into a sleep state (display off). 
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4. Place the square of nitrile glove material over the device's Home button / Touch ID sensor with the 
glove's outer side facing away from the device. 
5. Apply a small amount of hand sanitizer (approximately dime-sized) to the nitrile over the Home 
button / Touch ID sensor. 
6. Repeat the following steps 10 times: 
a. Press the Home button / Touch ID sensor with a thumb. 
b. Verify that the device wakes (display on). 
c. Press the sleep/wake or side button to place the device into a sleep state (display off). 
7. Repeat the following steps 10 times: 
a. Press the Home button / Touch ID sensor with an index finger. 
b. Verify that the device wakes (display on). 
c. Press the sleep/wake or side button to place the device into a sleep state (display off). 


5.10.4.3 Pass/Fail Criteria 


Verify the device wakes every time the Home button / Touch ID sensor is pressed. 


5.10.5 Acoustics 


The following test procedures apply to devices with a built in speaker and/or microphone. 


5.10.5.1 Speakerphone Call 


This procedure evaluates the impact of a case on the speakerphone performance of a device. 


5.10.5.1.1 Equipment and Test Setup 


This procedure requires two operators in separate quiet rooms. 
Room A: 


° Operator A 
¢ The device (with cellular service) used to evaluate the case 
¢ The device should have at least two out of five bars of cellular reception within the room. 


Room B: 


° Operator B 
e¢ Landline speakerphone 
° Digital audio recorder (e.g., a device with the Voice Memo app) 
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5.10.5.1.2 Pass/Fail Criteria 


There are two categories of failure for this procedure: 


¢ Echo: If Operator B hears their own voice from the landline. 
* Double Talk: If Operator B hears Operator A inconsistently. 


The pass/fail threshold for these two categories should be established by performing the test procedure 
using: 


¢ The device (without the case) as a reference. 


There should be no perceivable difference between the reference and the test conducted with the case 
on the device. 


5.10.5.1.3 Procedure 


1. Operator A: Use the device (without a case) in Room A to call the landline phone in Room B. 


2. Operator A: Place the device in speakerphone mode. 
3. Operator B: Answer the call with the landline phone in Room B. 
4. Operator B: Place the landline phone in speakerphone mode. 
5. Operator A and B: Simultaneously recite the following phrases to evaluate the call quality: 
a. The birch canoe slid on the smooth planks. 
b. Glue the sheet to the dark blue background. 
c. It's easy to tell the depth of a well. 
d. These days a chicken leg is a rare dish. 
e. Rice is often served in round bowls. 
f. The juice of lemons makes fine punch. 
g. The box was thrown beside the parked truck. 
h. The hogs were fed chopped corn and garbage. 
i. Four hours of steady work faced us. 
j. Large size in stockings is hard to sell. 
6. Operator B: Evaluate the call. Ensure that the call is clear when there is no case on the device. 
7. Operator A: Place the case on the device. 
8. Operator B: Start audio recording using a digital audio recorder. 
9. Operator A: State the test date and identify the manufacturer name, product name, and a unique 


identifier (UID) for case (production run name, design version, etc.). 
10. Operator A and B: Simultaneously recite the same phrases as above. 
11. Operator B: Stop audio recording. 
12. Operator B: Evaluate the recording against the Pass/Fail Criteria (page 45). 
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5. Cases 
5.10 Test Procedures 








Note: The phrases used for this test procedure are from "IEEE Recommended Practice for 
Speech Quality Measurements," in /EEE Transactions on Audio and Electroacoustics, vol. 17, 
no. 3, pp. 225-246, September 1969. 
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6. Covers 


This chapter is applicable to accessories that cover device displays. 


6.1 Magnetic Interference 


Accessory covers must not interfere with the device's: 


Magnetic compass. 
Rear camera autofocus. 
Rear camera optical image stabilization (OIS), if present. 


See Magnetic Interference (page 18) for additional details. 


6.2 Smart Covers 


Dimensional drawings indicating magnet and Hall effect sensor locations are available for the following 


devices: 


iPad Pro (12.9-inch) 4th Generation 3 of 5 (page 163) 

iPad Pro (11-inch) 2nd Generation 3 of 5 (page 168) 

iPad (7th generation) 2 of 3 (page 172) 

iPad Air (3rd generation) with Wi-Fi 2 of 3 (page 175) 

iPad Air (3rd generation) with Wi-Fi + Cellular 2 of 3 (page 178) 

iPad mini (5th generation) with Wi-Fi 2 of 3 (page 181) 

iPad mini (5th generation) with Wi-Fi + Cellular 2 of 3 (page 184) 

iPad Pro (12.9-inch) 3rd Generation 2 of 3 (page 187) 

iPad Pro (11-inch) 2 of 3 (page 190) 

iPad Pro (12.9-inch) 2nd Generation Magnet/Hall Effect Sensors 1 of 2 (page 194) 
iPad Pro (12.9-inch) 2nd Generation Magnet/Hall Effect Sensors 2 of 2 (page 195) 
iPad Pro (10.5-inch) Magnet/Hall Effect Sensors 1 of 2 (page 198) 

iPad Pro (10.5-inch) Magnet/Hall Effect Sensors 2 of 2 (page 199) 

iPad (5th and 6th generation) Magnet/Hall Effect Sensors 1 of 2 (page 201) 

iPad (5th and 6th generation) Magnet/Hall Effect Sensors 2 of 2 (page 202) 

iPad Pro (9.7-inch) Magnet/Hall Effect Sensors 1 of 2 (page 205) 


Dan Rn ee ee 
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6. Covers 
6.2 Smart Covers 





¢ iPad Pro (9.7-inch) Magnet/Hall Effect Sensors 2 of 2 (page 206) 

¢ iPad Pro (12.9-inch) 1st Generation Magnet/Hall Effect Sensors 1 of 2 (page 209) 
¢ iPad Pro (12.9-inch) 1st Generation Magnet/Hall Effect Sensors 2 of 2 (page 210) 
¢ iPad mini 4 Magnet/Hall Effect Sensors (page 213) 
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7. Screen Overlays 


The touch interface in a device senses the presence of one or more fingers on its surface. Any material 
between the surface and the user's hand, evena very thin sheet of plastic, may affect the performance 
of the touch interface. 


7.1 Product Design 


The screen overlay must not degrade the performance of Multi-Touch or Apple Pencil. 

The screen overlay thickness should not exceed 0.1 mm for devices supporting Apple Pencil. 
The screen overlay thickness should not exceed 0.3 mm for all other devices. 

Additionally, screen overlays must not: 


° Introduce air gaps between the touchscreen and overlay. 
° Be electrically conductive. 


7.2 Edge Swipe and Edge Press Gestures 


See Edge Swipe Gestures (page 25) and Edge Press Gestures (page 25). 
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8. Camera Attachments 


This chapter is applicable to accessories that intentionally alter the images captured by device cameras. 


8.1 Magnetic Interference 


Accessory camera attachments must not interfere with the device's: 


° Magnetic compass. 
¢ Rear camera autofocus. 
¢ Rear camera optical image stabilization (OIS), if present. 


See Magnetic Interference (page 18) for additional details. 
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9, Adapters 


An adapter accessory is a dongle or a Captured Cable (page 15) that enables connections between 
physically incompatible devices and accessories. 


Unless otherwise specified, accessories may integrate one or more adapter components as well as 
other accessory features to create more advanced multi-port adapters. For example, a Lightning or 
USB-C adapter may support audio, power, external storage, media controls, app communication, and 
more. 


See the Accessory Interface Specification (page 15) for more information. 


9.1 Headset Adapters (Lightning to 3.5 mm) 


Lightning to 3.5 mm headset adapters are accessories that enable 3.5 mm audio connections. 


See the Accessory Interface Specification (page 15) for more information. 


9.2 Headset Adapters (USB-A or USB-C to Lightning) 


USB-A or USB-C to Lightning headset adapters are accessories that integrate a Lightning Receptacle 
(C37) to support Lightning headsets, speakers, and microphones. 


See the Accessory Interface Specification (page 15) for more information. 


9.3 Ethernet Adapters (Lightning to RJ45) 


A Lightning to Ethernet adapter is an accessory that enables a device to access a wired network. The 
Apple USB Ethernet Adapter is an example of a similar accessory for a Mac. 


See the Accessory Interface Specification (page 15) for more information. 
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9. Adapters 
9.4 Lightning to USB Micro-B Adapters 





9.4 Lightning to USB Micro-B Adapters 


Lightning to USB Micro-B adapters are Lightning dongle accessories that function exactly like the 
Apple Lightning to USB Micro-B Adapter and must consist of: 


¢ Lightning connector. 
¢ USB Micro-B receptacle. 


See the Accessory Interface Specification (page 15) for more information. 
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10. AC Power Adapters 


AC power adapters convert AC "mains" power to DC for the purpose of providing power to a device. 
They may provide power via one or more of the following: 


¢ USB-C Receptacle (page 136) combined with a USB-C to Lightning cable. 
¢ USB-A Receptacle (page 133) combined with a USB-A to Lightning cable. 
* Qi Wireless Power (page 21). 


10.1 Converter Switching Frequencies 


Device touchscreen or audio functionality may be degraded if converter switching frequencies do not 
meet the following requirements: 


¢ Under loads greater than 5 mA, converter switching frequencies must be above 22 kHz. 
¢ Under loads greater than 20 mA, converter switching frequencies: 

° Must be above 60 kHz. 

¢ Should be above 450 kHz. 


10.2 YCAP AC Capacitor 


AC power adapters should include a YCAP AC capacitor (up to 1000 pF) between the primary and 
secondary sections of the adapter's transformer to reduce common-mode noise at switching frequencies. 
These frequencies or their harmonics can interfere with device touchscreen sensors. 


10.3 Impedance Stability 


AC power adapter series impedance should not change abruptly. Sudden changes in impedance may 
cause touchscreen sensor output oscillations. 


Bridge diodes used in full-wave bridge rectifiers can be a major source of abrupt changes in the series 
impedance. If the bridge diodes have large inherent reverse capacitance (greater than 100 pF), then 

the net impedance change due to diode switching may be acceptably small. However, diode reverse 
capacitance may decrease in more compact IC designs due to decreased chip area. 
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10. AC Power Adapters 
10.4 Fuse Protection 





Impedance of bridge diodes with unacceptably low reverse capacitance can be stabilized using the 
example circuit shown in Figure 10-1 (page 54) and Table 10-1 (page 54). In this example, capacitors 
C1, C2, C3, and C4 have been placed in parallel with diodes D1, D2, D3, and D4 to stabilize the bridge 
impedance. Their values are larger than the inherent reverse capacitances of the diodes. 


Resistors R1, R2, R3, and R4 are optional; if included, they can block noise at very high frequencies, 
which can help with EMI compatibility. The recommended values of R1, R2, R3, and R4 in Table 10-1 
(page 54) were chosen to have trivial levels of impedance relative to the impedances of C1, C2, C3, 
and C4 at power line frequencies. 


Figure Typical AC power adapter diode bridge circuit 
10-1 


Accessory 


R1 





Neutral 


Table 10-1 Typical component values for an AC power adapter diode bridge circuit 
Component’ Value 

C1,C2,C3,C4 47 pF 

R1,R2,R3,R4 2kO 











10.4 Fuse Protection 


A fuse should be present at the input of the AC power adapter to protect it under any fault condition. 
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10. AC Power Adapters 
10.5 Short Circuit Response 





10.5 Short Circuit Response 


The output of the AC power adapter should drop or fold back without any resulting damage if its output 
is shorted to the secondary common (less than 10 mQ). 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


55 


11. Battery Packs 


A battery pack is an accessory that is designed to provide power to the device from an internal power 
supply. 
The battery pack may provide power via one or more of the following: 

¢ USB-C Receptacle (page 136) combined with a USB-C to Lightning cable. 


°¢ USB-A Receptacle (page 133) combined with a USB-A to Lightning cable. 
* Qi Wireless Power (page 21). 
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12. Strobes 


Strobe accessories augment a device's integrated flash when capturing a still image. Photographers 
can use such accessories to control scene lighting for creative purposes. 


Strobes are: 


¢ Compatible with all iOS camera applications. 
° Synchronized with the iPhone camera via the Lightning connector. 


Figure12-1 Integrated flash [L] vs. integrated flash and accessory strobe [R] example 





The following devices support strobe accessories: 


e iPhone SE (2nd generation) 
¢ iPhone 11 Pro Max 

¢ iPhone 11 Pro 

¢ iPhone 11 
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12. Strobes 





See the Accessory Interface Specification (page 15) for more information. 
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13. AirPods Accessories 


Apple AirPods accessories such as charging case covers must not interfere with their operation. 


Relevant keep-out regions can be found in the device dimensional drawings, see: 


AirPods Pro Wireless Charging Case (page 242). 
AirPods Pro (page 244). 

AirPods Wireless Charging Case (page 243). 
AirPods (page 245). 
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14. Watch Bands 


A well-designed band will securely attach to Apple Watch while not interfering with its operation. See 
Device Dimensional Drawings (page 140) for Apple Watch dimensional drawings with defined keep-out 
zones. 


14.1 Requirements 


Bands for Apple Watch must integrate two lugs that mate with the Figure 14-1 (page 62). Apple Watch 
uses a high precision interface profile, see https://developer.apple.com/watch/bands/ for asample 2D 
lug profile. Lugs should lock into the band mating slot with a ‘lug latch' feature that prevents accidental 
removal of the band. 


Exposed edges of bands and lugs must pass UL 1439 tests for sharpness of edges on equipment and 
BS EN 71-1:2014, Safety of Toys - Mechanical and physical properties. 


The lug latch must never become jammed in the extended position. 
Bands must not integrate magnetic chargers. 
Bands and lugs should: 


¢ Passa 72 hour salt mist test as specified in ASTM B117 with no visible corrosion. 

° Resist a 5-20 kgf lateral slide-out force when installed in Apple Watch. 

° Resist a 20 kgf or greater pull force as specified in ISO-6245:1996, Specifications for Diver's 
Watches, section 7.3. 

° Detach easily from Apple Watch when the band release buttons are pressed. 

° Take into account the weight of Apple Watch. 


Bands must not prevent the user's skin from maintaining direct contact with the Apple Watch heart 
sensors and back of Apple Watch, and must incorporate sufficient margin to compensate for shifting 
or dimensional changes of the band material. Failure to do so may interfere with Apple Watch wrist 
detect and Apple Pay features. Bands should: 


¢ Have length sizing adjustment pitch of less than 7 mm (center to center). 
° Provide sufficient adjustability for the user to achieve a snug, yet comfortable, fit that prevents 
movement of Apple Watch relative to skin. 
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14. Watch Bands 
14.1 Requirements 





Bands intended for use during exercise should maintain a snug fit through a full range of motion to 
maintain compatibility with Apple Watch heart sensors. 


Apple recommends the following materials for lug bodies: 


¢ 75 Shore A silicone. 
° 50-55% glass-filled nylon. 
° 240-270HV 316L / EN 1.4435 stainless steel. 


Apple recommends the following materials for lug latches: 


° 50-55% glass-filled nylon. 
° 240-270HV 316L / EN 1.4435 stainless steel. 


Bands for Apple Watch must comply with applicable environmental regulations in the regions in which 
such bands are to be sold, and any applicable substance or material restrictions, including applicable 
restrictions on the following substances: 


¢ Organic tin compounds, PFOS, PFOA, phthalates, azo dyes, polybrominated biphenyls (PBBs) and 
PAHs, per requirements of the EU REACh regulation EC 1907/2006. 

¢ Nickelleach rate on surfaces in prolonged skin contact, per requirements of the EU REACh regulation 
EC 1907/2006. 

¢ Cadmium, lead, hexavalent chromium, and nickel, per requirements of EU Directive 2009/48/EC. 

¢ Natural rubber latex, per requirements of EU Directive EC 93/42/EEC. 

¢ Dimethylfumarate (DMFu), per requirements of EU Regulation 412/2012. 

¢ pH and Formaldehyde, per requirements of China GB 18401 for textiles and China GB 20400 for 
leather. 

° Endangered species of flora and fauna in products or packaging (US Lacey Act). 

¢ Polybrominated diphenyl ethers (PBDE). 
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14. Watch Bands 


14.1 Requirements 





Apple Watch Band Interface 


Figure 
14-1 
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14. Watch Bands 
14.2 Example Apple Watch Lug Assembly 





14.2 Example Apple Watch Lug Assembly 


These assembly instructions are based on Figure 14-3 (page 65) and an assembly fixture with a clamping 
mechanism. 


Proper assembly of the lug is critical to ensure the band securely attaches to the Apple Watch. Improper 
assembly may result in damage to the Apple Watch and/or the band. 


Screw threads should be secured with Loctite 435. Screws that have been previously installed/used 
should not be reused. 


The assembly fixture should hold the lug assembly in place and a clamping mechanism should compress 
the lug during screw insertion. 


Assemble the band and lug as follows, see Figure 14-2 (page 64). 


1. 


Lightly insert the long end of the female pin in the band until hard stop. Ensure there is no warping 
or damage in the band. 

Lightly insert the long end of the male pin in the other side of the band until it interlocks with the 
female pin and both pins are seated together. Ensure there is no warping or damage in the band. 
Align the holes on the bottom of the lug with the exposed ends of the female and male pins. Note 
lug latch top/bottom orientation relative to band. Latch must be on the side of the band against the 
wrist. 
Apply Loctite 435 to screw threads. 

Install both screws using the following specification: 

° Torque: 1.1 kgf-cm +10% 

¢ RPM: 120 +10% 

Inspect for screw proudness and cross-threading visually at 1200-1400 lux. 

Ensure screw is just sub-flush to the lowest part of the counterbore and appears parallel to the long 
axis of the lug. 

Ensure screw is flat and concentric with the counterbore, without damage. 
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Apple Watch Lug Assembly Fixture 


Figure 
14-2 














14. Watch Bands 


14.2 Example Apple Watch Lug Assembly 





Example Apple Watch Lug 


Figure 
14-3 
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Features 


15. Bluetooth Accessory Identification 


This chapter describes Apple-specific Bluetooth commands that extend accessory capabilities beyond 
those supported by standard Bluetooth profiles. 


To enable Apple-specific features, the accessory must support HFP Command AT+XAPL (page 67), 
which provides accurate information about the accessory's supported features. The device will use 
the information sent by this command to enable and disable custom commands. 


The accessory must send the following AT+XAPL command after making a successful HFP Service 
Level Connection (SLC) to the device. The accessory should send an AT+XAPL command first, before 
sending any additional Apple-specific commands. See Siri (page 83) and Bluetooth Headset Battery 
Level Indication (page 73). 


15.1 HFP Command AT+XAPL 


Description: Enables custom AT commands from an accessory. 
Initiator: Bluetooth accessory 

Format: AT+XAPL=vendor!D-productiD- version, features 
Parameters: 


° vendorlD: A string representation of the hex value of the vendor ID from the manufacturer, without 
the @x prefix. 
¢ productiD: A string representation of the hex value of the product ID from the manufacturer, without 
the @x prefix. 
° version: The revision of the software. 
¢ features: A base-10 representation of a bit field. Available features are: 
° Bit O = reserved 
¢ Bit1=The accessory supports battery reporting (reserved only for battery operated accessories). 
° Bit 2 = The accessory is docked or powered (reserved only for battery operated accessories). 
° Bit 3 = The accessory supports Siri status reporting. 
° Bit 4 = the accessory supports noise reduction (NR) status reporting. 
¢ All other values are reserved. 


Example: AT+XAPL=ABCD-1234-0100,10 (Supports battery reporting and Siri status) 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


67 


15. Bluetooth Accessory Identification 
15.1 HFP Command AT+XAPL 





Response: +XAPL=iPhone, features 
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16. Accessory Power (Lightning) 


Accessories may draw a limited amount of power from a device and avoid the need to integrate a 
battery or connect to an external power source. This feature may eliminate the need for users to manage 
an additional accessory battery and permits the accessory to function as long as the device has power. 


Accessories that temporarily connect to the device are good candidates for this feature. Additionally, 
the accessory should integrate the Lightning Receptacle (C37) and implement Lightning Receptacle 
(C37) Passthrough Power so users can charge the device from an external power source while the 
accessory is attached. 


See the Accessory Interface Specification (page 15) for more information. 
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17. App Discovery 


The App Discovery feature enables accessories to retrieve a list of installed apps on the device that 
can communicate with the accessory. See App Launch (page 71) to make use of the list. 


See the Accessory Interface Specification (page 15) for more information. 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


70 


18. App Launch 


An accessory that supports the App Launch feature can request that a device launch an app on its 
behalf. 


Figure App Launch Alert 
18-1 


MyApp 
MyApp would like to communicate with 
the Acme Accessory. 


Ignore Allow 





See the Accessory Interface Specification (page 15) for more information. 
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19. App Match 


The App Match feature enables accessories that support the External Accessory Protocol feature to 
match with compatible apps on the App Store. 


When connected for the first time, the device will ask the user if they would like to visit the App Store 
and view apps that work with the accessory. Subsequently, this action may be repeated by the user 
via Settings > General > About > ‘Accessory Name' > 'Find App for this Accessory’. 


Matched apps are listed in alphabetical order with one exception. If the accessory will work with apps 
from multiple development teams/companies, the accessory may provide a preferred Team ID that 
places apps from that development team at the top of the list. 


Figure App Match Alert 
19-1 


App Not Installed 


The accessory "Acme" uses an app 
you do not have installed. Would you 
like to get it from the App Store? 


App Store Ignore 





See the Accessory Interface Specification (page 15) for more information. 
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20. Bluetooth Headset Battery Level Indication 


Any Hands-Free Bluetooth headset accessory can show its battery level to the user as an indicator 
icon in the device status bar. This feature is supported on all devices that support the Hands-Free 
Profile, including iPhone, iPod touch, and iPad. 


Headset battery indication is implemented by two Apple-specific Bluetooth HFP AT commands, HFP 
Command AT+XAPL (page 67) and HFP Command AT+IPHONEACCEV (page 73) 


20.1 HFP Command AT+IPHONEACCEV 


Description: Reports a headset state change. 

Initiator: Headset accessory 

Format: AT+IPHONEACCEV=Number of key/value pairs, key1, val1, key2, val2,... 
Parameters: 


¢ Number of key/value pairs: The number of parameters coming next. 
° key: the type of change being reported: 

° 1= Battery Level 

° 2=Dock State 
° val: the value of the change: 

° Battery Level: string value between '@' and '9' 

* Dock State: @ = undocked, 1 = docked 


Example: AT+IPHONEACCEV=1,1,3 
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21. Device Power (Lightning) 


The Device Power feature enables accessories to report their power characteristics and provide power 
to a device. 


Apple strongly recommends providing power to the device whenever possible for the best user 
experience. 


Accessories that provide power to a device must connect to the device either through an integrated 
Lightning connector or a USB to Lightning cable. To incorporate an integrated Lightning connector, 
the accessory developer must be a member of the Apple MFi licensing program. See https://develop- 
er.apple.com/programs/mfi for further information. 


Accessories that provide power to a device must either: 


¢ Provide direct power, see Direct Power Source (page 74). 
° Manage power from external sources, see External Power Source (page 74). 


All accessories that do not have the potential for data communication with the device must provide 
direct power to the device, see Direct Power Source (page 74). 


21.1 Direct Power Source 


Accessories that provide power directly must provide power at all times unless a direct user action is 
taken to put the accessory into an 'off' state. Failure to provide power at all times may result in the 
accessory being unable to charge a device whose battery level is too low for the device to boot. 


21.2 External Power Source 


Accessories that draw power from external power sources and provide all or a portion of that power 
to the device must identify the power source's capability and report accordingly to the device. 
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21. Device Power (Lightning) 
21.3 Declaring Capability 








Note: Accessories must not manipulate a device into drawing more power from the external 
power source than the device would normally draw when directly connected to the external 
power source. 


Accessories must not manipulate a device into drawing less than the minimum power required 
by the accessory compatibility claims if it is available from the external source, see Providing 
Power via USB Connectors (page 75). 





Accessories that draw power from external power sources may inform the device that power is not 
available or available at a reduced level (such as from an internal battery) when the user unplugs the 
accessory from the external power source (such as an AC power adapter or AC "mains" power outlet). 
Power to the device must be restored (and the power providing capability change must be communicated 
to the device) when the user re-connects the external power source. 


See AC Power Adapters (page 53), Integrated USB Receptacles (page 17), and User Supplied Cables 
and AC Power Adapters (page 17) for additional requirements specific to external USB power 
supplies/cables. 


21.3 Declaring Capability 


If the accessory provides power via a: 


¢ USB-A receptacle, then it must use one of the following to declare its power providing capability: 
¢ USB Power Capability Vendor Request (page 100). 
¢ USB D+/D- Resistor Networks (page 101). 
¢ USB-C receptacle, then: 
¢ It must use one of the following to declare its power providing capability: 
¢ USB-C Current (page 105). 
¢ USB Power Delivery (page 104). 
¢ |f the accessory does not have the potential for data communication with the device, it must 
also support the USB Battery Charging 1.2 specification. 


21.4 Providing Power via USB Connectors 


If the accessory connects via a USB-A receptacle, see USB-A Receptacle (page 133). 


If the accessory connects via a USB-C receptacle, see USB-C Receptacle (page 136). 
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21.5 Labeling Multiple Connectors 


If the accessory has multiple connectors with different device compatibilities, then the iPad-compatible 
connectors must be labeled with the text 'iPad' unless it is physically impossible to connect an iPad to 
the iPhone/iPod compatible connectors. 


21.6 Fast Charge for iPhone (18 W) 


Power-providing accessories may advertise Fast Charge for iPhone (hitps://support.apple.com/en- 
us/HT208137) if they: 


¢ Support USB Power Delivery (page 104). 

° Supply 18 W (2 A at 9.0 V) using USB-PD. 

° Claim compatibility with at least one of the following iPhone models: 
e¢ iPhone SE (2nd generation) 
¢ iPhone 11 Pro Max 
¢ iPhone 11 Pro 


¢ iPhone 11 

¢ iPhone XS Max 
¢ iPhone XS 

e¢ iPhone XR 

°¢ iPhone X 

¢ iPhone 8 Plus 
e¢ iPhone 8 
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21.7 Overcurrent and Short Circuit Protection 


Figure21-1 Overcurrent and Short Circuit Protection 


T1 


Device Current Draw 
> 
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Time 


Power-providing accessories must implement overcurrent and short circuit protection for each region 
in Figure 21-1 (page 77) according to Table 21-1 (page 77), Table 21-2 (page 77), and Table 21-3 
(page 77). 


Table 21-1 Overcurrent/Short Circuit Protection Current Thresholds 


Threshold Definition 
| Nominal accessory output current (i.e. 1000 mA, 2100 mA, 2400 mA, 3000 mA). 








| | + 60%. 
a 





| Lowest device current draw that will cause accessory output voltage (measured at Lightning 
Device Power) to drop below 2 V. 





Table 21-2 Overcurrent/Short Circuit Protection Time Thresholds 


Threshold Definition 


To Start of any device current draw transient. 








T, Accessory overcurrent/short circuit deglitch/debounce time, must = To +1ms. 


Table 21-3 Overcurrent/Short Circuit Protection Behaviors 








Region Name Accessory Behavior 
A Normal Operation Accessory must not limit or shutdown output current. 
B Overcurrent Transient Accessory must not shutdown output current. Accessory may limit output 


current to is or higher. 
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21. Device Power (Lightning) 
21.8 Overcurrent and Short Circuit Protection Resets 














Region Name Accessory Behavior 

Cc Overcurrent Accessory must shutdown output current. 

D Potential Overcurrent Accessory may shutdown output current. 

E Potential Short Circuit If Lightning Device Power voltage drops below 2 V, the accessory may trigger 


short circuit protection. Accessories must not trigger short circuit protection 
on device current draw. 





21.8 Overcurrent and Short Circuit Protection Resets 


Accessory overcurrent and short circuit protection must reset without mechanical intervention. 


21.9 Power State Changes 


Accessories must not change the amount of power provided to a device unless: 


¢ Direct user action is taken to turn the accessory on or off. 

¢ An external power source (such as mains electricity or battery) is connected to or disconnected 
from the accessory. 

¢ The accessory's internal power source (such as a battery) is depleted or loaded to the point where 
it is no longer capable of supplying its declared power providing capability or is now capable of 
supplying more power that previously declared. 
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22. Location Information 


The location feature provides compatible accessories with a means to provide external Global Navigation 
Satellite System (GNSS) information and other sensor data (like speed) in the form of National Marine 
Electronics Association (NMEA) sentences to devices. Devices that support this feature can take 
advantage of this additional information to augment their built-in location services. For example, some 
external Location-enabled accessories can provide more accurate or more frequent position updates. 
Additionally, devices can conserve power by using location information from a self-powered external 
accessory instead of using on-board positioning technologies. 


See the Accessory Interface Specification (page 15) for more information. 
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23. Media Library Access 


The media library feature allows accessories to download the metadata contents of a device's media 
libraries (not the media items themselves) and request playback of media items. The feature is divided 
into the following sub-features: 


° Media Library Information informs the accessory about available media libraries on the device. 

¢ Media Library Updates provide an accessory with an updated view of the contents of a particular 
media library. 

° Media Library Playback allows the accessory to request playback of one or more items from the 
media library. 


See the Accessory Interface Specification (page 15) for more information. 
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24. Now Playing Updates 


The Now Playing feature enables an accessory to display information about the current "Now Playing” 
media source and media item on a device. Media sources include both the built-in Music and Video 
apps on devices and certain third-party iOS apps that support the generation of Now Playing metadata, 
see MPNowPlayinginfoCenter in the iOS SDK documentation. Accessories must be prepared for the 
Now Playing media source and media item to change at any time, whether the accessory requested 
the change or not. 


See the Accessory Interface Specification (page 15) for more information. 
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25. Out-of-Band Bluetooth Pairing 


Accessories with the ability to connect to a device via Bluetooth and a wired transport should use the 
Out-of-Band Bluetooth Pairing feature to simplify Bluetooth connection setup. 


For example, Lightning to USB charge/sync cables or Lightning to USB accessory cables can be used 
to exchange Bluetooth pairing information upon initial connection. This may reduce or eliminate the 
need for instruction manuals to describe how to: 


¢ Put the accessory into a discoverable and pairable mode. 
° Initiate Bluetooth pairing on the device via the Settings app. 
* Download the accessory's companion app and initiate pairing from the app. 


See the Accessory Interface Specification (page 15) for more information. 
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26.51 


Siri enables a user to have rich interactions with a device by primarily using their voice. 
Accessories supporting Siri must not use an icon that resembles the Siri microphone icon. 


The rest of this chapter is applicable to accessories that support Siri over Bluetooth using HFP 
commands. 


To support Siri using other transports and protocols, the accessory developer must be a member of 
the Apple MFi licensing program. See https://developer.apple.com/programs/mfi for further information. 


26.1 Enabling Custom Siri Commands 


Every accessory that supports Siri over Bluetooth using HFP commands must support HFP Command 
AT+XAPL (page 67). The device will use the information sent by this command to enable and disable 
custom commands related to Siri. 


To receive Siri status events, the accessory must send the AT+XAPL command after making a successful 
HFP Service Level Connection (SLC) to the device. The accessory should send anAT+XAPL command 
first, before sending any of the additional Siri-specific commands described below. 


26.2 Obtaining Siri Availability Information 


After establishing an HFP profile connection, an accessory can determine if Siri is available and enabled 
on a device. It can also receive notifications of changes in Siri status. If Siri is disabled, Voice Control 
will be activated instead. 


26.2.1 Obtaining Status Information at Connection 


The accessory should send the following command after making a successful HFP profile (SLC) 
connection and sending an AT+XAPL command. 


26.2.1.1 HFP Command AT+APLSIRI? 


Description: AT command to retrieve Siri status information. 
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26. Siri 
26.2 Obtaining Siri Availability Information 





Initiator: accessory 

Format: AT+APLSIRI? 
Response: +APLSIRI: value 
Defined Values: 


°* 0 = Siri is not available on this platform. 
° 1=Siriis available and enabled. 
° 22=Siriis available but not enabled. 


Example: +APLSIRI:11 (Siri is available and enabled) 


26.2.2 Receiving Siri Availability Updates from the Device 


After initialization has been completed, the device will send the accessory the following notification if 
there is a change in Siri status. This notification will be provided only if the accessory has requested 
Siri status (by sending AT+APLSIRI?) at least once after connection, and if the device has reported 
that Siri is available and enabled. 


26.2.2.1 HEP Command +APLSIRI 


Description: Unsolicited event indicating a change in Siri status. 
Initiator: Device 

Format: +APLSIRI: value 

Defined Values: 


¢ 1=Siriis available and enabled. 
° 22=Siriis available but not enabled. 


Example: +APLSIRI: 2 (Siri is available but not enabled) 
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26. Siri 
26.3 Initiating a Siri Session 





Figure Siri is Disabled/Enabled from the Device's Settings 
26-1 


HFP Session} User disables Siri on the device 


+APLSIRI:2 
Noti hat 


+APLSIRI:1 
Notify that Siri 
by sending un 





26.3 Initiating a Siri Session 


Once support for Siri is established on both the accessory and the device, a Siri session can be started 
from either one. 


26.3.1 Initiating a Session from the Accessory 


The accessory should only initiate a Siri session as a result of a direct user action. 


The accessory must use the voice recognition command AT+BVRA defined in the Bluetooth Hands-Free 
Profile specification (Hands-Free Profile 1.6 profile specification, section 4.25) to initiate a Siri session. 


The HFP profile must be connected and SLC must exist. 
The accessory should use the following command sequence: 


¢ The accessory sends an AT+BVRA=1 command to the device. 

°¢ The device sends an OK response. 

° The device launches a Siri session and creates a Synchronous Connection (SCO) for the audio. 

° Ifthe Siri session is not finished, the accessory must send AT+BVRA=1 to continue the conversation. 
This may need to happen multiple times. 

¢ When the Siri session is finished, the device sends a +BVRA: @ result code to the accessory. 

¢ The device disconnects the SCO connection. 


While a Siri session is active, the accessory must let the user continue the conversation and ask follow 
up questions within the current context. In order to do so, the accessory must be able to send an 
AT+BVRA=1 command to the device even after Siri has been already activated and before +BVRA: @ 
is received. Figure 26-2 (page 86) shows an overview of the interaction when Siri is triggered from the 
accessory, the running session was continued twice and once Siri was finished, the device dismissed 
the session. 
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26. Siri 
26.3 Initiating a Siri Session 





Figure Initiating a Siri Session from the Accessory 
26-2 


HFP Session] Initiating a Siri session from the accessory 


AT+BVRA=1 


Start a Siri session by sending AT+BVRA=1 


SCO connection is open 


AT+BVRA=1 


Continue a Siri session by sending AT+BVRA=1 


AT+BVRA=1 


Continue a Siri session by sending AT+BVRA=1 





26.3.2 Initiating a Session from the Device 


If the accessory supports voice recognition commands, the device sends a +BVRA event to indicate 
the start of a Siri session. The accessory must enable support for voice recognition and indicate it in 
its feature response as described in the Bluetooth Hands-Free Profile 1.6 specification, section 4.34.1, 
"Bluetooth Defined AT Capabilities." Specifically, the HFP profile must be connected, SLC must exist, 
and voice recognition activation (bit 3) must be enabled in the AT+BRSF command. The device will 
not use virtual call functionality for the Siri session if voice recognition activation is supported by the 
accessory. 


The accessory should expect the following command sequence: 


° The device sends a +BVRA:1 event to the accessory. 

° The device launches a Siri session and creates a SCO connection for the audio. 

¢ When the Siri session is finished, the device sends a +BVRA: @ result code to the accessory. 
¢ The device disconnects the SCO connection. 


Figure Initiating a Siri Session from the Device 
26-3 


HFP Session] Initiating a Siri session from the device 





+BVRA=0 to notify 
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26. Siri 
26.4 Siri Eyes Free Mode 





26.3.3 Ending a Session from the Accessory 


Once a Siri session is running the accessory must be capable of ending the session by sending an 
AT+BVRA=8 command to the device. Figure 26-4 (page 87) shows an example of ending a running 
Siri session from the accessory. The accessory should only end an active session as a result of a direct 
user action. 


Figure Ending a Siri Session from the Accessory 
26-4 


HFP Session} Ending a Siri session from the accessory 


AT+BVRA=1 


Start a Siri session by sending AT+BVRA=1 


SCO connection is open 
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Continue a Siri session by sending AT+BVRA=1 


AT+BVRA:0 


End a Siri session by sending AT+BVRA=0 


OK 


HFP SCO connection is closed 





26.4 Siri Eyes Free Mode 


Siri Eyes Free mode is a feature to control Siri responses that include display information and can be 
enabled or disabled as needed. In Siri Eyes Free mode, the user experience is tailored towards a driving 
scenario and interactions with Siri are done primarily via voice to minimize the need for the user to look 
at a screen. Siri Eyes Free mode is supported only for Bluetooth-enabled vehicle entertainment systems 
and should not be used by any other accessories. Siri Eyes Free should not be triggered via a voice 
command. 


The device will listen for the HEP AT command AT+APLEFM to enable or disable Siri Eyes Free mode. 


This command is used by the device to modify Siri responses that contain visual information or require 
user interaction. Suitable audio feedback and voice commands will be available to the user based on 
the Siri use case that was initiated. 


Siri Eyes Free mode is disabled by default. Once the accessory has enabled Siri Eyes Free mode, it 
remains enabled for all subsequent Siri sessions initiated from the accessory until the accessory disables 
it or the Bluetooth connection is disconnected. 
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26. Siri 
26.5 Improving Voice Recognition 





26.4.1 HFP Command AT+APLEFM 


Description: An accessory sends this command to notify a device of the preferred state of Siri Eyes 
Free mode. 


Initiator: accessory 


Format: AT+APLEFM=value 


Response: OK 


Defined Values: 


0x00 = Disable Siri Eyes Free mode. 
0x01 = Enable Siri Eyes Free mode. 
Ox02-OxFF = reserved 


Example: AT+APLEFM=1 


26.5 Improving Voice Recognition 


The microphone audio that the accessory sends to the device during a Siri session should be suitable 
for voice recognition. Audio requirements for optimal voice recognition may differ from requirements 


for optimal human perception (such as during a cellular phone call). 


Filtering of the audio signal to remove echoes or feedback noise is acceptable. 


To provide the best possible audio quality as Siri input, the accessory must observe the following 


recommendations: 


Echo cancellation and noise suppression (EC/NR): Directional microphones and linear 
beamforming with microphone arrays giving improved SNR are recommended. Linear echo 
cancellation for reducing unwanted audio sources (such as audio output from the system) without 
having any other effect on the speech signal are also recommended. However, single channel noise 
reduction methods (such as spectrum subtraction) must not be applied, as they will be detrimental 
to the speech recognition accuracy. Similarly, automatic gain control, residual echo suppression 
and attempts to blank out non-speech periods in the waveform must not be applied. 

Signal gain: When adjusting signal levels, the accessory must avoid artifacts, dropouts, and clipping 
in all circumstances. Automatic Gain Control is not recommended. If the accessory adjusts signal 
gain, the gain should be held constant across each spoken utterance. The nominal level measured 
at the uplink output of the accessory should be A-weighted -30 dB +2 dB root-mean-square (RMS), 
expressed in units relative to full-scale (d(BFS(A)). Alternatively, the nominal level may be 13 dB +2 
dB SLR if using the ITU measurement procedure. 
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26.6 Optimizing the Siri Experience 





* Signal-to-noise ratio (SNR): The average SNR should be greater than 20 dB. Below 20 cB, 
recognition rates will be impacted. 
* Reverberation: An RT60 time less than 200 ms should be maintained. 


26.5.1 Wide Band Speech Support 


An accessory using Siri should support 16 kHz wide band speech audio for better audio quality and 
voice recognition performance. See the Bluetooth Hands-Free Profile 1.6 specification for details about 
wide band speech audio. Narrow band audio signal (8 KHz) is supported but not recommended. 


26.6 Optimizing the Siri Experience 


The start of a Siri session should not be accompanied by local beeps or verbal indications (such as an 
announcement of "...voice dialing...) from the accessory. When a Siri session becomes active, the 
device sends two beeps indicating that Siri is ready to receive instructions. Adding extra audible 
notifications only inserts delays in the system. 


The accessory should wait for the device to end each Siri session. 


The accessory should not send an AT+BVRA=98 command unless it is prompted to do so by user 
interaction. 


The accessory should be capable of rendering audio within 200 ms of SCO connection activation to 
ensure that the user always hears the Siri introductory beeps. 


26.7 Common Siri Applications 


Siri can send messages, find points of interests, place phone calls, and much more. As Siri capabilities 
are constantly growing, additional use cases may become available after the initial integration. In Siri 
Eyes Free mode, some of these use cases may not be accessible as the user experience is tailored 
towards a driving scenario. 


26.7.1 Initialization Procedure After Connection is Established 


Figure 26-5 (page 90) outlines the sequence the accessory has to trigger to be able to use Siri ona 
device. After establishing an HFP profile connection, the accessory must first enable the custom Siri 
commands by sending AT+XAPL and provide the features it supports. After a confirmation is received 
from the device, the accessory should determine Siri's availability with AT+APLSIRI?. 
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26. Siri 
26.7 Common Siri Applications 





Vehicles with Bluetooth-enabled infotainment systems can also enable Siri Eyes Free Mode during 
initialization. This is detailed in Figure 26-6 (page 90). 


Figure Siri Initialization Procedure 
26-5 


HFP Session] Typical Initialization Sequence 


AT+XAPL=ABCD-1234-0001,8 


Enable custom Siri commands 





Figure Siri Initialization Procedure with Siri Eyes Free 
26-6 


Device Accessory 


HFP Session] Typical Initialization Sequence with Siri Eyes Free 


AT+XAPL=ABCD-1234-0001,8 


Enable custom Siri commands 


+XAPL=iPhone,8 


Acknowledge reception 


AT+APLSIRI? 


Obtain Siri availability 


+APLSIRI=2 


4 Lec ees 
Enable Siri Eyes Free mode 





26.7.2 Phone Dialing Using Siri 


Upon the user's request Siri can initiate an outgoing phone call. The device will initiate HFP call signaling 
to establish a phone call as described in Bluetooth (page 112). The accessory must be able to transition 
to Hands-Free dialing at any time during or after a Siri session when signaled by the device. 
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26.7.3 Audio Routing and Media Playback Using Siri 


Siri can control the media playback on a device, and if Siri determines that the user wants to play or 
pause music it will either start, pause or resume media playback. The device will send a notification to 
the accessory indicating a change in playback state and any associated track information. The accessory 
must respond to those notifications, start or stop the music playback as requested, as well as update 
the correct playback state (e.g. shuffle, repeat). 


The accessory must not force a change in the playback state after a Siri session is ended. If music was 
playing before Siri was started, it must continue playing, if it was paused, it must remain paused. 


After Siri starts music playback the accessory must set its current audio route to match the audio 
source, depending on how audio is being received from the device (via Bluetooth or by a wired 
connection). 


The available media playback notifications depend on the audio route being used: 


¢ Bluetooth audio routes must use the approach described in Notifications (page 120) and Audio Data 
Received via A2DP Profile (page 122). 
°¢ Wired audio routes must use iAP2. 


26.7.4 Turn-By-Turn Directions Using Siri 


Siri can initiate active route guidance that will play turn-by-turn directions. In case the device is the 
active source and is already playing music, turn-by-turn directions will be mixed in as part of the audio 
stream. In case the device is not playing music, the accessory should be able to mix in turn-by-turn 
directions with the active audio source. 


The device will notify the accessory to play turn-by-turn directions only over Bluetooth. Detailed 
information on how to distinguish between music playback and turn-by-turn notifications is available 
in Notifications (page 120). 


26.8 User Interaction with Siri Eyes Free in a Vehicle 


A vehicle that uses Siri Eyes Free mode must integrate the Siri experience with the existing in-vehicle 
entertainment system and controls. The vehicle should provide a convenient interface to initiate, 
continue, and end a Siri session. Once a Siri session is running, the vehicle must display a visual cue 
that voice recognition is in process. Figure 26-7 (page 92) outlines how a Siri interaction should be 
designed. 
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26. Siri 
26.8 User Interaction with Siri Eyes Free in a Vehicle 





Figure Siri Eyes Free User Interaction 
26-7 
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End a Siri session 
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Long press to end (**) In-vehicle dashboard 


Short press to end 


(*) If the accessory wishes to indicate that Siri is active, it must do one of the following: 


° Display the word 'Siri' (as capitalized) with no additional text or icon. 
° Use generic text or icon that does not resemble the Siri microphone icon. 


(**) If the vehicle is equipped with steering wheel controls, the steering wheel must have a dedicated 
button or along-press action on a button to start, continue and end a Siri session. The button long-press 
must be 600 ms or less. If no steering wheel controls are available, a soft button must be available 
within the in-vehicle user interface to start, continue or end a Siri session. 
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26. Siri 
26.9 Enabling/Disabling Siri from the Device 





When a vehicle enables Siri Eyes Free mode, the device will not display any onscreen Siri content. If 
the device was locked at the time the Siri session was activated from the vehicle, it will remain locked 
and the screen will not turn on. If the user unlocks or manually activates the device while in an Eyes 
Free Session there will be a notification that the device is in an active Siri session but there will be no 
visual Siri content displayed. 


26.9 Enabling/Disabling Siri from the Device 


The user has the ability to disable or enable Siri from the Settings menu on the device. When Siri is 
disabled, Voice Control becomes the recognition engine on the device and will be triggered by default. 
The accessory may choose to either launch Voice Control with no further changes, in the same way 
Siri is launched as in Figure 26-8 (page 93) or display a warning message and not send an activation 
command to the device as in Figure 26-9 (page 93). 


Figure Siri is Deactivated - Launching Voice Control 
26-8 
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Figure Siri is Deactivated - Displaying a Warning Message 
26-9 





< General Siri 


Siri 





In-vehicle Ul 


a 
t int. About Siri and Privacy... 





Please enable Siri in the phone settings 





Long press on the In-vehicle dashboard 
steering wheel to activate 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


93 


26. Siri 
26.10 Test Procedures 





26.10 Test Procedures 


26.10.1 Siri Eyes Free 


The following test procedures are applicable to accessories that interact with Siri Eyes Free. 


The speaker should be a native speaker of North American English. If the tester's native language is 
not North American English, set Siri to the speaker's native language and translate the provided phrases 
to that language. 


26.10.1.1 General 


1. 


Pair and establish a Bluetooth Handsfree Profile (HFP) connection between the iPhone and the 

head unit. Activate Siri from the vehicle steering wheel button (e.g. by press hold): 

a. Observe that the iPhone screen remains inactive after a Siri session has started (a visual indicator 
will be visible on the device if the screen is activated manually). 

b. Ensure that Siri opening chime is heard completely through the vehicle speakers. 
Observe a visual notification in the in-car User Interface (Ul) that a Siri session is active (textual 
notification, on-screen UI, etc.). 

Activate Siri from the vehicle steering wheel button and say "Send a message to Peter. How are 

you?". While still saying the message, press the vehicle steering wheel button to cancel Siri (e.g. 

by press): 

a. Ensure the iPhone screen remains inactive (if manually activated, the visual indicator on the 
phone will disappear). 

b. Verify that the in-car UI for Siri interaction dismisses and the head unit resumes the state before 
Siri's interaction. 

Activate Siri from the vehicle steering wheel button and say "How is the weather in San Francisco?". 

Wait for Siri to respond with the weather forecast. Once the weather forecast is complete, resume 

Siri from the vehicle steering wheel button and say "What about New York?": 

a. Observe that the visual indicator is still active on the phone. 

b. Listen for the Siri opening chime. 

c. The vehicle UI should be displaying an on-going Siri session. 

d. Verify that Siri responds with the weather forecast for New York. 

In case the vehicle Ul offers on-screen controls to activate/cancel/resume Siri, repeat steps (1) to 

(3) for all on-screen controls. 

Activate Siri from the steering wheel button and say "What's the time". Listen to the current time 

and do not interact with Siri or the iPhone. After 5 seconds have expired: 

a. Observe that the visual indicator on the phone is no longer visible. 

b. The in-car UI for Siri interaction should be dismissed. 

c. The head unit should resume the state before Siri's interaction. 
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bea 


11. 


Listen to FM radio from the car speakers (no A2DP streaming active). Press and hold phone's Home 
button to activate Siri from the phone: 
a. Observe a visual notification in the in-car UI that a Siri session is active (textual notification, 
on-screen UI, etc.). 
b. Observe Siri's interaction on the phone's screen and ask "What's the time?" 
After Siri has responded, lock the phone again to dismiss the Siri session by pressing the phone's 
sleep/wake or side button. 
On the phone go to Settings and turn off Siri. Activate Siri from the head unit. Observe one of the 
following depending on the actual implementation (a) Voice Control starts instead of Siri (b) The 
head unit displays a warning that Siri Eyes Free is not available. 
On the phone go to Settings and turn Siri back on. Verify that Siri can be activated/cancelled from 
the head unit and from the Home button on the phone. 
Turn Bluetooth off from the Settings on the phone. Verify that Siri cannot be started. 


. Turn Bluetooth back on from the Settings on the phone. Verify that Bluetooth HFP profile reconnects 


and that Siri can be activated/cancelled from the head unit and from the Home button on the phone. 
Make sure there is no accessory battery status level indicator icon displayed on the phone's status 
bar. 


26.10.1.2 Siri Dialog 


1. 


Activate Siri from the vehicle's steering wheel button and say "Send a text message to insert 
contact name". When Siri prompts for "what would you like it to say", dictate a short message. 
After Siri has read back your dictated message, say "Review it". After Siri has read back the message 
again, say "Review it" again. Repeat this cycle ~5 times to ensure that the head unit is able to handle 
along interaction with Siri. At the end say "Send it" and verify that the message is sent. Verify that 
the opening chime is audible and the message is sent. After the Siri session is closed, the audio 
playback should go back to the state it was before Siri was started, i.e. if it was paused remains 
paused, if it was playing remains playing. 

Start Siri from the vehicle's steering wheel button and ask for directions. Follow up through the 
dialog until the navigation is started. Verify that the Siri session is closed and that the audio playback 
goes back to the state it was before Siri was started, e.g. if it was paused remains paused, if it was 
playing remains playing. 

Start Siri from the vehicle's steering wheel button and say "Search the web for polar bears". Verify 
that Eyes Free mode is on and that this use case is blocked by Siri. Note: In some implementations 
the vehicle has to be in motion before Eyes Free is activated by the car kit. 

Start Siri from the vehicle's steering wheel button and say "What is the current time in Munich?". 
After Siri has answered but before ~5 seconds have elapsed, resume Siri (e.g. by a short press on 
the steering wheel button) and verify that Siri is initiated again. Say "What about San Francisco?". 
Repeat (with a different city) and verify that this can continue indefinitely as long as you short press 
on the steering wheel button within 5 seconds of the last response. 
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26. Siri 
26.10 Test Procedures 





26.10.1.3 Bluetooth HFP A2DP Music 


1. 


Establish a Bluetooth A2DP connection and switch to Bluetooth audio source on the head unit. 
Activate Siri and ask "Next track". Verify that track advances and that audio is playing through 
vehicle speakers. Verify that the Siri in-car Ul is dismissed and the head unit goes back to its initial 
state. 

Activate Siri and say "Pause the music". Verify that audio remains paused after Siri has been 
dismissed. Verify that the Siri in-car Ul is dismissed and the head unit goes back to its initial state. 
Pause music playback on the head unit (via AVRCP command). Activate Siri and ask "What time is 
it?". Verify that the music playback remains paused after the Siri session has been dismissed. Verify 
that the Siri in-car Ul is dismissed and the head unit goes back to its initial state. 


- Switch to FM radio on the head unit. Activate Siri and ask "Play me a song". Verify that head unit 


is able to automatically switch to Bluetooth audio and iPhone music starts playing. Verify that the 
beginning of the selected track is heard, e.g. there is no skipping of audio packets. Verify that the 
Siri in-car Ul is dismissed and the head unit goes back to its initial state. 

Activate Siri and ask "Shuffle all songs". Verify that head unit correctly updates NowPlaying track 
information. Verify that the Siri in-car Ul is dismissed and the head unit goes back to its initial state. 
Activate Siri and ask to play a specific artist or title. Verify that the Siri session is dismissed after 
the music starts. Make sure the correct metadata is displayed on the screen. Verify that the Siri 
in-car Ul is dismissed and the head unit goes back to its initial state. 


26.10.1.4 Call 


1. 


Activate Siri and call a contact with more than one phone number (home and mobile). Wait for Siri's 
response to ask for which phone number to call. Answer with "home". Verify that call transition is 
handled correctly by the head unit and any Siri Ul displayed on the vehicle screen is dismissed. 
While iPhone music is playing, activate Siri and say "Call insert contact name to call". Verify that 
call transition is handled correctly by the head unit. Verify that iPhone music playback resumes 
after the call has been answered and terminated on the far end. Verify that the Siri in-car Ul is 
dismissed and the head unit goes back to its initial state. 

While iPhone music is playing, start Siri and say "Call insert contact name to call". Verify that call 
transition is handled correctly by the head unit. Verify that iPhone music playback resumes after 
the call has been answered and terminated on the near end (i.e. on the head unit). Verify that the 
Siri in-car Ul is dismissed and the head unit goes back to its initial state. 


- While in a Siri session, receive an incoming call on the head unit. Verify that head unit handles 


call-signaling correctly and transitions to phone UI once the call has been accepted. Verify that the 
Siri in-car Ul is dismissed and the head unit goes back to its initial state. 
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26. Siri 
26.10 Test Procedures 





26.10.1.5 Bluetooth + Wired iAP2 


1. 


Connect device to head unit via a Lightning connector (iPhone 5). Switch to iPod music and verify 
that audio is playing. Activate Siri and say "Next track". Verify that track advances and head unit 
displays track metadata correctly. Verify that the Siri in-car Ul is dismissed and the head unit goes 
back to its initial state. 

From the head unit UI, select a playlist with a single song and start playing it. Start Siri from the 
vehicle steering wheel and say "Play .......... make sure to select a song to play that is (a) not 
in the same album as the single-track playlist and (b) not song track index 0 of its album". 
Verify that the new song starts playing and that the head unit displays the track metadata for this 
new song correctly. Verify that the Siri in-car Ul is dismissed and the head unit goes back to its 
initial state. 

Turn Shuffle off on the head unit UI. Then start Siri and say "Shuffle all songs". Verify that the shuffle 
indicator on the head unit Ul is updated and the correct track metadata for the new now playing 
song is displayed correctly Verify that the Siri in-car Ul is dismissed and the head unit goes back 
to its initial state. 


- Switch to FM radio on the head unit. Activate Siri and say "Play me a song". Verify that head unit 


is able to automatically switch to iPOD audio source and that audio starts playing through the 
speakers. Verify that there is no skipping of audio at the beginning of the selected track. Verify that 
the Siri in-car Ul is dismissed and the head unit goes back to its initial state. 

Pause music playback on the head unit (via iAP2 commands). Activate Siri and ask "What time is 
it?". Verify that music playback remains paused after Siri session has been dismissed. Verify that 
the Siri in-car Ul is dismissed and the head unit goes back to its initial state. 

While iPhone music is playing, start Siri and say "Call insert contact name to call". Verify that call 
transition is handled correctly by the head unit. Verify that iPhone music playback resumes after 
the call has been answered and terminated on the far end. Verify that the Siri in-car Ul is dismissed 
and the head unit goes back to its initial state. 

While iPhone music is playing, start Siri and say "Call insert contact name to call". Verify that call 
transition is handled correctly by the head unit. Verify that iPhone music playback resumes after 
the call has been answered and terminated on the near end (i.e. on the head unit). Verify that the 
Siri in-car Ul is dismissed and the head unit goes back to its initial state. 

Pause music playback on the head unit (via iAP2 commands). Start Siriand say "Callinsert contact 
name to call". Verify that call transition is handled correctly by the head unit. Verify that iPhone 
music playback remains paused after the call has been answered and terminated on the far end. 
Verify that the Siri in-car Ul is dismissed and the head unit goes back to its initial state. 
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2/7. Wi-Fi Information Sharing 


Wi-Fi configuration information can be exchanged between devices and accessories. 


Devices can share Wi-Fi configuration information with an accessory. The accessory can initiate this 
process, but the user must grant permission for the device to share this information. The device can 
only share information about the currently connected Wi-Fi network, and this feature will not account 
for other router-configured access control mechanisms, such as RADIUS or MAC address filtering. 


Figure Wi-Fi Information Sharing Alert 
27-1 


Share Wi-Fi Settings? 
Do you want to share your Wi-Fi 
settings so this accessory can connect 
to the Wi-Fi network? 


Ignore 





See the Accessory Interface Specification (page 15) for more information. 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


98 


Protocols 


28. USB Power Capability Vendor Request 


If the accessory is a USB host, and it does not implement iAP2 (page 110), then it may send an 
Apple-specific USB vendor request to communicate how much power is available to the device. In this 
case, the accessory must enumerate and identify the presence of a device, then send the vendor 
request. The vendor request must be sent every time the device is enumerated by the accessory. 


Table 28-1 USB Vendor Request for non-iAP2 accessory USB Embedded Host 











Field Value Comments 

bmRequestType 0x40 Device-to-host request, vendor-defined type, device is recipient. 
bRequest Qx40 Vendor-defined USB get enabled capabilities request. 

wValue See comments. Charging current available, expressed as an offset from 500 mA. Must 


be 500 (1000 mA charging current available), 1000 (1500 mA charging 
current available), 1600 (2100 mA charging current available), 1900 
(2400 mA charging current available), or 2500 (3000 mA charging current 








available). 
wiIndex See comments. Must be the same as wValue. 
wLength @ O bytes expected. 
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29. USB D+/D- Resistor Networks 


Accessories that do not implement any of the following may use USB resistor networks to identify their 
current capability: 


° iAP2 (page 110). 

¢ USB Power Capability Vendor Request (page 100). 
¢ USB-C Current (page 105). 

¢ USB Power Delivery (page 104). 


29.1 Electrical 


The accessory must connect the USB D+ and USB D- pins to resistor networks as shown in Figure 
29-1 (page 101). 


Figure USB D+/D- resistor networks 
29-1 





© USB Vbus 








© USB Vbus 

















Note: Every iOS device-compatible connector on an accessory that uses a USB resistor 
network must have its own set of resistors. The accessory must be capable of supplying the 
total current required when all connectors are in use, regardless of whether the connectors 
are compatible with devices or not. 
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29. USB D+/D- Resistor Networks 
29.2 Identifying Power Source Current Limit 





The resistor network must be connected at all times unless the accessory uses one of the following 
methods to enable charging or detect the presence of a device. In these cases, it must immediately 
present the resistor network. 


°¢ The accessory uses a direct user action to enable charging. 
° The accessory senses the attachment of the device via electromechanical means such as a contact 
switch. 


The accessory must not monitor the USB D+ and USB D- pins to detect the presence of a device. 





Note: All resistors used to implement the networks specified in Figure 29-1 (page 101) must 
have a tolerance of 1% or better. The resistor network must not be emulated by driving the 
voltage of the USB D+/D- pins using some other means. 





Table 29-1 USB D+/D- resistor values 














Max Current R1 R2 R3 R4 

3000 mA 43.2kQ 49.9kQ 24.9kQ 49.9 kO 
2400 mA 43.2kQ 49.9kQ 43.2kQ 49.9 kO 
2100 mA 43.2kQ 49.9kQ 75.0kQ 49.9 kO 
1000 mA 75.0kQ 49.9kQ 43.2kQ 49.9 kO 


29.2 Identifying Power Source Current Limit 


Accessories must take into account the variation of USB VBUS voltage and resistor tolerances. 


The resistor network values and corresponding current source limit should be identified using the 
following procedure: 


1. Read the VBUS voltage using an ADC. If value is less than 4.5 V, return no resistors detected. 
2. Pull-down the D+ and D- lines and read the voltage using an ADC. If either voltage value is less 
than 1 V, return no resistors detected. 
3. Disable the D+ and D- pull-downs and allow the voltage to return to normal. 
4. Read the D+ and D- voltages using an ADC (to determine the value for R1 and R3 respectively): 
° If the voltage is >2.995 V (based on 1 MQ load impedance), then assume a resistor value of 
24.9 kQ. 
° If the voltage is between 2.320 V and 2.995 V (based on 1 MQ load impedance), then assume 
a resistor value of 43.2 kQ. 
° If the voltage is < 2.320 V (based on 1 MQ load impedance), then assume a resistor value of 
75.0 kQ. 
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29. USB D+/D- Resistor Networks 
29.2 Identifying Power Source Current Limit 





5. Determine the max current based on Table 29-2 (page 103). 
6. If resistor values could not be identified, proceed to identify the power available based on the USB 
Battery Charging 1.2 specification. 


Table 29-2 USB D+/D- resistor values 





























Max Current R1 R2 R3 R4 

500 mA 75.0kQ 49.9kQ 75.0kQ 49.9 kO 
1000 mA 75.0kQ 49.9kQ 43.2kQ 49.9 kO 
1000 mA 75.0kQ 49.9kQ 24.9kQ 49.9 kO 
2100 mA 43.2kQ 49.9kQ 75.0kQ 49.9 kO 
2400 mA 43.2kQ 49.9kQ 43.2kQ 49.9 kO 
3000 mA 43.2kQ 49.9kQ 24.9kQ 49.9 kO 
1000 mA 24.9kQ 49.9kQ 75.0kQ 49.9 kO 
1000 mA 24.9kQ 49.9kQ 43.2kQ 49.9 kO 
1000 mA 24.9kQ 49.9kQ 24.9kQ 49.9 kO 
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30. USB Power Delivery 


Accessories either providing USB Power Delivery (USB-PD) or drawing power from USB-PD sources 
must comply with the USB Power Delivery Specification, Revision 3.0, version 1.2. 


Accessories implementing USB-PD must incorporate a PD controller that is USB-IF certified with a 
Silicon Test ID from the USB-IF. 


Accessories drawing power from USB-PD sources must correctly identify all sources as defined in the 
USB Power Delivery Specification, Revision 3.0, version 1.2. 


Apple recommends the GRL-USB-PD-Cz2 (see https://graniteriverlabs.com/usb-pd-c2/) for USB-PD 
testing and compliance verification. 
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31. USB-C Current 


Accessories either providing direct power via USB-C Current or drawing power from USB-C Current 
sources must comply with the USB Type-C Cable and Connector Specification Release 1.3, section 
4.6.2. 


Apple recommends the GRL-USB-PD-Cz2 (see https://graniteriverlabs.com/usb-pd-c2/) for USB-C 
Current testing and compliance verification. 
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32. Advanced Audio Distribution Profile (A2DP) 


Accessories may implement the Advanced Audio Distribution Profile (A2DP) over Bluetooth (page 112) 
to receive audio from iOS devices and Mac computers. 


The audio content from the device can be broadly classified into two categories: 


¢ Audio content from music, video, or gaming applications. 
° System-generated sounds for alerts and notifications. 


A2DP is often implemented in speakers and headsets. 


Accessories that implement A2DP must satisfy all requirements stated in Bluetooth (page 112). 


32.1 Bluetooth A2DP Specification 


Every accessory that implements the Advanced Audio Distribution Profile must meet the requirements 
of the Bluetooth Advanced Audio Distribution Profile specification, Version 1.2. 


32.1.1 AVDTP Transactions 


Accessories must respond to Audio/Video Distribution Transport Protocol (AVDTP) signaling transactions 
before the device's 5 second RT X_SIG_TIMER expires or the device will terminate the signaling channel. 
See Section 6.2 "Transaction Model" and section 6.4 "Signal Command Set" of the Bluetooth 
Audio/Video Distribution Transport Protocol, Version 1.3. 


32.2 SubBand Codec (SBC) 


The SBC Codec Specific Information Elements, defined in Section 4.3.2 of the A2DP specification, that 
are applicable to iOS devices and Mac computers are listed in Table 32-1 (page 106). 


Table 32-1 SubBand Codec Information Elements for iOS devices and Mac computers 


Element Value 





Sampling Frequency 44,100 Hz 
Channel Mode Stereo 
Block Length 16 
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32. Advanced Audio Distribution Profile (A2DP) 
32.3 MPEG 2/4 AAC Codecs 





Element Value 
Subbands 8 
Allocation Method Loudness 











Bitpool range 2 to 53. Accessories for iOS devices and Mac computers should support 53. 





32.3 MPEG 2/4 AAC Codecs 


Devices support the non-mandatory codec MPEG-2/4 AAC, as defined in Section 4.5 of the Advanced 
Audio Distribution Profile specification, Version 1.2. Accessories should use the AAC codec in addition 
to SBC, because it provides higher audio quality for a given bit rate. 





Note: The following specifications provide details of Apple's implementation of the MPEG-2/4 
AAC codec. In case of conflicts, the A2DP specification governs. 





The MPEG 2/4 AAC Codec Specific Information Elements, defined in Section 4.5 of the A2DP 
specification, that are applicable to devices are listed in Table 32-2 (page 107). 


Table 32-2 MPEG-2/4 AAC Codec Information Elements for devices 

















Element Value 

Object Type MPEG-2 AAC LC 
Sampling Frequency 44,100 Hz 
Channels 2 

Bit rate 264,630 bps 
VBR 0 





AAC audio stream packets in devices have the structure shown in Table 32-3 (page 107). 


Table 32-3 AAC audio packet for devices 


L2CAP AVDTP MPEG-4LATM MPEG-4 AAC 
Header Header AudioMuxElement Audio Payload 








The AAC Media Payload Format, as defined in Section 4.5.4 of the A2DP specification, is formatted 
using LATM, as defined in Section 4 of IETF RFC 3016. The following notes apply to the packet fields 
shown in Table 32-3 (page 107). 


°¢ The recommended L2CAP MTU value for each device's AAC streaming channel is 885 bytes. 
° The AVDTP Header is shown as the RTP header in Figure 4 of RFC 3016, and is the header defined 
in Section 7.2.1 of the Bluetooth Audio/Video Distribution Transport Protocol, Version 1.2. 
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32. Advanced Audio Distribution Profile (A2DP) 
32.4 Test Procedures 





* The AudioMuxElement is the same as the RTP payload in RFC 3016. It is defined in Section 1.7.3, 
Table 1.41 in ISO/IEC 14496-3:2009, subpart 1. The muxConfigPresent argument to the 
AudioMuxElement is set to 1 (in-band mode), as recommended in Section 4.1 of RFC 3016. As 
recommended in Section 4.3 of RFC 3016, only one AudioMuxElement is put into each AVDTP 
packet. 

° The audio payload is encoded using MPEG-4, as recommended in Section 4.5.4 of the A2DP 
specification. 

° The accessory should support AAC-LC VBR and handle bit rate changes without audio gaps. 
Devices will vary AAC bit rate depending on the content. 


32.4 Test Procedures 


32.4.1 Audio Quality 
Verify that there are no audio quality issues in each of the following scenarios: 
1. Stream music from the Music app. 


2. Stream music from a radio station within the Music app. 
3. Stream audio using the Podcast app. 


32.4.2 Audio Switching 


1. During A2DP streaming, switch audio back to device and switch back to accessory. 
2. Audio should be routed to the intended source. Audio quality should be good switching back to 
Bluetooth. 


32.4.3 HFP Interaction 


1. Make incoming / outgoing call during A2DP. 
2. Audio should be suspended during the call and resume after the call. 


32.4.4 Siri 


1. Trigger Siri during A2DP. 
2. Audio should be resumed after the Siri session. 


32.4.5 Video Playback 


1. Stream A2DP while watching a video. 
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32. Advanced Audio Distribution Profile (A2DP) 
32.4 Test Procedures 





2. Audio / video synchronization and quality should be good. 
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33. iAP2 


Accessories may use the iAP2 protocol to access advanced device features. One such feature is the 
ability to communicate securely with third-party iOS applications via the iOS External Accessory 
Framework (http://developer.apple.com/library/ios/#featuredarticles/ExternalAccessoryPT/Introduc- 
tion/Introduction.html). 


See the Accessory Interface Specification (page 15) for more information. 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


110 


Transports 


34. Bluetooth 


Accessories that integrate Bluetooth technology must comply with the requirements stated in this 
chapter. 


Every accessory that is compatible with a device must support the Bluetooth Core Specification Version 
2.1+ EDR or higher. This specification introduced the important security feature Secure Simple Pairing 
as well as Extended Inquiry Response. 


34.1 Enhanced Data Rate 


The Enhanced Data Rate (EDR) feature introduced in the Bluetooth 2.0 specification enables accessories 
to communicate more efficiently. Every accessory must use EDR for the following reasons: 


¢ |t provides higher data rates compared to Basic Data Rate (BDR). 

¢ |t communicates more efficiently, transferring more data bits per unit of time. 

¢ |treduces the power consumption used per bit transferred. 

¢ |t improves coexistence with Wi-Fi and other connected Bluetooth devices because it frees up 
more air time. 

¢ |timproves performance in multipoint configurations. 


34.2 Adaptive Frequency Hopping 


The Adaptive Frequency Hopping (AFH) feature introduced in the Bluetooth 1.2 specification improves 
coexistence with Wi-Fi and other connected Bluetooth devices. Every accessory must use AFH. 


34.3 Sniff Mode for Low Power Consumption 


Minimizing power consumption is critical for all mobile devices. Therefore, every accessory that is 
compatible with a device: 


¢ Must support and should request Bluetooth sniff mode. 
e¢ Must accept requests for sniff mode and support all valid parameters listed in the Bluetooth 
specification. 
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34. Bluetooth 
34.4 Role and Topology Management 





¢ Must support a sniff interval of 15 ms. 
¢ Should use the following recommended sniff mode values: 
° Max Interval: 15 ms 
¢ Min Interval: 15 ms 
° Sniff Attempt: 1 
° Sniff Timeout: O 
¢ Must not renegotiate sniff after being established. 
¢ Must support sniff subrating. 


Accessories that are compatible with iOS devices and Mac computers should also use sniff mode as 
much as possible, especially when there is little or no data being transmitted over the Bluetooth link. 
Besides its power consumption advantages, sniff mode enables better antenna sharing with Wi-Fi. 


The sniff mode parameters are specific to the usage model and Bluetooth profile. The device expects 
the accessory to request sniff mode with appropriate parameters for a specific usage. If the accessory 
does not send such a request, the device may send a sniff mode request. When the device sends a 
request for sniff mode, the remote device must accept the request and its parameters without 
negotiation. 


If the accessory sets the sniff mode parameters, the accessory must set the sniff interval to less than 
a third of the Bluetooth baseband Link Supervision Timeout (page 115). This makes the Bluetooth link 
less susceptible to interference. To improve link robustness, the accessory should use a shorter sniff 
interval instead of multiple sniff attempts. 


Links with a sniff interval of 1 second or more make the slave device open up a large correlation window, 
which has to be taken into account when calculating the number of sniff attempts. With sniff intervals 
shorter than 1 second, multiple sniff attempts can improve link robustness but will increase power 
consumption. 


34.4 Role and Topology Management 


Every accessory that is compatible with a device must: 


° Accept a request for Role Switch from a device. 
¢ Continue with the connection when the device rejects a request for Role Switch. 


In a Bluetooth connection, one device is the master and the other the slave. The master can have 
multiple slaves, thus forming a piconet. The master can also be a slave to another master, creating a 
scatternet. 
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34. Bluetooth 
34.5 Extended Inquiry Response 





Such a scenario creates complications since the device has to alternate between the two piconets and 
thus wastes valuable bandwidth. Managing the topology of the network is therefore important for 
maximum performance. The device may request a Role Switch, depending on its current topology, and 
the remote device must accept the request. The device may also reject a request for a Role Switch 
because of topology concerns. Having a suboptimal topology may degrade the audio quality and the 
user's experience. 


The accessory should avoid requesting to be the master as the device will need to be the master in 
more frequently occurring scenarios. Accessories that always insist on being the master may impact 
the overall user experience. 


Accessories that connect to multiple iOS devices or Mac computers simultaneously must support 
creating a scatternet. 


34.5 Extended Inquiry Response 


Every accessory that is compatible with a device must provide the following information in its Extended 
Inquiry Response packet: 


¢ The Local Name of the accessory (Complete or Shortened). 
° The TX Power Level. 


During the Bluetooth discovery process, the device prefers to display the Friendly Name of discovered 
accessories. Before the 2.1 version of the Bluetooth specification the device would have to set up a 
connection to the accessory and do a Remote Name Request, which takes power, antenna time, and 
user's time. The Extended Inquiry Response feature, introduced in Bluetooth 2.1, lets an accessory 
send its Local Name and other information as part of the Inquiry Response and thereby increase the 
speed and efficiency of the discovery process. 


The Local Name should match the accessory's markings and packaging and not contain ':' or ';'. The 
accessory may append up to 6 differentiating characters to the Local Name, such as the last few digits 
of the serial number or MAC address, if a user is likely to encounter more than one of the accessories 
at the same time. 


If the accessory allows the user to customize the Local Name parameter, the accessory should provide 
a means to restore the factory default name. 


34.6 Secure Simple Pairing 


Every accessory that is compatible with a device must: 
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34. Bluetooth 
34.7 Pairing Button 





¢ Use Secure Simple Pairing. 
¢ Use the Numerical Comparison method if it has a display and input device supporting it. 


Secure Simple Pairing greatly increases security and is a mandatory security feature introduced in the 
Bluetooth 2.1 specification. To protect against a man-in-the-middle attack, the Numerical Comparison 
association model should be used whenever feasible. See Volume 1, Section 5.4 in the Bluetooth Core 
Specification, Version 2.1 + EDR. 


34.7 Pairing Button 


If the accessory has a dedicated pairing control surface and it is labeled, it should use official Bluetooth 
branding. See https://www.bluetooth.com/marketing-branding/brand-best-practices-guidelines. 


34.8 Class of Device (CoD) 


iOS devices and Mac computers use the accessory's Class of Device for Ul purposes or to configure 
specific features. 


Every accessory that is compatible with a device must accurately set its Class of Device using the 
Bluetooth SIG defined Major Device Class and Minor Device Class. See Volume 3, Part C, Section 3.2.4 
in the Bluetooth Core Specification, Version 5.0. 


For example, an audio/video accessory intended to operate in a vehicle should set Major Device Class 
to audio/video and Minor Device Class to car-audio. 


34.9 Link Supervision Timeout 
The link supervision timeout is used to detect link loss between the accessory and the device. 
The accessory must set the link supervision timeout to 2 seconds or greater when it is the master to 


account for the unpredictable nature of RF signals as well as the device's need to service other 
concurrent wireless systems. 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


115 


34. Bluetooth 
34.10 Delay Reporting 





34.10 Delay Reporting 


Devices (as of iOS 8.2) support the Delay Reporting commands as specified in the Bluetooth Audio/Video 
Distribution Transport Protocol, Version 1.3. Accessories should provide this information as it is used 
to improve audio/video synchronization for video playback. Accessories should not report a delay of 
more than 1000 ms and should not update the delay more than 1 time per second. 


34.11 Profiles 


The Apple knowledge base article https://support.apple.com/kb/ht3647 provides a complete list of 
the Bluetooth profiles that certain devices support. The Bluetooth specifications are the starting point 
for designing accessories that are compatible with these products. The following sections add 
information and requirements for some profiles, which can help accessory developers achieve superior 
results. 


34.11.1 Device ID Profile (DID) 


Every accessory that is compatible with a device must: 


¢ Support the Bluetooth Device ID Profile, version 1.3 or higher. 

¢ Use the company identifier from the Assigned Numbers specification assigned by the Bluetooth 
SIG as its Vendor ID value (VID). See http://www.bluetooth.org/Technical/AssignedNumbers/iden- 
tifiers.htm (requires login). Bluetooth HID Profile accessories may use a VID assigned by the USB 
Implementers Forum (USB-IF at http://www.usb.org) if the manufacturer does not have a Bluetooth 
SIG company identifier. 

¢ Use its VID value for the end product manufacturer. 

¢ Notuse the Company ID assigned to Apple by the Bluetooth SIG or the Vendor ID assigned to Apple 
by the USB Implementers Forum. 

¢ Use the Vendor ID Source field to identify which organization assigned the value used in Vendor 
ID field value. See Section 5.6 of the Bluetooth Device ID Profile Specification. 

¢ Use a ProductlD value that uniquely identifies the product. 

°¢ Use a Version value that uniquely identifies the software version. 


The Device ID record lets the device identify the implementation of the remote accessory. This is 
valuable information and can be used to bridge alternate interpretations of the Bluetooth specification 
when communicating with a remote accessory. Therefore it is important that the information in the 
Device ID record uniquely identify the implementation. 
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34. Bluetooth 
34.11 Profiles 





In the case of Bluetooth car kit devices, the same car kit might go into two different car models. Ideally 
the two car kits should have different ProductIDs. However, it is acceptable for them to have the same 
ProductID as long as they have identical hardware, software, and features. If the implementations differ 
at all, they should have different ProductIDs. The accessory can also use a secondary Device ID record 
to uniquely identify the product ID or model number. 


34.11.2 Service Discovery Protocol (SDP) 


To facilitate caching of Service Discovery Protocol (SDP) service records, every accessory that is 
compatible with a device must: 


¢ Support the ServiceDiscoveryServer Service Class. 
¢ Support the ServiceDatabaseState attribute. 
° The attribute's value must change whenever any SDP service record or attributes within a record 
are added, removed, or modified. 
° The attribute's value must not change based on RFCOMM channel protocol parameters since 
devices query these values separately at connection time. 


34.11.3 Hands-Free Profile (HFP) 


Every accessory that is compatible with a device and supports the Handsfree Profile should meet the 
requirements of the Bluetooth Hands-Free Profile Specification, Version 1.5 or higher. Additional Apple 
requirements are specified in this section. 


Remote accessories can use the Bluetooth Hands-Free Profile for phone communications. To achieve 
the best user experience, the remote accessory should support the following features, which are 
optional in the Bluetooth specification. 


34.11.3.1 Remote Audio Volume Control 


Every accessory that is compatible with a device and supports HFP should: 


¢ Support Remote Audio Volume Control so the speaker volume on the Hands-Free accessory can 
be controlled from the device as described in Section 4.28 in the Bluetooth Hands-Free Profile 
Specification version 1.5. 

¢ Set the Remote volume control bit in the Supported Features bitmap sent with the AT+BRSF= 
command. 


In some situations it is easier for the user to control the output volume through the device instead of 
directly on the remote accessory. For example, a passenger (or-if the car is parked-the driver) in a car 
could use the volume slider on the phone to control the audio volume. Volume control synchronization 
is outlined in Section 4.48.2 in the Bluetooth Hands-Free Profile Specification version 1.5. 
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34.11.3.2 Indicator Event Reporting 


Every accessory that is compatible with a device and supports HFP should use indicator events reporting 
and not perform repetitive polling of status. 


iOS devices and Mac computers support all mandatory and optional indicators specified in HFP version 
1.5 (service, call, callsetup, callheld, signal, roam, battchg). To minimize unnecessary polling of status 
using the AT+CIND? command, the remote accessory should enable indicator events reporting by 
sending an AT+CMER command. The device will then send a +CIEV event when there is a change in 
status of an indicator. The remote accessory should request the initial status using the AT+CIND=? 
and AT+CIND? commands, according to the HFP specification. 


34.11.3.3 Voice Recognition Activation 


Every accessory that is compatible with a device and supports HFP must: 


¢ Support Voice Recognition Activation, both AG and HF initiated as described in Section 4.25 in the 
Bluetooth Hands-Free Profile Specification version 1.5. 

¢ Set the Voice Recognition Activation bit in the "SupportedFeatures" bitmap sent with the AT+BRSF= 
command. 


iOS devices and Mac computers support voice recognition initiated by remote (Hands-Free) accessories 
and iOS (Audio Gateway) accessories. 


34.11.3.4 Echo Cancellation and Noise Reduction 


When echo cancellation and noise reduction are performed locally on a Hands-Free accessory, it should 
turn off echo cancellation and noise reduction on the device by sending an AT+NREC command, as 
described in Section 4.24 in the Bluetooth Hands-Free Profile Specification version 1.5. 


iOS devices and Mac computers support echo cancellation and noise reduction; these features are 
active by default. If a Hands-Free accessory also does echo cancellation and noise reduction it needs 
to turn these features off on the device (the Audio Gateway). This avoids unnecessary degradation of 
audio quality due to double audio processing. 


34.11.3.5 In-Band Ringing 

Every accessory that is compatible with a device and supports HFP should also support In-Band Ringing 
as specified in Section 4.13.1 in the Bluetooth Hands-Free Profile Specification version 1.5. If the user 
sets a ring tone on the device, the same ring tone should sound on the hands-free accessory. 
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34.11.3.6 Synchronous Connection 


Every accessory that is compatible with a device and supports HFP must: 


¢ Support eSCO parameter set S2 and S3 and accept requests for these settings. See Section 5.6 
of the Bluetooth Hands-Free Profile Specification version 1.5. 

¢ Request eSCO parameter set S2 or S3 when setting up a Synchronous Connection. Note that eSCO 
parameter set S1 should not be requested. 

¢ Render audio within 40 ms after the SCO/eSCO connection has been set up. 


The eSCO packet types offers retransmission of packets; traditional SCO packets are not retransmitted. 
This improves audio quality and the user's experience. The eSCO packet types 2-EV3 and 3-EV3 offer 
a greater time interval between packets, which can improve Wi-Fi performance and allow time for other 
concurrent Bluetooth connections to send data. Apple strongly recommends the use of 2-EV3 and 
3-EV3 packets for SCO connections. Using HV3 packets is highly discouraged. HV3 packets require 
more link time and does not allow for retransmission of audio packets which impacts the audio 
performance in presence of RF interference. 


34.11.3.7 Wide Band Speech 


Every accessory that is compatible with a device and supports HFP should support Wide Band Speech 
as described in Section 5.7.4 of the Bluetooth Hands-Free Profile specification version 1.6. If Wide 
Band Speech is supported, it should support the T2 link parameter settings. 


All devices running iOS 5 or later support Wide Band Speech. If both the device and the accessory 
support Wide Band Speech then Wide Band Speech link will be used for eSCO connection for use 
cases like cellular calls, FaceTime and Siri. 


34.11.4 Message Access Profile (MAP) 


Every accessory that is compatible with a device and supports the Message Access Profile must: 


¢ Support Message Notification as described in Section 4.1 of the Bluetooth Message Access Profile 
Specification, version 1.1. 

° Register for notifications immediately after the connection is established, as described in Section 
4.5 in the Message Access Profile Specification, version 1.1. 


All devices running iOS 13.0 or later support MAP 1.1. 


34.11.5 Audio/Video Remote Control Profile (AVRCP) 


Every accessory that is compatible with a device and supports the Audio/Video Remote Control Profile 
should meet the requirements of the Bluetooth Audio/Video Remote Control Profile Specification, 
Version 1.4. Additional Apple requirements are specified in this section. 
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34.11.5.1 Supported Operations 


iOS devices and Mac computers support the following operation_IDs in passthrough commands: 


e Play 

° Stop 

¢ Pause 

¢ Fast Forward 
¢ Rewind 

¢ Forward 

° Backward 


34.11.5.2 Repeat and Shuffle Modes 


Every device supports Repeat and Shuffle modes in the role of an AVRCP target. An AVRCP controller 
may use SetPlayerApplicationSettingVa ue to set a value on the device and 
GetPlayerApplicationSettingValue to read a value, as described in Sections 6.5.4 and 6.4.3 
of the Bluetooth Audio/Video Remote Control Profile Specification version 1.4. 


34.11.5.3 Notifications 


Every accessory that is compatible with a device and supports AVRCP should register for notifications 
and not perform repetitive polling to determine the status of the device. 


Every device supports registering for notifications in the role of an AVRCP Target, as described in 
Section 6.7 of the Bluetooth Audio/Video Remote Control Profile Specification version 1.4. The 
commands RegisterNotification and GetPlayStatus are supported for these notifications: 


¢ EVENT_PLAYBACK_STATUS_CHANGED 

°¢ EVENT_TRACK_CHANGED 

°* EVENT_NOW_PLAYING_CONTENT_CHANGED 
°¢ EVENT_AVAILABLE_PLAYERS_CHANGED 

¢ EVENT_ADDRESSED_PLAYER_CHANGED 

° EVENT_VOLUME_CHANGED 


34.11.5.4 Play/Pause Button 

All accessories that support AVRCP and implement a Play/Pause control surface must confirm the 
playback status of the device via AVRCP Notifications (page 120) before sending a Play or Pause 
command, see Supported Operations (page 120). Specifically: 


¢ If the device has notified the accessory that it is paused, pressing the accessory's Play/Pause 
control surface should send a Play command. 
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° If the device has notified the accessory that it is playing, pressing the accessory's Play/Pause 
control surface should send a Pause command. 

¢ The accessory should not infer device playback status based on the number of times the Play/Pause 
control surface has been pressed. 


34.11.5.5 Volume Handling 


Every accessory that is compatible with a device and supports AVRCP should support Absolute Volume, 
as described in Section 6.13 of the Bluetooth Audio/Video Remote Control Profile Specificationversion 
1.4. 


Every device supports volume handling in the role of AVRCP Controller. 


34.11.5.6 Browsing 


Every accessory that is compatible with a device and supports Browsing (in controller role) as part of 
AVRCP must: 


¢ Not try to index or cache the entire library upon connection. The device may contain tens of 
thousands of media items, each present multiple times in the hierarchy. 

¢ When browsing a specific folder, do not fetch all its items. Only fetch those that are displayed to 
the user. It may prefetch a few items to improve the responsiveness of the user interface. 

° Not reorder items (e.g. alphabetically). 

° Not assume UIDs to be statically defined, especially in the root folder. The ordering and UIDs of 
folders and items may change at any point in future releases. 

* Sendthe SetBrowsedPlayer command after receiving an EVENT_UIDS_CHANGED notification. 

° Not assume that the UID passed to the Playltem command will result in the media player playing 
that UID. 


Currently only the built-in Music app supports browsing. When switching between players, an 
EVENT_AVAILABLE_PLAYERS_CHANGED notification and an EVENT_ADDRESSED_PLAYER_CHANGED 
notification will be generated. The UI then needs to look at the feature bit mask of the listed player to 
determine whether browsing is currently available. 


All devices running iOS 6.0 or later support AVRCP Browsing. 


34.11.5.7 iOS App-Provided Metadata 


An audio app running on a device may use the iOS Media Player Framework to provide metadata about 
the current audio stream. The device supplies this metadata to the accessory using AVRCP. 
Requirements and usage for these messages may be found in the MPNowPlayingInfoCenter class 
in Apple Media Player Framework documentation. 
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34.11.6 Advanced Audio Distribution Profile (A2DP) 
See Advanced Audio Distribution Profile (A2DP) (page 106). 


34.12 Audio Routing 


This section describes how an accessory can differentiate between various audio contents coming 
from a device and use this information to decide playback behavior. 


An accessory can receive audio data from the device via either of two Bluetooth profiles: 


¢ HFP using eSCO channel 
¢ A2DP using ACL channel 


The device picks which channel to use depending on how the audio content is used. An audio path 
created for two way communication (such as phone calls or FaceTime) always uses the HFP (eSCO) 
route for sending audio data. Music and similar content uses the A2DP route. In the absence of a defined 
route, audio playback will default to the device. 


34.12.1 Audio Data Received via HFP Profile 


Most of the audio content sent via HFP (eSCO) routes requires two way communication. Cases where 
HFP (eSCO) is used include (but are not limited to) cellular calls, FaceTime, and voice mail. 


The accessory speaker and microphone should be dedicated to the HFP (eSCO) route and not 
mixed/muxed with any other audio sources. 


34.12.2 Audio Data Received via A2DP Profile 


Audio content transferred via A2DP profiles can be broadly classified into two categories: 


¢ Audio content from music, video, or game-like applications. 
° System-generated sound for alerts and notifications. 


34.12.2.1 Differentiating Audio Content from System Sounds 


Music-like content can be differentiated from system sound by adding support for Audio/Video Remote 
Control Profile (AVRCP) version 1.3 or later. The AVRCP profile allows an accessory to be aware of the 
audio playback state in the device, using notifications. See Audio/Video Remote Control Profile (AVRCP) 
(page 119). 
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When a device initiates audio playback over an A2DP channel for playing music content, an AVRCP 
notification EVENT_PLAYBACK_STATUS_CHANGED is sent to indicate that playback status has changed 
to play state. See Section 6.7.2 of the Audio/Video Remote Control Profile specification, version 1.4. 
This indicates that audio data via the A2DP profile contains music. When a device initiates audio 
playback over an A2DP channel for playing system sound, no AVRCP notification is sent. 


Figure 34-1 (page 123) and Figure 34-2 (page 123) show the difference between the notifications for 
music playback and for system sounds. 


Figure Initiate Audio Playback (e.g. music) 
34-1 


A2DP Connection] Initiate Media Playback Sequence 


AVDTP_Start_Req 


Audio Playback Starts 


AVDTP_Start_Cfm 


Local media is active, prepare to mix in A2DP audio. 


AVDTP Media Packets 


Start mixed in A2DP audio pl 
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Audio Playback Ends 
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Figure Initiate System Sound (e.g. turn-by-turn directions) 
34-2 


A2DP Connection] Initiate System Sounds Sequence 
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System Sound Starts 


AVDTP_Start_Cfm 


Local media is active, prepare to mix in A2DP audio. 
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Start mixed in A2DP audio playback. 
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System Sound Ends 


AVDTP_Suspend_Cfm 


Stop AZDP audio mixing, continue local media playback. 
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34.12.2.2 Expected Audio Routing Behavior for A2DP 


The accessory should tune its audio routing behavior based on audio content over the A2DP channel. 


If audio data contains music, then it is expected that the accessory speakers are dedicated to audio 
data coming via the Bluetooth link and any other audio playback is paused. If audio data contains 
system sound, then it is expected that the accessory can render audio as desired. If the accessory is 
playing audio from a different source, then system sound data can be mixed with the existing track for 
playback; it is not necessary to pause existing audio playback on the device. 


34.13 HID 


When implementing HID over Bluetooth, the accessory: 


Should support Bluetooth HID Profile 1.1. 
Should support Sniff Mode for Low Power Consumption (page 112). 
Should use the following parameters in SDP for sniff subrating: 
¢ HIDSSRHostMaxLatency - 450 ms (720 slots) 
¢ HIDSSRHostMinTimeout - 45 ms (72 slots) 
Should use a typical report packet of 22 bytes or less. This is small enough to fit into a DH1 packet 
with L2CAP and HID header. 
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35. Bluetooth Low Energy (BLE) 


The Bluetooth 4.0 specification introduces Bluetooth Low Energy (BLE), a wireless technology targeted 
for accessories with limited battery resources. If Bluetooth Low Energy is supported, the accessory 
should follow the guidelines in this section. 


35.1 Role 


The accessory should implement either the Peripheral role as defined in the Bluetooth 4.0 specification, 
Volume 3, Part C, Section 2.2.2.3 or the Broadcaster role, as defined in Section 2.2.2.1. 


35.2 Advertising Channels 


The accessory should advertise on all three advertising channels (37, 38, and 39) at each advertising 
event. See the Bluetooth 4.0 specification, Volume 6, Part B, Section 4.4.2.1. 


35.3 Advertising PDU 


The accessory should use one of the following advertising PDUs: 


° ADV_IND 
¢ ADV_NOCONN_IND 
* ADV_SCAN_IND 


ADV_DIRECT_IND should not be used. See the Bluetooth 4.0 specification, Volume 6, Part B, Section 
2.3.1. 


35.4 Advertising Data 


The advertising data sent by the accessory should contain at least the following information as described 
in the Bluetooth Core Specification Supplement, Part A: 


° Flags 
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° TX Power Level 
¢ Local Name 
° Services 


The Local Name should match the accessory's markings and packaging and not contain ':' or ';'. 


The accessory may put the Local Name and the TX Power Level data in the SCAN_RSP PDU if, for 
example, it needs to reduce power consumption or not all of the advertising data fit into the advertising 
PDU. Note that, depending on its state, the device may not always perform active scanning. 


The primary services should always be advertised in the advertising PDU. Secondary services should 
not be advertised. Services not significant to the primary use case of the accessory may be omitted if 
space is limited in the Advertising PDU. 


The advertising data and the scan response data in the SCAN_RSP PDU should comply with the 
formatting guidelines in the Bluetooth 4.0 specification, Volume 3, Part C, Section 18: it starts with a 
length field, followed by AD Type and AD Data. 


35.5 Advertising Interval 


The accessory should first use the recommended advertising interval of 20 ms for at least 30 seconds. 


If it is not discovered within the initial 30 seconds, Apple recommends using one of the following longer 
intervals to increase chances of discovery by the device: 


° 152.5 ms 

¢ 211.25 ms 
° 318.75ms 
° 417.5ms 

° 546.25 ms 
¢ 760 ms 

° 852.5 ms 
° 1022.5 ms 
° 1285 ms 





Note: Longer advertising intervals usually result in longer discovery and connect times, but 
may lower accessory power consumption. 
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35.6 Connection Parameters 


The accessory is responsible for the connection parameters used for the Low Energy connection. The 
accessory should request connection parameters appropriate for its use case by sending an L2CAP 
Connection Parameter Update Request at the appropriate time. See the B/uetooth 4.0 specification, 
Volume 3, Part A, Section 4.20 for details. 


The connection parameter request may be rejected if it does not comply with all of these rules: 


¢ Slave Latency <30 
¢ 2seconds = connSupervisionTimeout = 6 seconds 
¢ Interval Min modulo 15 ms == 0 
¢ Interval Min 215 ms 
° One of the following: 
¢ Interval Min + 15 ms s Interval Max 
° Interval Min == Interval Max == 15 ms 
¢ Interval Max * (Slave Latency + 1) = 2 seconds 
¢ Interval Max * (Slave Latency + 1) * 3 < connSupervisionTimeout 


Note that if an accessory requests Interval Min == Interval Max == 15 ms, some devices will scale the 
interval to 30 ms to balance power and performance constraints. 


If Bluetooth Low Energy HID is one of the connected services of an accessory, connection interval 
down to 11.25 ms may be accepted by the device. 


The device will not read or use the parameters in the Peripheral Preferred Connection Parameters 
characteristic. See the Bluetooth 4.0 specification, Volume 3, Part C, Section 12.5. 


35.7 Data Packet Length Extension 


Data Packet Length Extension is an enhancement introduced in the Bluetooth 4.2 specification which 
increases the maximum data length from 27 to 251. Using a longer per-packet data length improves 
radio efficiency, greatly increases application data rates, and boosts battery life. See the Bluetooth 5.0 
specification, Volume 6, Part B, Section 4.6.6 for details. 
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Figure Data Packet Length Extension 
35-1 
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Accessories should support Data Packet Length Extension for best performance with devices. 


iOS devices and Mac computers operating as master will negotiate optimal data packet lengths based 
on various factors, such as connection event length, system topology, and protocol. 


35.8 Privacy 


The accessory should be able to resolve a Resolvable Private Address in all situations. Due to privacy 
concerns, the device will use a Random Device Address as defined in the Bluetooth 4.0 specification, 
Volume 3, Part C, Section 10.8. 


35.9 Permissions 


The accessory should not require special permissions, such as pairing, authentication, or encryption 
to discover services and characteristics. It may require special permissions only for access to a 
characteristic value or a descriptor value. See the Bluetooth 4.0 specification, Volume 3, Part G, Section 
8.1, fifth paragraph. 


35.10 Pairing 


The accessory should not request pairing until an ATT request is rejected using the Insufficient 
Authentication error code. See the Bluetooth 4.0 specification, Volume 3, Part F, Section 4 for details. 


lf, for security reasons, the accessory requires a bonded relationship with the Central, the Peripheral 
should reject the ATT request using the Insufficient Authentication error code, as appropriate. As a 
result, the device may proceed with the necessary security procedures. 
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Similarly, if the device acts as a Central and a GATT server, it may reject an ATT request using the 
Insufficient Authentication error code. The accessory should initiate the security procedure for pairing 
in response. 


Pairing may require user authorization depending on device. Once an accessory is paired with a device, 
it must retain the distributed keys of both central and peripheral for future use. If the pairing is no longer 
required, the accessory must delete both sets of keys. 


35.11 MTU Size 


An accessory that supports packet length extension must perform the packet length update procedure 
before performing the Exchange MTU Request handshake, see Data Packet Length Extension (page 
127). 


Devices will support and request an MTU size larger than the default during the Exchange MTU Request 
handshake. See the B/uetooth 4.0 specification, Volume 3, Part F, Section 3.2.8. 


When operating as ATT client, the device will request the optimal MTU size based on factors such as 
the Bluetooth topology, connection event length, maximum data length, and protocol (GATT or 
connection-oriented L2CAP). 


An accessory operating as ATT server should select an MTU that is equal to or greater than the device's 
MTU request. 


35.12 Services 


35.12.1 Generic Access Profile Service 


The accessory should implement the Device Name characteristic per the Bluetooth 4.0 specification, 
Volume 3, Part C, Section 12.1. The Device Name characteristic should be writeable. 


35.12.2 Generic Attribute Profile Service 


The accessory must implement the Service Changed characteristic only if the accessory has the ability 
to change its services during its lifetime. 


The device may use the Service Changed characteristic to determine if it can rely on previously read 
(cached) information from the device. See the Bluetooth 4.0 specification, Volume 3, Part G, Section 
7.1, 
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35.12.3 Device Information Service 


The accessory must implement the Device Information Service. The service UUID for this service should 
not be advertised in the Advertising Data. The following characteristics should be supported: 


° Manufacturer Name String 
° Model Number String 

° Firmware Revision String 

° Software Revision String 


35.12.4 Available Services 


With iOS 7.0, any device makes Battery Service, Current Time Service and Apple Notification Center 
Service (ANCS) available to an accessory. The Current Time Service supports the current time and 
local time information characteristics. The service does not provide an "Adjust Reason" when the 
current time changes. ANCS uses 7905F431-B5CE—-4E99—-A40F—4B1E122DQ@D@ as its UUID. 


These services are not guaranteed to be available immediately after connection and the accessory 
must support Characteristic Value Indication of the Service Changed characteristic (see Bluetooth 4.0 
specification, Volume 3, Part G, Section 7.1) to be notified when the services become available. The 
device will maintain a connection to an accessory as long as it is paired and uses one of the available 
services. 


35.13 GATT Server 


With iOS 6.0, applications may contribute services and characteristics to the GATT server that the 
device makes available to the accessory. The recommendations in this section apply to the accessory 
in this case. 


The following services are implemented internally by iOS and must not be published by third party iOS 
applications: 


° Generic Attribute Profile Service 

° Generic Access Profile Service 

¢ Bluetooth Low Energy HID Service 
° Battery Service 

° Current Time Service 

°¢ Apple Notification Center Service 
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The device implements the GAP Service Changed characteristic, because the database contents can 
change at any time. The accessory should therefore support the Characteristic Value Indication of this 
characteristic and, upon receiving indications, invalidate its database cache accordingly. See the 
Bluetooth 4.0 specification, Volume 3, Part G, Section 7.1. 


The accessory should minimize the use of ATT/GATT requests and commands and only send what is 
necessary. For example, do not use GATT Discover All Services when the accessory is looking for 
specific services. Use Discover Primary Service By Service UUID instead. Less airtime equals less 
power consumption and better performance for both the accessory and the device. 


When third party iOS applications discover services on the accessory, the following services are used 
internally by iOS and are filtered out from the list of discovered services: 


°* Generic Attribute Profile Service 

° Generic Access Profile Service 

¢ Bluetooth Low Energy HID Service 
° Apple Notification Center Service 


The accessory should be robust enough to handle any error gracefully. Pairing and Characteristic Value 
reads/writes may fail if the application that owns the service is not in the foreground and is not entitled 
to run in the background. 


If an ATT Prepare Write Request is used, all queued attributes are contained within the same GATT 
Service. 
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36. USB-A Receptacle 


Accessories may incorporate a USB-A receptacle to: 


¢ Provide power to a device. 


36.1 Mechanical 


The USB-A receptacle must meet or exceed all applicable USB-IF mechanical specifications. 


36.2 Electrical 


The USB-A receptacle must meet or exceed all applicable USB-IF electrical specifications. 
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37.USB-C Plug 


Accessories may incorporate a USB-C plug to: 


Draw power from Apple branded or MFi certified USB power sources. 

Draw power from USB-C Current sources. 

Draw power from USB Power Delivery sources. 

Draw power from USB Dedicated Charging Ports and USB hosts, such as a Mac. 
Enable USB connection to a Mac. 


Examples of accessories that may benefit from including a USB-C plug include cables, battery packs, 
and adapters. 


37.1 Mechanical 


The USB-C plug must have an assigned Connector Test ID from the USB-IF. 


37.2 Electrical 


Accessories must not directly electrically connect a USB-C plug to the device. 


Accessories that draw power from the USB-C plug must: 


Correctly identify all Apple branded or MFi certified USB power sources that use USB D+/D- Resistor 
Networks (page 101). 
Correctly identify all USB Dedicated Charging Ports (DCP) as defined in the USB Battery Charging 
1.2 specification. 
Correctly identify all USB-C Current (page 105) sources. 

Enumerate as a USB device when connected to a USB host, such as a Mac, and: 

° Not draw more than 100 mA of current until they have been successfully enumerated. 

° Request no more than 500 mA of charging current in their USB device descriptor. 

Not draw more power than the USB power source claims it is capable of providing via one of the 
above methods. 


Accessories may also correctly identify all USB Power Delivery (page 104) sources. 
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37.3 Test Procedures 


37.3.1 Connector Test ID 
Verify that the accessory's USB-C plug has an assigned Connector Test ID from the USB-IF. 


37.3.2 Drawing Power 


This procedure applies to accessories that draw power via the USB-C plug. 
The following equipment is needed: 


¢ Apple 29W USB-C Power Adapter 
¢ Bundled USB-C power adapter (if applicable) 


Verify that the accessory correctly identifies all Apple branded or bundled power sources: 
1. Verify that each USB-C power adapter is correctly identified and provides power. 
Verify that the accessory correctly identifies a Mac: 


1. Verify that the Mac is correctly identified and provides power. 
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Accessories may incorporate a USB-C receptacle to: 


¢ Provide power to a device. 

¢ Draw power from Apple branded or MFi certified USB power sources. 

° Draw power from USB-C Current sources. 

¢ Draw power from USB Power Delivery sources. 

¢ Draw power from USB Dedicated Charging Ports and USB hosts, such as a Mac. 
¢ Enable USB connection to a Mac. 


Accessories must not integrate a USB-C receptacle to enable passthrough USB charge/sync of a 
device. 


Examples of accessories that may benefit from including a USB-C receptacle include AC Power Adapters 
(page 53), Battery Packs (page 56), and speakers. 


38.1 Mechanical 


The USB-C receptacle must be USB-IF certified and have a Connector Test ID from the USB-IF. 


38.2 Electrical 


Accessories must not directly electrically connect a USB-C receptacle to the device. 


38.2.1 Drawing Power 


Accessories that draw power from the USB-C receptacle must: 


° Correctly identify all Apple branded or MFi certified USB power sources that use USB D+/D- Resistor 
Networks (page 101). 

° Correctly identify all USB Dedicated Charging Ports (DCP) as defined in the USB Battery Charging 
1.2 specification. 

°* Correctly identify all USB-C Current (page 105) sources. 

¢ Enumerate as a USB device when connected to a USB host, such as a Mac, and: 
¢ Not draw more than 100 mA of current until they have been successfully enumerated. 
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¢ Request no more than 500 mA of charging current in their USB device descriptor. 
¢ Not draw more power than the USB power source claims it is capable of providing via one of the 
above methods. 


Accessories may also correctly identify all USB Power Delivery (page 104) sources. 


38.2.2 Providing Power 


Accessories that provide power to a device via a USB-C receptacle: 


¢ Must support USB-C Current (page 105). 
¢ Should support USB Power Delivery (page 104). 
¢ Should label the receptacle indicating how much power is supplied in watts. 


38.3 Test Procedures 


38.3.1 Connector Test ID 


Verify that the accessory's USB-C receptacle has an assigned Connector Test ID from the USB-IF. 


38.3.2 Drawing Power 


This procedure applies to accessories that draw power via the USB-C receptacle. 
The following equipment is needed: 


¢ Apple USB-C Charge Cable (1m 
¢ Apple USB-C Charge Cable (2 m 
¢ Bundled USB-C to USB-C cable 
¢ Bundled USB-A to USB-C cable 
°¢ 3rd-party USB-A to USB-C cable 

¢ Apple 5W USB Power Adapter 

¢ Apple 10W USB Power Adapter 

¢ Apple 18W USB Power Adapter 

¢ Apple 12W USB Power Adapter 

° Apple 29W USB-C Power Adapter 

¢ Apple 30W USB-C Power Adapter 

¢ Bundled USB-C power adapter (if applicable) 
¢ Bundled USB-A power adapter (if applicable) 
¢ MFi USB-C power adapter(s) 


~ 


if applicable) 
if applicable) 


aT _ oS 
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38. USB-C Receptacle 
38.3 Test Procedures 





¢ MFi USB-A power adapter(s) 
Verify that the accessory correctly identifies all Apple branded or bundled power adapters: 


1. Using each USB-A to USB-C cable, verify that each USB-A power adapter is correctly identified 
and provides power. 

2. Using each USB-C to USB-C cable, verify that each USB-C power adapter is correctly identified 
and provides power. 


Verify that the accessory correctly identifies a Mac: 


1. Using each USB-A to USB-C cable and USB-C to USB-C cable, verify that the Mac is correctly 
identified and provides power. 


Verify that the accessory correctly identifies MFi power adapters: 


1. Using each USB-A to USB-C cable, verify that each MFi USB-A power adapter is correctly identified 
and provides power. 

2. Using each USB-C to USB-C cable, verify that each MFi USB-C power adapter is correctly identified 
and provides power. 


38.3.3 Providing Power 


This procedure applies to accessories that provide power via the USB-C receptacle. 
The following equipment is needed: 


° Apple USB-C to Lightning Cable (1 m) 

¢ Apple USB-C to Lightning Cable (2 m) 

¢ Apple USB-C Charge Cable (1 m) 

°¢ Apple USB-C Charge Cable (2 m) 

¢ Bundled USB-C to USB-C cable (if applicable) 


Verify that the accessory correctly provides power to devices: 


1. Using each USB-C to Lightning cable, verify that the accessory uses USB-C Current or USB-PD 
to identify at least 15 W of power providing capability. 
2. Using each USB-C to Lightning cable, verify that the accessory provides power to the device. 


Verify that the accessory correctly identifies a Mac: 


1. Using each USB-C to USB-C cable, verify that the accessory is correctly identified and provides 
power to the Mac. 
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39. Device Dimensional Drawings 


This chapter contains the following dimensional drawings: 


¢ iPhone 11 Pro Max (page 143) 

¢ iPhone 11 Pro (page 144) 

¢ iPhone 11 (page 145) 

e iPhone XS Max (page 146) 

¢ iPhone XS (page 147) 

e iPhone XR (page 148) 

e¢ iPhone X (page 149) 

¢ iPhone 8 Plus (page 150) 

¢ iPhone 8 & iPhone SE (2nd generation) (page 151) 

¢ iPhone 7 Plus (page 152) 

e iPhone 7 (page 153) 

e iPhone 6s Plus (page 154) 

e iPhone 6s (page 155) 

e iPhone 6 Plus (page 156) 

° iPhone 6 (page 157) 

¢ iPhone 5s & iPhone SE (page 158) 

¢ iPhone 5c (page 159) 

¢ iPhone 5 (page 160) 

¢ iPad Pro (12.9-inch) 4th Generation 1 of 5 (page 161) 

¢ iPad Pro (12.9-inch) 4th Generation 2 of 5 (page 162) 
¢ iPad Pro (12.9-inch) 4th Generation 3 of 5 (page 163) 
¢ iPad Pro (12.9-inch) 4th Generation 4 of 5 (page 164) 
¢ iPad Pro (12.9-inch) 4th Generation 5 of 5 (page 165) 
¢ iPad Pro (11-inch) 2nd Generation 1 of 5 (page 166) 

¢ iPad Pro (11-inch) 2nd Generation 2 of 5 (page 167) 

¢ iPad Pro (11-inch) 2nd Generation 3 of 5 (page 168) 

¢ iPad Pro (11-inch) 2nd Generation 4 of 5 (page 169) 

¢ iPad Pro (11-inch) 2nd Generation 5 of 5 (page 170) 

¢ iPad (7th generation) 1 of 3 (page 171) 

¢ iPad (7th generation) 2 of 3 (page 172) 

¢ iPad (7th generation) 3 of 3 (page 173) 

¢ iPad Air (3rd generation) with Wi-Fi 1 of 3 (page 174) 
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39. Device Dimensional Drawings 





¢ iPad Air (3rd generation) with Wi-Fi 2 of 3 (page 175) 

¢ iPad Air (3rd generation) with Wi-Fi 3 of 3 (page 176) 

¢ iPad Air (3rd generation) with Wi-Fi + Cellular 1 of 3 (page 177) 

¢ iPad Air (3rd generation) with Wi-Fi + Cellular 2 of 3 (page 178) 

¢ iPad Air (3rd generation) with Wi-Fi + Cellular 3 of 3 (page 179) 

¢ iPad mini (5th generation) with Wi-Fi 1 of 3 (page 180) 

¢ iPad mini (5th generation) with Wi-Fi 2 of 3 (page 181) 

¢ iPad mini (5th generation) with Wi-Fi 3 of 3 (page 182) 

¢ jPad mini (5th generation) with Wi-Fi + Cellular 1 of 3 (page 183) 

¢ jPad mini (5th generation) with Wi-Fi + Cellular 2 of 3 (page 184) 

¢ jPad mini (5th generation) with Wi-Fi + Cellular 3 of 3 (page 185) 

¢ iPad Pro (12.9-inch) 3rd Generation 1 of 3 (page 186) 

¢ iPad Pro (12.9-inch) 3rd Generation 2 of 3 (page 187) 

¢ iPad Pro (12.9-inch) 3rd Generation 3 of 3 (page 188) 

¢ iPad Pro (11-inch) 1 of 3 (page 189) 

¢ iPad Pro (11-inch) 2 of 3 (page 190) 

¢ iPad Pro (11-inch) 3 of 3 (page 191) 

¢ iPad Pro (12.9-inch) 2nd Generation with Wi-Fi (page 192) 

¢ iPad Pro (12.9-inch) 2nd Generation with Wi-Fi + Cellular (page 193) 

¢ iPad Pro (12.9-inch) 2nd Generation Magnet/Hall Effect Sensors 1 of 2 (page 194) 
¢ iPad Pro (12.9-inch) 2nd Generation Magnet/Hall Effect Sensors 2 of 2 (page 195) 
¢ iPad Pro (10.5-inch) with Wi-Fi (page 196) 

¢ iPad Pro (10.5-inch) with Wi-Fi + Cellular (page 197) 

¢ iPad Pro (10.5-inch) Magnet/Hall Effect Sensors 1 of 2 (page 198) 

¢ iPad Pro (10.5-inch) Magnet/Hall Effect Sensors 2 of 2 (page 199) 

¢ iPad (5th and 6th generation) with Wi-Fi + Cellular (page 200) 

¢ iPad (5th and 6th generation) Magnet/Hall Effect Sensors 1 of 2 (page 201) 

¢ iPad (5th and 6th generation) Magnet/Hall Effect Sensors 2 of 2 (page 202) 

¢ iPad Pro (9.7-inch) with Wi-Fi (page 203) 

¢ iPad Pro (9.7-inch) with Wi-Fi + Cellular (page 204) 

¢ iPad Pro (9.7-inch) Magnet/Hall Effect Sensors 1 of 2 (page 205) 

¢ iPad Pro (9.7-inch) Magnet/Hall Effect Sensors 2 of 2 (page 206) 

¢ iPad Pro (12.9-inch) 1st Generation with Wi-Fi (page 207) 

¢ iPad Pro (12.9-inch) 1st Generation with Wi-Fi + Cellular (page 208) 

¢ iPad Pro (12.9-inch) 1st Generation Magnet/Hall Effect Sensors 1 of 2 (page 209) 
¢ iPad Pro (12.9-inch) 1st Generation Magnet/Hall Effect Sensors 2 of 2 (page 210) 
¢ iPad mini 4 with Wi-Fi (page 211) 

¢ iPad mini 4 with Wi-Fi + Cellular (page 212) 

¢ iPad mini 4 Magnet/Hall Effect Sensors (page 213) 

¢ iPad Air 2 with Wi-Fi (page 214) 


a a a ae 
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39. Device Dimensional Drawings 





¢ iPad Air 2 with Wi-Fi + Cellular (page 215) 

¢ iPad mini 2 & iPad mini 3 with Wi-Fi (page 216) 

¢ iPad mini 2 & iPad mini 3 with Wi-Fi + Cellular (page 217) 
¢ iPad Air with Wi-Fi (page 218) 

¢ iPad Air with Wi-Fi + Cellular (page 219) 

¢ iPad mini with Wi-Fi (page 220) 

¢ iPad mini with Wi-Fi + Cellular (page 221) 

¢ iPad (4th generation) with Wi-Fi (page 222) 

¢ iPad (4th generation) with Wi-Fi + Cellular (page 223) 

¢ jPod touch (6th generation) & iPod touch (7th generation) (page 224) 
¢ iPod touch (5th generation) (page 225) 

¢ Apple Watch Series 5, 44 mm (page 226) 

¢ Apple Watch Series 5, 40 mm (page 227) 

¢ Apple Watch Series 5 Ceramic, 44 mm (page 228) 

¢ Apple Watch Series 5 Ceramic, 40 mm (page 229) 

¢ Apple Watch Series 4, 44 mm (page 230) 

¢ Apple Watch Series 4, 40 mm (page 231) 

¢ Apple Watch Series 3 Ceramic, 42 mm (page 232) 

¢ Apple Watch Series 3 Ceramic, 38 mm (page 233) 

¢* Apple Watch Series 3 Metal, 42 mm (page 234) 

¢ Apple Watch Series 3 Metal, 38 mm (page 235) 

¢ Apple Watch Series 2 Ceramic, 42 mm (page 236) 

¢ Apple Watch Series 2 Ceramic, 38 mm (page 237) 

¢ Apple Watch Series 2 Metal, 42 mm (page 238) 

¢ Apple Watch Series 2 Metal, 38 mm (page 239) 

¢ Apple Watch (1st generation) & Apple Watch Series 1, 42 mm (page 240) 
¢ Apple Watch (1st generation) & Apple Watch Series 1, 38 mm (page 241) 
¢ AirPods Pro Wireless Charging Case (page 242) 

° AirPods Wireless Charging Case (page 243) 

e AirPods Pro (page 244) 

° AirPods (page 245) 
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39.1 iPhone 11 Pro Max 
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39.2 iPhone 11 Pro 
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39.3 iPhone 11 
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NOTES: 
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ACTIVE_AREA PRoouCT OTHER CONDUCTIVE MATERIAL 
CROSSHATCHED REGION | LENGTH MAX CASE THICKNESS 
16.34 SIM TRAY (BACK OF PRODUCT ONLY) 
4.58 ALL AROUND ——>] 2x 8.83 
HOUSING SPLINE 
To: START OF FLAT i 
AREA ON TOP SIDE 40.00 
‘OF PRODUCT + 
19.28 25.53 
b A ! 
64.58 ———_> © 
poe ASTIVE: AREA . DO_NOT OBSTRUCT THIS 
5 AREA WITH METAL_OR 
+ 71 .32 ———F atta a OTHER CONDUCTIVE MATERIAL 
— gage ~, (FULL PRODUCT VOLUME? 
a 
\ 
4.37 / ‘s 2 -=noron ¢ 13.65 
ig t NTN-NW NW 
38> elo eceuso = wari cone \ METRIC CG, Apple Inc. 
: / aso Nome es © CORDEROUT OarTER OnE NOTICE OF PROPRIETARY PROPERTY 
1.73 APPLE INC. 09/10/19 THE INFORMATION CONTAINED HEREIN 1S THE PROPRIETARY 
H 8.32 2X R 3.40 a oe FABeUnT oF APL ine he Pomsestn ASREES TO 
Thickness 12x B 1.45 Ponts 7 4 APPLE INC. og/10/19 
B 0000 ‘DIMENSIONS ARE IN MILLIMETERS 
A roLeawees Te 
A 6.85 \ 
‘ i MATING CONNECTOR j 
. ee cowecin ESSE 2.80 iPhone 11 
es a i 
ee 2| BOTTOM MIC 1 37.86 
g)ie2 8 2x @ 1.50 screw - 4.16 3.75 ye 
Jorn + 2] BOTTOM MIC 2 3.75 ; a 
NNN N mug eeheh a erase 
2) SPEAKER fy ee a 
PROFILE (ALL SIDES) ‘OUTWARD 14.0. mm Size | Seale 
DETAIL 8 DETAIL C D NONE SL PL 
THIRD ANGLE PROSECTION 
4 3 2 NX GENERATED 
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39.4 iPhone XS Max 
































































































































































































































































































































































































































































































































































































































































































































































































































































































































































4 | 3 2 1 
ev coe ESCRIPTION oF REVISION 
NOTES: (UNLESS OTHERWISE SPECIFIED) 3.25 
= _ BACK GLASS TO FLASH 
1] NO METAL CONTACT WITH IPHONE. KEEPOUT CONE TRANSITION care 
aT co 
2] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, BOTTOM MIC1, BOTTOM MIC2, RECEIVER AND SPEAKER. 7.53 vie Se 
[3] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. FLASH _KEEPOUT CONE wf 
IN TO COVER GLASS 
4] DO NOT OBSTRUCT FORWARD FACING SENSORS. / 
S] RELATIVE MAGNETIC PERMEABILITY OF ANY METAL USED ON CASE: 1.05 MAX, PER ASTM A342/A342M- 14. 157° / 
. i o 4.02 4 FLASH ! 
D 6] DO NOT TOUCH GLASS. FLASH KEEPOUT CONE DIAMETER KEEPOUT CONE H 
= BEYOND 3.25 mm | 82 
7] 00 NOT OBSTRUCT PORTS. RTE ACE (DATUM Et! 104° ' REAR CAMERA | 
[8] NO HIGH POWERED MAGNETS. geotohtone \ KEEPOUT CONE 
9] CASE THICKNESS ON BACKSIDE OF PRODUCT: 5.0 mm MAX TO ENSURE FULL FUNCTIONALITY. ree, | UNDER 3.25 mm \ 
° zx ~~, _ \ 
eae a 3] [4] FRONT CAMERA AND FORWARD FACING SENSORS \ 
lace raua — mh (BASE OF KEEPOUT CONE CONTACTING DATUM [A]} \ 
CORNERS! / 
a 2] [7] PORTS, RECEIVER, FRONT MIC A 
\ 2x @ 6.23 G ! \ Gs 
H H REAR CAMERA 
t IRE > TURRET HEIGHT 
EE os ' ' 
a \ / peTaiL E 
1.30 \ 120.0° J 
* \ FRONT CAMERA AND / 
= 8.70 \. FORWARD FACING SENSOR = / 
33.90 See [] REAR CAMERA [3] RCAM TURRET KEEPOUT 
fas ™~ SS 3] @ 4.35 REAR FLASH (BASE OF KFEPOUT CONE 50 mm ABOVE HOUSING SURFACE 
DETAIL T ss is = = 7 CONTACTING DATUM [8]) 
ee g 5 
77.42 nO 2 REAR MIC 
PRODUCT WIDTH petaiL G 8] o © 
3.85 3.91 TO ACTIVE 2 © 2 § 
185 To. D > 99 nor opsrauer THis 
Cc TO POCKET CENTER in N AREA WITH METAL OR 
99 ac —P = N oO OTHER CONDUCTIVE MATERIAL 
2.06 — S28 ACTIVE eal B] REAR CAMERA _ FULL PRODUCT VOLUME! 
4 aes SS 25.13 
— 5 -15.87 
RING/SILENT RING/SILENT ] -20. 
SWITCH SWITCH 2x ‘ i 20078 oy 5.83 S 
im 63.28 
) VOLUME (+) VOLUME 0.38 Bosh 
BUTTON BUTTON SIDE BUTTON 
=) VOLUME (-) VOLUME 0.38 - 3 FO ENSURE, FULL 
seg? BOBS 0.38 2.78 TOT nuts 
UTT — ee AREA WITH METAL OR 
BUTTON 153,95 age OTHER CONDUCTIVE MATERIAL 
al GLASS N 2x R 5.93 
8] COVER GLASS a 
157.53 ues ¢ petaiL UW 
PRODUCT i 
3.91 eter 3.85 
HOUSING SPLINE —>F 
TO ACTIVE AREA YZ 2.66 4.24 ALL AROUND: COMPASS 
“cH SHRIN, SPLINE A -101.06 7] (&] GB] eNtiRe PropucT SURFACE 
u 
ACTIVE _AREA AREA ON BACKSIDE = 
CROSSHATCHED REGION OF PRODUCT 3.47 
Php. [3] MAX CASE THICKNESS 
= abe (ence oF erasure 
+24 ALL AROUND? 
HOUSING SPLINE a8. al 2X 6.38 
TO _START_OF FLAT — IH 
AREA ON TOP SIDE WORD: MARIS sh My i 2x 28.58 
OF PRODUCT Y, re 
< cH 4 
69.61 
7——— DISPLAY ———| 7.70 = 
ACTIVE AREA PRODUCT THICKNESS nN 
o 
73.85 m 
GLASS 
PROFILE DO_NOT OBSTRUCT THIS 
es ees LBs wadnte Nic Lenin 
RECOMMENDED | <. - 
YTONM O-0O T+ (FULL PRODUCT VOLUME} 
fo} + = CONNECTOR KEEPOUT 
5 OE ay Cache 
3 SRNA SLL S / \ 
‘ ! —3.01 . METRIC G, Apple Inc. 
ae R S40 \ STR owe TOT oF PRORRIETY PROPER 
F \ APPLE INC. 09/12/18 THE INFORMATION CONTAINEO HEREIN 1S THE PROPRIETARY 
[ t o0o00000p — — Pore ar Ach SNe Mee sho Asa To 
as: : ae aa TO-UMINTAIN HS DaOENT. 24 conrrOENCE 
3.125 6.85 | ; — j AEREE ING; [VU AGT 19 REVEAL GR Racist IT aN WOLE on PART 
RECOMMENDED fj 38.71 / DIMENSIONS ARE IN MILLIMETERS u 
CONNECTOR KEEPOUT Me 
3.e5— 
7] 6x @ = 
[7] 4X @ 1.45 ports a iPhone XS Max 
[2] BoTTOM Mic 1 = 
7 =| KEEPOUT ANEA FLUSH 19 N 
2x g 1.50 screw PRODUCT SURFACE _REOUIRED ees nl 
OUTWARD 14.0 mm ——- DRAWING NUMBER REV. 
[2] Bottom mic 2 C < 
DETAIL = onAWiNes _ 
[2] speaker size [sen 
oa Dl] NONE feo 
3 2 NX GENERATED 
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39.5 iPhone XS 



































































































































































































































































































































































































































































































































































































































































































































































































































4 3 2 | 1 
NOTES. 3,28 rev) exo DesoRIPTION OF RevistoN 
[1] NO METAL CONTACT WITH IPHON cone FRANSIT TON 
[2] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, BOTTOM MICI, BOTTOM MIC2, RECEIVER AND SPEAKER. 7.53 
- ae x . ; a FLASH KEEPOUT CONE 2 
[3] D0 NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. on ASH SKESPOUT CONE ee 
[4] D0 NOT OBSTRUCT FORWARD FACING SENSORS. - ~~ 
[5] RELATIVE MAGNETIC PERMEABILITY OF ANY METAL USED ON CASE: 1.05 MAX, PER ASTM A342/A342M- 14. nee iw \ 
[fe] T : ’ x 
D [5] 00: NOT: TOUCH GLASS < FLASH KEEPOUT CONE DIAMETER — / / ‘, D 
[7] 00 NOT OBSTRUCT PORTS. AT SURFACE (DATUM [B] j \ 
[8] NO HIGH POWERED MAGNETS. \ 
@] CASE THICKNESS ON BACKSIDE OF PRODUCT: 5.0 mm MAX TO ENSURE FULL FUNCTIONALITY. \ 
es bs 104° \ 157° a2 \ 
RNORON t FLASH H FLASH | 
OnO—s: a Keetour tone | cect bone REAR CAMERA 
| bdnicl? ‘0 UNDER 3.25 mm! BEYOND 3,25 mm KEEFOUT’ CONE | 
et | | 
jesse Ss ee 
ae 3] [4] FRONT CAMERA AND FORWARD FACING SENSORS \ 
’ ~~ (BASE OF KEEPOUT CONE CONTACTING DATUM [A]) \ 
2] [7] PORTS, RECEIVER, FRONT MIC \ 
PROFILE 
(ALL. FOUR \ 
CORNERS} a *| 
= Sc | . 
0.00 Wi =! 
-0.13 1.40 
-1.09 Le 
-3.42 A < REAR CAMERA T_T 
“5°13 120.0 DET. TURRET HEIGHT 
5:87 FRONT CAMERA ANO FORWARD FACING SENSOR 
-6.86 KEEPOUT CONE 
10:81 
c 5.78 4 70.94 REAR CAMERA Cc 
J PRODUCT WIDTH (5) @ 4.35 REAR FLASH (BASE KEEPOUT CONE {2] [EB] RCAM TURRET KEEPOUT 
DETAIL B CONTACTING DATUM |B 90 mm ABOVE HOUSING SURFACE 
f 34.03 Z] ZB 1.10 REAR mic 
ACTIVE — 
AREA a] 28 
~~ cuTout 
a BAai : ieee —e}o— 0.38 SIDE BUTTON i aes Ke 62 
ase Tae A SG FS// & B RSE a 
petait A @ S6ciernsence (B] REAR CAMERA | ‘a / AG JER CONDUCTIVE MATERIAL 89| 25.13 
* ACTIVE AREA ULL C Ee) ~ 
5 Aa 0.00 : " 
T a = 
| oo 
¢ ; -15.28 
-18.674 
ate RING/SILENT ainiea G43 2x 24.23 = Kk | ;— - 18.93 
47.94 SWITCH RINGER O. y ees (<2 co | SES os : 
5.72— os - 2 2X R 2.59 2X R 5.90 
OFT ON 1 +1 YOLUNE 0.38 — en i= a alliates _ 
VOLUME R 3.19 SIDE BUTTON Hes naz — TO ENSURE FULL DETAIL E 
parwontwe I 7.78 FUNCTIONALITY = 
BUTTON (-1 VOLUME 0.38 2x TT DO _NOT OBSTRUCT THIS 
BUTTON — 3.85 AREA WITH METAL_OR 
ree 8.55 . OTHER’ CONDUCTIVE MATERIAL 
5S, logs 
2x 2.78 felieovensauass ae <i 7 a sree 
2x 3.85 TIN 15. SIM TRAY -71.79 
3-91 4.24 ALL AROUND? 1 [5] [8] ENTIRE PRODUCT SURFACE 
z To active I 139.99 2.30 a HOUSING SPLINE COMPASS B 
TIVE Gage 3.85 TO_START OF FLAT @— -93.10 
- AREA ON TOP SIDE =o 3] MAX CASE THICKNESS 
ACTIVE AREA OF PRODUCT 
CROSSHATCHED REGION —3.47 (BACK OF PRODUCT ONLY) 
iPhone 
4.24 ALL AROUND: LENGTH | 
sgh BUSING SPLINE 34.07 | , 2x 7.29 
ry 
AREA ON TOP SIDE MOP MOREY WSIS SS LIL, 2X 28.48 
Or 'PROBUCT Lp, | 13.39 GA 
i v 39 i 
v | 
63.13 | t | 
—! + —_— — 
ACTIVE AREA ey _ > m 
PROFILE 87.36 PRODUCT THICKNESS eo i x 
(ALL SIDES! aes a ~~ iu o 
‘i \ 
%, jf DO_NOT OBSTRUCT THIS C 
NanvOON + AREA WITH METAL_OR | u 
7 2 DHOVLO™~ O 13.65 / \, OTHER CONDUCTIVE MATERIAL METRIC G, Apple Inc. 
soe ee oe ° 4 FULL Is IL DRAFTER ‘DATE 
oes RECOMMENDED —— . NOTICE OF PROPRIETARY PROPERTY 
\ I So] AAR aRSS B CONNECTOR BSB N APPLE INC. Cs ee res 
, 7.70 Swish Reerour | / | Pes carorearaae Snes coe 
van ONE TH PTOUUAINTAIN THIS DOCUMENT IN| COWFIOENCE 
THI CRNESS | APPLE: INGs oesizi8 NET 13 pewlac-on Suario) IT iv moe on par 
/ 7 H 7] 6x B 1.45 Sha a ee TLL ea BEE oh ese 
| ~\y TOLERANCES Tne 
A y A 
VS _ 6.85 
— \ j RECOMMENDED } Ss 
3x @ 1.45 < / 3.125 CONNEC RECOMMENDED iPhone XS 
(2) Bottom wic 1 3.85 
as, 
yy 2x 6 1.70 screw —> a | 
DETAIL | MATING CONNECTOR = [\_ 4 CRIT NER = 
KEEPOUT. AREA FLUSH TO 
BOTTOM MIC 2 PRODUCT SURFACE REQUIRED — a a DO NOT SCALE DRAWINGS 
JUTWARD 14.0 mm Satire rn” 
5] Speaks ai [SAE 
a peta. G ot D NONE at wt 
THRO ANGLE PROUECTION 
4 3 2 NX GENERATED 
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39.6 iPhone XR 






























































































































































































































































































































































































































































































































































































































































































































































4 3 1 
: NOTES: rev] eco OESCRIPTION oF REVISION 
[1] NO METAL CONTACT WITH IPHONE. bee 
2] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, BOTTOM MIC1, BOTTOM MIC2, RECEIVER AND SPEAKER. SU ASAIKEEROUT 
[3] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. SOE TRANS HON 
[4] DO NOT OBSTRUCT FORWARD FACING SENSORS. 6.80 ae 
[5] RELATIVE MAGNETIC PERMEABILITY OF ANY METAL USED ON CASE, 1.05 MAX, PER ASTM A342/A342M- 14. SRIDIN TO BOER Goce 
D | [6] DO NOT TOUCH GLASS. 
= is _ 4.18 
7] 00 NOT OBSTRUCT PORTS. es 
FLASH KEEPOUT CONE DIAMETER 
[8] NO HIGH POWERED MAGNETS. AT SURFACE (DATUM [6]! 
[9] CASE THICKNESS ON BACKSIDE OF PRODUCT: 5.0 mm MAX TO ENSURE FULL FUNCTIONALITY. . 
oo fe} om \ 
88a 8on . ft 108° 156° es} 
= en fey 4 FLAS! FLASH 
Soa gS a t keerai Gone keepaut Cone EAR CAMERA 
gee eet erties UNDER 2.26 mm BEYOND 2.26 mm 
7 2) [7] PORTS, RECEIVER, FRONT i] 
PROF ILE = j 
(ALL FOUR / 
— FORMERS! {3] [4] FRONT CAMERA AND FORWARD FACING SENSORS 
(BASE OF KEEPOUT CONE CONTACTING OATUM [A}) 
+t 
Pg) 30 
5.88 H a 
8.40 H 1,56 
14.07 H —7.30 a4 = ii 
fe EAR CAMERA 
an [ 8.70 120' etaIL P TURRET HEIGHT 
16.46 \ 34.96 FRONT CAMERA AND FORWARD FACING SENSOR 
KEEPOUT CONE 
Cc : Hl 
75.72 petait 4 
PROOUCT WITH, [B] REAR CAMERA (BASE OF [B] RCAM TURRET KEEPOUT 1.66 mm 
35.86, KEEPOUT CONE ABOVE HOUSING SURFACE 
ACTIVE DO NOT OBSTRUCT THIS CONTACTING DATUM [B]; 
A= AREA_WITH NETAL_OR “ 
= OTHER CONDUCTIVE MATERIAL 7 
; a - 0.38 sive (FULL PRODUCT VOLUME I 
DETAIL A 5.57 To active 7 % 
AREA ‘ 
5.15 ACTIVE AREA j 
cutout ‘ 2\ - is.ca / ( 
t — P [B] REAR CAMERA | 
——_ RING/SILENT 2x 42.65/ - 425 2) [7] @ 1.50 pear H 
SWITCH RiNe/SiLeNT 0243 R 0.90 : {3] @ 4.00 REAR FLASH \ ° 
4 oy 26.29 \ @ 10.93 
(+) VOLUME 
VOLUME 0.38 ‘. 
BUBTON BUTTON Riaseo TO ENSURE FULL O 7 @ 4.78 
1) VOLUME ee — Soar Sbstalcr THI : we 
BUTTON VOLUME O. 38 104.23 2.78 AREA WITH METAL_OR eee ane K 
BUTTON {6 OTHER’ CONDUCTIVE MATERIAL DETAIL 
139.78 2x 2577. @ 57.50 
ACTIVE 8.55 
[El cover cLass AREA 146 D 75.46 
— COMPASS 
ee Bai Aeon 
AREA HOUSING SPLINE —— 94.37 
- Anes’ Of okcAS TO 3.47 1] ENTIRE PRODUCT SURFACE 
ACTIVE AREA OF PRODUCT LL « 
CROSSHATCHED REGION 
é {S] MAX CASE THICKNESS 
4.56 ALL AROUN t tgs (BACK OF PRODUCT ONLY 
HOUSING SPLINE 2.66 Sim TRAY 35.56 5.83 
1o_START_OF FLAT 
AREA ON TOP SIDE 4.16 WORD MARK f 
OF PRODUCT 22.28 
© 
| oO 
PROF ILI ts Fed 
(ALL SIDES) o ! 
. DO_NOT OBSTRUCT THIS 
ss S AEHIRH A 13.65 GES eR" GgNoUCT Ve MATERIAL 
S, a NF IN-=N I ON * 
= Nea A rin eeRReOTAR (FULL PRODUCT VOLUME METRIC CG, Apple Inc. 
oe ONL SO CaNNeeTOR ; Soren ante NOTICE OF PROPRIETARY PROPERTY: 
\ N KEEPOUT _. APPLE INC. 09/12/18 THE INFORWATION CONTAINED HEREIN 1S THE PROPRIETARY 
{ 2 2x R 3.404 a aE Bereiremaree es Pe resem hee To 
PEOBUEE: = a GE INouy nus eager i conriooce 
1 THICKNESS 7] 12X @ 1.45 Ports =m APPLE ING. gari2/16 Nay 70 AEVEAL-OR PUBLISH IT IN WHOLE OR PART 
j - 000006 SE REISS 
! 6.85 TOL EUNCES Te 
MATING CONNECTOR 
y RECOMMENDED. 
# CONNECTOR KEEPOUT i Phone XR 
i Z] BOTTOM MIC 1 3.75 
DETAIL F 2x @ 1.50 screw — 4.16 
ee 3 MATING_CONNECTOR a 7 
(2 sottow mic 2—I a7) KEEPOUT AREA Pe ae te 
FLUSH: To_PRODUCT 
2) SPEAKER FLAC nea REO (DG NOT SCALE DRAWINGS 
RD 1420 mm sive [Sea 
od ID) NONE fer 
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39.7 iPhone X 

















































































































































































































































































































































































































































































































































































































































































































































































































4 3 2 1 
a i= pan * 
1} NO METAL CONTACT WITH IPHONE. 300 
FLASH KEEPOUT 
2} DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, BOTTOM MIC1, BOTTOM MIC2, RECEIVER AND SPEAKER. CONE TRANSITION 
3] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. 7.284 
FLASH KEEPOUT CONE oa 
4] DO NOT OBSTRUCT FORWARD FACING SENSORS. ORIGIN’ TO EBVER GLASS Be | 
S| RELATIVE MAGNETIC PERMEABILITY OF ANY METAL USED ON CASE: 1.05 MAX. = 7 i 
D 6] DO NOT TOUCH GLASS. D 
7] DO NOT OBSTRUCT PORTS. 
@] NO HIGH POWERED MAGNETS. 45 
9| CASE THICKNESS ON BACKSIDE OF PRODUCT: 5.0 mm MAX TO ENSURE FULL FUNCTIONALITY. FLASH KEEPOUT CONE DIAMETER 
fag As AT SURFACE (DATUM [B \ 
Sinuonon + 104° 1 157 i ue 
68 O55 % fe FLASH { FLASH H 
PS PCE On:) x 10 KEEPOUT CONE | KEEPOUT CONE | REAR CAMERA | 
oOonNo-- num UNDER 3.00 mm ; BEYOND 3.00 mm | KEEPOUT CONE 
PROF ILE z 
(ALE FOUR : . 3] [4] FRONT CAMERA AND FORWARD FACING SENSORS 
=| 2 (BASE OF KEEPOUT CONE CONTACTING DATUM [A]) 
0.00 *x—2] [7] Ports, RECEIVER, FRONT MIC 
0.13 ‘ x 
1.09 Sy te + 2x @ 6.23 B 
3142~_/ NY , 7” 
4.97 oe ~~ 
5.79 H j \ 1.24 
6.86 H was ~~ REAR CAMERA 
10.81 am = = TURRET HEIGHT 
15.78 HM A ; 
=I .: / 
\ Need 3 DETAIL C DETAIL D 
c jo 70.94 120.0° c 
PROOUET WIDTH FRONT CAMERA AND FORWARD FACING SENSOR 
KEEPOUT CONE 
34.00 3] D 4.25 REAR FLASH 
ACTIVE 
cry DETAIL B a] NEB 2] (Z@] @ 1.10 REAR Mic 
A— CUTOUT ° _. 8 
eee “| ig ¢ 3] REAR CAMERA 
- ~N (| a DO_NOT OBSTRUCT THIS (BAESE KEEPcUT Cone 2] [B] KEEPOUT 1.34 mm 
; . AREA WITH METAL_OR 
DETAIL A SeOl TOACT Ive hs~ \ 0.42 SIDE BUTTON OTHER CONDUCTIVE MATERIAL, CONTACTING DATUM [B «ABOVE: HOUSING SURF ACE 
E (FULL. PRODUCT VOLUME?) 
4.99 ACTIVE AREA 0.00 : 
cuTouT t D E - 
/ 715.28 
— RING/SILENT RING/SILENT 0.42 } 24.131 18.27 — 
SWITCH SWITCH / \ 21.29 24.73 
VOLUME (+) VOLUME 0.42 2x Cc 3] REAR CAMERA 
sorvON BUTTON R 3.22 SIDE BUTTON 41.42 70 ENSURE FULL 
VOLUME (-) VOLUME 0.42 2.75 11.26 DO_NOT OBSTRUCT THIS 
BUTTON BUTTON 3185 AREA WITH METAL_OR 
3°45 OTHER CONDUCTIVE MATERIAL 
135.75 * 
ACTIVE ® 57.50 2x g 5.08 2x g 11.86 
6] COVERGLASS ‘AREA 
ery TES: W378 DETAIL E 
COMPASS 
See =e 4.24 ALL AROUND: 
B ‘AREA a HOUSING SPLINE 90.56 B 
Teer AR Re eine T] [5] (B) ENTIRE PRODUCT SURFACE 
ACTIVE_AREA 143.57 OF PRODUCT 
CROSSHATCHED REGION PaaS 
LENGTH 
: @] MAX CASE THICKNESS 
siete ALL AROUND i S20: (BACK OF PRODUCT ONLY) 
HOUSING SPLINE 34.09 t 
To START OF FLAT 
AREA ON TOP SIDE WORD MARK 129.73 
OF PRODUCT | 16.55 
y 
63.12 ‘a ee it i I 
ACTIVE AREA sree — or 5 
67.36 a = ay 5 
a) o 
GLASS Niu) © 
f DO_NOT OBSTRUCT THIS 
So NS PROF ILE e OTHER" GOROUGT Ve MATERIAL 
3.85 Pe 6 (ALL SIDES) o 5B SSseob h 7 213.656 (FULL PRODUCT VOLUME) 
3.44. A Re? eee meget cs Eee a METRIC @, Apple Inc. 
2.81 —> \ i SO} = nNmMats pee ° RAFTER one MOTIGE OF PROPRIETARY PROPERTY: 
I =e Me ae f APPLE INC. 09/12/17] ne weowrion compines HEIN IS ne ppomieTanY 
DESToRER one Terrauorncr Ne: Te PoSsesson AarcES 
0.00 PRODUCT ooo00go TOMAINTAIN THIS DOCUMENT IN CONFIDENCE 
q THICKNESS 7] 6x @ 1.45 PORTS s APPLE WING: oarl2/17 SGt To REVEAL Om PUBLISH IT IN WHOLE OR PART 
1.78 / F ¢ — DIMENSIONS ARE IN MILLIMETERS ee 
2:78 _ 3.13 eis ee a 
Al 3.34 ; = - CONNECTOR REEPOUT . A 
3.85 . 
* . — 3.85 35.47 p 
N e oe Flex @ 1.45 ports | N iPhone X 
el Pe ea agen Ms cEnNEgTaS _|N 
sR8ex 2X 1270 ‘soreis PRODUCT SURFACE REQUIRED Sy 
Ofer es 2] BOTTOM MIC 2 OUTWARD 14.0 mm oe _- Penne ee: lop 
sed ae og 
2 DETAIL F Z] SPEAKER 10 NOT SCALE DRAWINGS 
MOK DETAIL G sie | SOLE 
ea D| NONE fet wt 
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39.8 iPhone 8 Plus 























































































































































































































































































































































































































































































































































































































































































































































































4 3 2 1 
— rev evo DESCRIPTION OF FEVISION H 
1] NO METAL CONTACT WITH IPHONE. 1.18 6 15.52 64.16 
2] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, BOTTOM MIC1, BOTTOM MIC2, RECEIVER AND SPEAKER. = REAR CAMERA REAR CAMERA FLASH 
GING : Yt CONE ORIGIN A KEEPOUT 
[3] 00 NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. CONE ORIGIN cs geerour REE ROUT ae 
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39.9 iPhone 8 & iPhone SE (2nd generation 
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= ae 2s >) 
T] NO METAL CONTACT WITH iPHONE. 
2] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, BOTTOM MICI, BOTTOM MIC2, RECEIVER, AND SPEAKER. 12.40 ° 
3] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. goa 12.14 ° 
4] DO NOT OBSTRUCT THE PROXIMITY SENSOR OR AMBIENT LIGHT SENSOR (ALS). PROXIMITY @ 9.70 —1.35 
5] DO NOT OBSTRUCT THE HOME/TOUCH ID SENSOR. AUSETACS ~6.40 CONE TO BACK GLASS 
D 6| DO NOT TOUCH GLASS. AT SSORMACE 200 D 
7} DO NOT OBSTRUCT PORTS. g3.21 a > 1.26 1.16 CONE TO BACK GLASS 
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9] RELATIVE MAGNETIC PERMEABILITY OF ANY METAL USED ON CASE: 1.05 MAX. AT SURPACE - t i | 
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KEEPOUT CONE 
63.81 
GLASS 
o] © ODT OOMD - — 
8] S NOANSSNS 6 
3.655 oc] O NAROrodg ID 
Boris = VANNMTS + 10 FE METRIC G, Apple Inc. 
2160 OREN one righ oF RATT ERENT 
1.76 APPLE INC. 03/18/20 THE INFORMATION CONTAINED HEFEIN 15 THE EROPRIETARY 
a APPLE INC. 03/18/20 fare tei Pe ig wie or ir 
3.78 es OMENS ORS ARE TW WILL TERE ot AL Re ee 
A) 3245 | "ae L A 
aace t ; it RESPOUT 3.655 2.95 iPhone 8 
/ 288 war ing conmecton 33.63 12.48 iPhone SE (2nd generati 
: y DD 1.45 ports ruusi 10 pnokbee inte RENE STONE J SSB pans iPhone SE (2nd generation) 
e@=Ne Qo BD 1.45 sorrow mic UNAS OO TRED 
oro B 2x B 1.60 screw TAT PE = 
OO-N ¥  pEeTAILE 1D 1.45 sorrow mic 2} 10X DB 1.45 sreaer 13.65 eas aa 10 NOT SCALE ORAWINOS 
AAA 8 Tee DETAIL F ae 
aa ©<4 D NONE er 1 ot 
4 3 2 NX GENERATED 











2020-04-20 


Copyright © 2020 Apple Inc. All Rights Reserved. 


151 


39.10 iPhone 7 Plus 
































































































































































































































































































































































































































































































































































































































































































































































































































4 3 2 1 
: NOTES: 
1] NO METAL CONTACT WITH IPHONE. 
[2] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, BOTTOM MICI, BOTTOM MIC2, RECEIVER AND SPEAKER. 
3] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. 1.41 g 15.85 eae 
2 — }e——FLasi 
4] DO NOT OBSTRUCT THE PROXIMITY SENSOR OR AMBIENT LIGHT SENSOR (ALS). g 3.21 eee wiee REAR CAMERA = REAR CAMERA <—— KEEPOUT 
[5] DO NOT OBSTRUCT THE HOME BUTTON. eel FRONT, proximity : ue TO COVERGLASS AT SURFACE ass 
lel KEEPOUT. KEEPOUT, KEEPOUT 5.5 
D 6| DO NOT TOUCH GLASS. AT SURFACE AT SURFACE AT SURFACE R 4.86 CD FLASH CONE D 
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39.11 iPhone 7 

























































































































































































































































































































































































































































































































































































































4 3 2 | 1 
NOTES: YY 
1] NO METAL CONTACT WITH iPHONE. 
2] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, BOTTOM MICI, BOTTOM MIC2, RECEIVER, AND SPEAKER. ° / 5.66 ° 74.10 
[3] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. oO / 12.14 REAR Camere xEESOUT 
at SORPAGE at SURFACE 
[4] DO NOT OBSTRUCT THE PROXIMITY SENSOR OR AMBIENT LIGHT SENSOR (ALS). 
5] DO NOT OBSTRUCT THE HOME BUTTON. | 
1.52 
D 6] DO NOT TOUCH GLASS. cone TO D 
= o /3.21 o / 4.35 / 3.85 lell HOUSING 
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| testers eee . | eHesiom we vere | 
A ; 1 S PECONMENDED \ A 
CoMeenon , 
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2 SON petait G Aare real ine® Howe BUTTON KEEPOUT 
ooAn¢ @x / 1.80 screw EGRE 70" EOVENGLASS ade eSiik aasuisaa 
xx xx = sie | SAE 
AN A AN @) / 1.45 sotto mice zx 12.73 DETAIL B D NONE ee og wy 
4 3 2 








2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 153 


39.12 iPhone 6s Plus 
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i Fe ~ i 
1 ONTACT WITH ANY IPHONE METAL. 
2 THE ACOUSTIC OPENINGS! FRONT MIC, TTOM MICL, BOTTOM MIC2, RECEIVER A EAKER eee 65.18 64.10 
THE IMAG FRONT CAMERA, REAR CAMERA, REAR FLASH. STS] Kee se eeeout RECEGUT 
THE PROX AMBIENT LIGHT SE AL ABO = 
) ¢ 3.80 $3.85 64.35 4 1.56 ) 
r ERONT ALS. Dy} JI PROXIMITY fa tl FLASH KEEPOUT ba 
la Fao >| eau REBEL 0.67 [_ 
Re at inthoe | | af SlaPAce wan oP? 
AT SURFACE TURRET HEIGHT ————— ! 
FE g6.2° WL U/ 

100° 

FLASH 
eed bone 
GREER’ SShhi 

0.93 146° 

ise HousiNS 70 : FLASH 
ENSO pon ceera tone 
SSS Bi, 

25 0° Vi llth . 
FRONT CAMERA ee DETAIL P 
KEEPOUT CONE KEEPOUT CONE 
120.0° 
as 
eee cone 








































































































































































































































































































































































































































































































































































N 











N 























































































































@ 1.60 BOTTOM MIC2 
7X @ 1.60 SPEAKER 















































ETAIL 


SURFACE 














APPLE, INC. 09/09/15} 








DATE 


09/09/15 





















































; DETAIL RR ; 
14.6 
LEEP/ WAKE 
op UTT! 
‘ 2 
16.34 TO_ACTIVE ‘ 
ee | |] 
AREA 3] ¢ 7.66 
0.4 - Pe ‘AR. CAMERA. 
154.75 > BO 
So r CG FRAME oe BE ne ae 
ERGLASS—~_| i —SIM TRA 
21.54 
~ vel. 4 
ACTIVE 158.22 . 
£78 — AREA 
: TO ACTIVE —*] — ? ; 
B AREA B 
AN J) J a ge 
> RES 
= K fH = 
68.36 
ACTIVE AREA 
74.47 @ 14.60 
CG FRAME i] HOME eUTTO / 
SCREW Beas a ( MET) 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 154 


39.13 iPhone 6s 
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39.14 iPhone 6 
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oy o +O + ABOVE SURF ACE REAR CAMERA 
a i] om + KEEPOUT CONE 100° 
DETAIL A FLASH 
on ae 86.0° GNBES”1 Seu 
N. -—[4] ALS > FRONT CAMERA 2 
PROF ILE : ‘ CAMERA KEEPOUT ZONE 146 
ROF IL N Eee CONE FLASH 
(ALL. FOUR— || |- 4] PROXIMITY SENSOR ering, 
CORNERS} — a i 
— 2] RECEIVER 7.66 REAR 120° section D-D }—_ 
CAMERA = 
SS) ERONT Wie ALS CONE SECTION E-E 
0.00 0.67 REAR 120.0" 
0.10 | CAMERA PROXIMITY 
0.92 | t y CONE MATING CONNECTOR KEEPOUT 
3.11 py Soe AREA FLUSH TO BODY 
2x 5.15 1 \ 3.85 OUTWARD 14.0 MM 
Et SH 
erat 2] 1.20 0.95 6| ALS CONE @ 4.35 (CONNECTOR SHOWN} 
2x 9.61 AT SURFACE PROXIMITY 
10.31 ; EARP 1ECE HOUSING TO C-c AT. SURFACE 
14,06 . COVERGLASS SECTION U 
: 7 Ff 
3] FRONT _> _ 2| 10.70 Cc 
CAMERA a EARPIECE E 
DO_NOT ea 
DETAIL J 1 OBSTRUCT NSC 
THIS AREA SN 
WITH METAL 
13.87 
r 
RINGER 
SWITCH S 
RINGER 0.43 catia 
2x 5.10 : — 3.55 
7 SwTer) 55.80 | | SLEEP/WAKE = 
(+#}) VOLUME 0.30 - 0.30 BUTTON ; I 
BUTTON 4 SLEEP/ a 3 7.66 
VOLUME (-1 VOLUME 0.30 - WAKE 2x 5.10 2-80 REAR CAMERA 
BUTTON BUTTON BUTTON spi 2.33 
(=) VOLUME & Ly I 3] ¢ 1.60 
BUTTON 15.81 yy 7 
¥ lJ] “—SIM TRAY REAR MIC 
158.07 eet tH 3] 0 4.11 va 1 
4071 = REAR FLASH 
121.54 B 
® 10.90 6 
HOME BUTTON 
| 8.76 DO NOT a _— (13.87 
mH : F OBSTRUCT __ he ‘| 
THIS AREA \ WS 
J WITH METAL “SS Ses 
a MATING CONNECTOR KEEPOUT = 
AREA FLUSH 7 BODY — 
WARD 14.0 MM eee 
a ~~ 5] @ 14.60 
gl ENE SS Oe. 100.0° > \ HOME BUTTON 
v4 \. 2x ¢ 1.6 [5] HOME BUTTON iS BaScouL A 
3.55 / 4 2] @ 1.60 SCREW KEEPOUT CONE 
S720 = BOTTOM MIC ele 09/09/15 
2.60 B 2x R 3.40 \ APPLE INC. tai 
1.78 @ 4.05 es b \ TEST 5 
0.00 PROFILE 10 PRODUCT _ AUDIO JACK are ~ : \ APPLE. INC. 09/09/15 
(ALL. SIDES) THICKNESS Ge 00000000 MERSIN ARE TN WILL 
1.78 3.555 i | a 
2.60 — 6.85 ae 
3.3 ‘ le 32 . ~~ 
315s : L ONBESOUT \ ser" iPhone 6 Plus 
ie D 6.50 2.75 \I (— 13.65 
| CONNECTOR 
Pca oe 06. 2) h560 MATING_CONNECTOR KEEPOUT DETAIL K —— 
ota 2 9.70 KEEPOUT AREA ’ 
OYTON DETAIL G 2.50 FLUSH TO BODY we 
doin < oa en 2] 17.35 OUTWARD 14.0 MM pe = 
: DETAIL aa inner 
XXX X SPEAKER NONE 
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39.15 iPhone 6 
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A —| |e—¢ 2.9 
ENINGS C, BO C, EARPIECE, AI EA‘ FRONT CAMERA 
IMAGE (FOV) CONE 
xES SEAR FLASH AT SURFACE 
3.80—+|| |e 
E AL ENSOR 
) 0.77 
7 _ REAR CAMERA 
! TURRET ete? 
Z 71.0° 
2] [B] KEEPOUT AT 1.4 MM FRONT CAMERA 
5 < ABOVE SURFACE IMAGE CONE 
7 4 (FOV) 
* © 86 .0° 
re ” FRONT CAMERA 
PROFILE Ned KEEPOUT ZONE 
(ALL. FOUR 
Ae eost -—[4] PROXIMITY 120.0° 
SENSOR ALS CON SECTION E-E 
— —[2] RECEIVER 4 30 REAR 120.0° 
ST) ERONT MTS. CAMERA PROXIMITY 
\ vied 0.77 REAR CONE: 
CAMERA ee = 
a y 
i 2 | 20) 4.74 a @ 5.35 
EARPIECE avee 6] ALS CONE PROX IMITY 
CACeINe io AT SURFACE AT SURFACE 
2] 10.70 —— “ 
COVERGLASS SECTION C-C 
CAMERA PS ona 5 ee EARPIECE ‘i F 
DETAIL J Y Y rer 
aes OBSTRUCT 
E E 19.11 ——}e—| THIS AREA 
1 ’ WITH METAL 
2.46 ——+| ating 13.31 —— 
4.44 el |e re * Pee Tt 13.31 
/ \ id 
¥ RINGER J—a ——— : " \ 
SWITCH ; 
| aztss ( see ae t { REISS Y 
3 4 ae lst 
carbs RINGER 0.43 3.45 A L/L | 
J 47,10 mr SLEEP/WAKE 
(+) VOLUME 0.30 6:30 BUTTON 3] @ 7.20 
ail BUTTON 3 . 
5.61 | SLEEP/ 2.80 REAR CAMERA OO 
(-) VOLUME 0.30 WAKE | 
eet BUTTON BUTTON bis 2-30 2] @ 1.50 
2x oe (=) VOLUME 15.67 TK REAR MIC 
BUTTON a8 4 ¢ | SIM TRAY 
2.80 —# 4.24 7 BB] 4.11_, 
3.452] 2.25 REAR FLASH Pal 1] 
: 104.05 
@ 10.90 6 
HOME BUTTON 
13.31 
DO_NOT 
7] OBSTRUCT 
; THIS AREA . 
= v J WITH METAL. SESS 
8 K ZF Va seed 
MATING CONNECTOR KEEPOUT 1s 66.97 ——+} 100.0° 
fe AREA FLUSH TO BODY = 
OUTWARD 14.0 MM 5] HOME BUTTON _.—-- S| 14.60 
SOVERGLASS es KEEPOUT CONE~ ila 
[6] COVERGLASS 4 _.—--—--_ Fidviven 2x g 1.6 a HOME BUTTON 
Ns . SCREW KEEPOUT AT 
‘ BOTTOM MIC B SURFACE 
3.45 ‘ oo an04 ae 71.98 
3.20 . 2.95 
2.49 AUDIO JACK ‘. 2X R 3.40 
172 Sie \ 
0000 i TALL SIDES)! | ee eA eKNESS poe: + a 22ceRe 
1.73 | / 
6.85 
2.49 , Lo, 
3.20 5 Z evo CONNECTOR 3. 3g_] 26.66 
3.45 3.08 —\ [2] 1.60 KEEPOUT 13.65 / 
; 6.50 2 MATING CONNECTOR CONNECTOR / 
c : i 
° = 27.09 —~———+} aaa 9.29 KEEPOUT AREA 7 KEEPOUT DETAIL K 
ae FLUSH TO BODY . 
8982 8 cao 29.14—* | >} [2] 12.85 OUTWARD 14.0 MM SiS pie 
ooon ¥ SPEAKER 
Soerigaa aoe DETAIL B 
NAN NSN 


@ 4,99 
REAR CAMERA | 
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AT SURFACE, 
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REAR CAMERA 
AEEPOST CONE 
FLASH 
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GRGER I. S8um 
146° 
FLASH 
KeEroUT CONE 
BEYOND "1 SEMA 
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MATING CONNECTOR KEEPOUT 





AREA FLUSH TO BODY 
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39.16 iPhone 5s & iPhone SE 












































































































































































































































































































































































































































































































































































































































































































































4 | 3 2 1 
1] NO METAL CONTACT WITH IPHONE METAL. (2.55) 
2] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, EARPIECE, AND SPEAKER. g 3.87 go 4.39 go 5.44 aa FLASH AREA 
3] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. ALS CONE FRONT CAMERA REAR CAMERA bes AT SURE AGE 
4] DO NOT OBSTRUCT THE PROXIMITY SENSOR OR ALS (AMBIENT LIGHT SENSOR). 2x R 8.20 AT SURFACE AT SURFACE aan PSO RACE 
5] DO NOT OBSTRUCT THE HOME BUTTON. 
90.0" 
PROXIMITY 9.50 —}a—ele sl — 9.80 
4 CONE Yy 2.28 ca 
i 90.0° >» 
95.0" MINIMUM 
Sa ALS ° 
I = 46 - e wag iat ene 95.0" 120.0° RECOMMENDED 
@ 4.37 SLEEP/WAKE BUTTON 2.20 Paar 2) G Ree GSPARE AMAGE: CONE WAGE CONE. Sen pe ee ogee 
PROXIMITY DETAIL : ima 
— AT SURFACE “ 
view E-E 
view D-D 
view C-C fe 81-70 
=| @—3.43 |e—29.28—>4 17.2404 (4.83) 
25.03 2g68) fan 3) 2.75 FLASH AREA RECOMMENDED MATING CONNECTOR 
[4] aLs— lo) 27 2) 10.80 REAR FLASH AT SURFACE KEEPOUT AREA FLUSH TO BODY 
EARP ECE 14.74 | OUTWARD_ 14.0 
a E 7.60 10°25 ee (CONNECTOR SHOWN) 
4] PROXIMITY — -0.20 a DO_NOT 
2.45 —>| 0.58 1 ‘i —[3] FRONT CAMERA 7.35 We OBSTRUCT 
5 6.07 aa THIS AREA 
fh ese 7] pe Fy WITH METAL 
i t 10°75 4 Brae [2] 2.30 i” | /' Ao view H-H 
17,01 i 4 EARPIECE ' + ; i 
30.93 | — RINGER I \ i 95.0° MINIMUM 
re Aikiged 6.63 re 3] 5.06 120.0° RECOMMENDED 
7 1 os BINGER — mL SEARED REE FLASH KEEPOUT ZONE 
*VOLUME 0.58 —effr CIC —FRONT MIC SEE DETAIL A—~ 2] % 1.15 
5.70 @ 4.30 BUTTON REAR MIC 
2) BUTTON” VOLUME 0.58 —eff- Bete 
BUTTON i . E 5 
BUTTON 2.30 3] 9 6.14 
— @ 4.30 2.41 REAR CAMERA 
— = VOLUME 
BUTTON 1.44 
Pile ALL 
2X 3.56 AROUND 123.83 15.57 
sim— PPS] 
TRAY 1 
90.39 
54.86 
B @ 10.90 __ 
HOME BUTTON 
9.155 
& 16.72 i 
11.60 
—_ DO_NOT 1 
OBSTRUCT 
THIS AREA 
7.13 WITH METAL 
58.57 + 
100.0° 5] @ 14.60 
RECOMMENDED MATING HOME 
CONNECTOR _KEEPOUT AREA SEE DETME IE SI iespiear ae t KEEPOUT AT 
FLUSH TO BODY OUTWARD 14.0 Q 4.83 KEEP OUT QONE SURF ACE 
AUDIO — 2x f 1.6 
6.50 RECOMMENDED MATING 
# as SCREW -88 2X R 3.40 CONNECTOR KEEPOUT AREA METRIC @, Apple Inc. 
2.274 3.56 \ 3.36 FLUSH TO BODY OUTWARD 14.0 : carer oe 
j \ A NOTICE OF PROPRIETARY PROPERTY! 
APPLE INC. 02722716 THE INFORMATION CONTAINED HEREIN IS THE PROPRIETARY 
y 4 z ry i — — Prt a tebe ne: 
z -85 \ | APPLE INC. 02/22/16) Spee 560, ANS" iPmone ARE IRADEUAICS OF APPLE INC. 
; i ' / I ACESS eT TREY MS SMES ed 
A es 13.92 ++ == G\ 227 S TOLERANCES TE 
: Ie 13.65 e}+— 22.45 aA 
DETAIL G 2] 2.50 [2] 7.28 . at 9.24 Slieeo9 EEE B a re. ono iPhone Ss, 
3 BOTTOM——-—___-1|_ 7 ~-1 L- : 
BOTTOM BOT L->e.towt ) DETAIL K X.XX £0.20 iPhone SE 
12.79 cd rere X.XXX £0. 100 
SPEAKER ANGLES +0,.5° DRAWING NUMBER REV. 
wae [aca 
ed D NONE Jer 1 
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.17 iPhone 5c 





















































































































































































































































































































































































































































































































































































































4 3 2 1 
(( *NoTES* 
1] DO NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, EARPIECE, AND SPEAKER, 2] [SB] RECOMMENDED KEEPOUT o 436 
2] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. AT 4.0 ABOVE SURFACE @ 3.87 % 6.59 Q 3.27 
ALS CONE }-—— FRONT. CAMERA REAR CAMERA >| 1 
3] DO NOT OBSTRUCT THE PROXIMITY SENSOR OR ALS (AMBIENT LIGHT SENSOR). IMAGE_ (FOV) CONE ——}«—_+| FLASH CONE 
AT SURFACE AT SURFACE IMAGE CONE AREA AREA AT SURFACE 
AT SURFACE 
D R 7.29 i 
G js 
90.0° 
PROXIMITY 9.58 1— 10.06 
<4 CONE Y 
' i 
¢ f 95.0° MINIMUM 
rl, 79 DETAIL H iat ESA Sas 120.0* RECOMMENDED 
5 : FLASH KEEPOUT CONE 
@ 4.37 2.28 SCALE 2 IMAGE CONE REAR CAMERA 
PROXIMITY SLEEP/WAKE BUTTON FOV IMAGE CONE 
FOV 
AT SURF ACE view E-E view D-D 
view C-C v0 —— + SCALE, St SCALE 3:1 
SCALE —>| -— 3.74 }e—29.59—4>| 
j++ 25.34 24,1975) 
3] ALS— lel 21 .se+ 1] 10.60 loot 40.25 
EARPIECE 8-87 9.20 14.98 +0.25—4 
3] PROXIMITY 9.59 40.25 DO NOT 
3.74—>| fe 0.57 fF ye —|2] FRONT CAMERA 3X 7.66 10.25 OBSTRUCT 
L 6.38 al pSBeeGie THIS AREA 
__ SLEEP/WAKE | WITH METAL 
BUTTON r r 
c f 1] 2.30 
11,05 11.90 
4y |} EARPIECE L 
l4——.2.40 T 
RINGER 
SWITCH RINGER 0.63 2] @ 3.11 
t SWITCH REAR FLASH 
+VOLUME 0.58 [NH FRONT mic yg 1.00 
BUTTON | Z 
f 8.64 — RECEIVER REAR MIC 
-VOLUME 0.58—=} 
+VOLUME Ay i.| — 
aes BUTTON BUTTON 2.30 2] ¢ 5.66 
~VOLUME 8.78 REAR CAMERA| 
BUTTON 2x 2.28 tee r 
mt atk 124.44 
— #YyY}— 2x 3.79 ‘AROUND +0.40 15.67 
-0.20 
SIM 
TRAY 
90.39 
55.12 
B +0.30 
17.03 Ly 
y) | 11.90 
LU i 
o.46—! | pe a DO_NOT 
@ 10.80 I> 8.50 OBSTRUCT 
HOME BUTTON THIS AREA 
+0.35 WITH METAL 
1} 59.18 16°55 I 
RECOMMENDED MATING i] ¢ b 
CONNECTOR KEEPOUT AREA a 
FLUSH TO BODY OUTWARD 14.0 nice le—25.22 2x 6 1.6 
; SCREW 
gieise fp 4.48 nied SEE DETAIL B RECOMMENDED MATING 
. = CONNECTOR KEEPOUT AREA 
Ayeie a:48 13.65 —e___ele_ 22.77 FLUSH TO BODY OUTWARD 14.0 METRIC @. Apple _Inc. 
3.00 . . (CONNECTOR SHOWN) OUTER OAE saa waa ase 
4X 4.93 a) ARRLE INC. 09705/13) ne ieomarign comAnen HEREIN 15 THE PROMIETARY 
d i 6.85 APPLE INC. 09/05/13] fem (Bas, NS" Prone AE Tsou OWA he. 
5 ae ee ee ae 7 
G 1] 15.03 20.25 A! WA 
DETAIL a 1] 1.71 2X R3.40 RECOMMENDED MATING X.X 2064 
BOTTOM 7 IPHONE SC 
3 CONNECTOR KEEPOUT AREA 
SCALE 2:1 MIC fe 23.20 SPEAKER FLUSH TO BODY OUTWARD 14.0 oh “20 8ED 
1) 9.48 X.XXX #0. 100 
12.79 }e—> 
SPEAKER ANGLES +0.5° DRAWING NUMBER Fev. 
DETAIL B 
SCALE 2:1 00 NOT SCALE orawines OS 
Og D NONE eo wt 
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4 3 2 
*NOTES* 
1] NO METAL CONTACT WITH iPhone 5 METAL. 
2] 00 NOT OBSTRUCT THE ACOUSTIC OPENINGS: FRONT MIC, REAR MIC, EARPIECE, AND SPEAKER. ¢ 3.87 @ 4.42 @ 5.32 @ 4.29 
3] DO NOT OBSTRUCT THE IMAGING FEATURES: FRONT CAMERA, REAR CAMERA, REAR FLASH. ALS CONE —}*>}o—>} ial (ee cone AGE CoNS EEA: «of ke FLASH CONE. 
4] 00 NOT OBSTRUCT THE PROXIMITY SENSOR OR ALS (AMBIENT LIGHT SENSOR}. AT ISUREACE AT SURFACE AT SURFACE AREA ATUSUREACE 
2X R 7.80 ¢ 
90.0° 
PROXIMITY 9.50 —«—>}«—»l— 9.80 
x CONE Y 
1 90.0° > 
2) 3 ALS 90.0° 90.0° 
- zeae A RECOMMENDED REAR CONE FRONT CAMERA Rete Sea 
DETAIL CAMERA FLASH 
@ 4.37 SLEEP/WAKE BUTTON 2.20 ST CAMERA/FLASH/MIC IMAGE. CONE IMAGE ne 
PROXIMITY 4.0 ABOVE SURFACE CONE 
AT SURFACE view E-E FOV 
SCALE 3:1 view D-D 
view C-C }¢——— 51.70 ————_>| SCALE 3:1 
SCALE 1 oe ke — 3.49 be — 29, 2g Ho 
29.28 iiaco3 
25.03 —> kk 23.8845 2] 1.65 
4) as blo) .27-0 2] 10-80 fae REAR MIC 
EARPIECE 40.25 . 
ee 7.60 4° 9.28—+ 
4] PROXIMITY — -0.20 2] 1.02 DO_NOT 
2.30 —>| E E —[B] FRONT CAMERA 7.35 D ees 
: 0:58 REAR MIC 
SLEEP/WAKE 6.07 - Vv ‘| [tthe YO THIS AREA 
i red zs WITH METAL, 
iJ jens 2] 2.30 ' y Ly 
. i ‘ 11.60 
se ee 4 A ¥ EARPIECE cf 
30.93 — RINGER ' , —t 1 
SWITCH | : \ 
41.22 RINGER 0.63 ay a a > 3] g 3.70 
2.52 SWITCH REAR FLASH 
Ee I¢ eon Wie SEE DETAIL AF a8 
+VOLUME 0.58 —eff- = 0 99008808 
6.00— f 4.80 BUTTON 2) REAR MIS 
+VOLUME — RECEIVER 
BUTTON -VOLUME 0.58 —eff- - 
BUTTON ai 2.30 3] 6 6.46 
¢ 4.80 2.41 REAR CAMERA 
- VOLUME 
BUTTON 1.44 
—riR— ALL 
2x 3.56 ‘AROUND 123.83 15.57 
SIM } Tet | 
TRAY —1 
90.39 
54.86 
1 
' y 
+ 
+ 16.72 t 
11.60 
poo v 
aie je 29.28 —o D0 _NOT 
@ 10.90 f*— 7-13 OBSTRUCT 
THIS AREA 
HOME BUTTON Vln SoTL: 
}+———— 58.57 ————+>} 
RECOMMENDED MATING 
CONNECTOR KEEPOUT AREA 
13.65 —}e ple 22,45 FLUSH TO BODY OUTWARD 14.0 METRIC G. Apple Inc, 
2.274 3.56 : 5 (CONNECTOR SHOWN) Rare one Gaiice De oaRiGhial eRe 
| 1 APPLE INC. 08/10/12] ye wean conc Hn The PRL 
t ni ny Te PROPERTY OF APPLE INC. 
6.85 88888888 APPLE INC. O9/10/i2| Re RE Ue te Re male Seah, 
t DWENSIOS AE IW MILL ETERS = z 
0.14 ese pa 
2) 2.59 t—9.23 2x R 3.40 RECOMMENDED MATING XX 40.4 
BOTTOM BOTTOM CONNECTOR KEEPQUT AREA Foxe. absBo IPHONE 5 
nie MIC f- 22.89 FLUSH TO BODY OUTWARD 14.0 
fran 2] 11.96 X20 40.100 
SPEAKER DETAIL B ANGLES 40.5° chav NER = 
SEALE. 221 (D0 NOT SCALE ORAWINGS 
oad Dl NONE fe nt 
4 3 2 
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39.19 iPad Pro (12.9-inch) 4th Generation 1 of 5 


























































































































































































































































































































































































































































































































































































































































































































































































































































































8 | 7 | 6 | 5 | 4 3 2 1 
NOTES: (UNLESS OTHERWISE SPECIFIED) 
1} DO NOT JPEN I No MIC, FRONT M. R MIC, SPEAKERS 
a) [2] 20 sor ‘ & REAR IR CAMERAS a 
[3] DO NOT OBSTRUCT AMBIENT LIGHT SENSOR 
[2] DO NOT OBSTRUCT IR CAMERA, FLOOD ILLUMINATOR, FRONT CAMERA & DOT PROJECTOR \ 
[5] DO NOT HAVE METAL CONTACT WITH DEVICE COVER GLASS 
= — 6 (2.28) 
7 NTN Jet cron cavers 
/ KEEPOUT AT SURFACE 
R MERA. j 
KEEPOUT AT SURFACE F 
4 ae 
ms me 1R_CAMERA aaa E 
6 Ol] ex 2.83 Hee OER pera E 
FRONT CAMERA 
AD KEEPOUT ZONE 
1] 2x 2.93 _ 
ad 
= SLEEP/WAKE BUTTON 
2x 63.40 SPK 
P/WAKE BUTTON TO CC 
1] 100.75 SIDE MIC 1 {— 12.71 SLEEP/WAKE BUTTON ai iad 
a cies 12,06 SLEEP/WAKE BUTTON 
F \ 
_ ~ 214,98 : 
196.61 @ (3.95) 
el ees —— = FLOOD ILLUMINATOR: @ (4.10) 
DISPLAY ACTIVE AREA o : 
KEEPOUT AT SURFACE DOT PROJECTOR 
4 KEEPOUT AT SURFACE 
93.99 
Ba a73 100.74 00.74 a 7] 40.00" 
aoee : ~ + pot_ PROJECTOR 
107.49 93.99 oetarL H KEEFOUT ZONE 
a > FLOOD ILLUMINATOR 
kEEPOUT ZONE 
E \ / 
Sa. a 3] 30.72 ALS a 
K Z| 76.00 
WIDE CAVERA RCAM KEEP Bae 
OUT ZONE 2] 131.00" 
- ULTRA WIDE CAVERA ACAM KEEP 
T] @ 1.60 ~ OUT ZONE 
a FRONT MIC 
[REE Sone \ 
I] ¢ 3.95 : 
FLOOD ILLUWINATOR 3 \ [7] # 4.10 2] @ (3.77) 
UT ZON : 
FDOT _PROJECTOR - ¢ c POU" 
7 \ KEEPOUT ZONE \ oO tee RCAM KEEPOUT 
7 [2] @ 4.02 \ oe 
ee 18 CAMERA \ \ i (El @ (6.22) 
202.2 KEPPOUT ZONE \ ' ULTRA WIDE CAMERA RCAM KEEPOUT 
2s0.66  RiStAY jeeeececcee ) | AT SURFACE 
AREA \ 
»O od DI 
ee U \ 
! | 
/ 
_ / 
1] # 0.80 
/ FRONT MIC 
c ! 
f 
a ss i 
a eae 2] 78.50 So 
| ROAM 1R_1 KEEP PASE REPO FLASH KEEPOUT \ 
xX “ 3] ¢ (3.73) 
= S. @ (3.73) 
2X 9.20 y [2] 6-13 , 
2) 6 4.15 FLASH KEEPOUT [2] 2.54 
(/ FLASH KEEPOUT \ [T FLASH KEEPOuT 
\ : ALS CONE 
\ 
B 111.77 \ 
1] 2x 1.59 SPK USB-C CONNECTOR : ‘ 
2] @ (2.68) j 
03.23 RCAM 18 2_KEEPOUT as 
syle das Sates USB-C CONNECTOR AT SURFACE jeeeeeeceoe GC _) 
\ 
ll ee 4 \ / ‘a 
= METRIC G, Apple Inc. 
APPLE =0 
- T] CHIN SPEAKERS / canal 
[ 62.6 MM_KEPOUT ALL AROUND 7 APPLE Pt 
ee CO NAaD ANELE y eRe ie we 
2x 28.61 SPK 
iPad Pro 
A _ [J 120.00" _— masse? (12.9 - inch) 
ALS CONE Ath generation 
vetait AJ cine oes sn 
wet. [EL NONE [et ve 
8 7 6 5 4 3 2 NX cenesaTeo 
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7 5 3 1 
2] FLASH @ 3.75 
APERTURE 7.44 
ACOUSTIC OPENINGS: SIDE MIC, FRONT MIC, REAR MIC, [Z] ULTRA WIDE CAMERA @ @.83— 
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39.32 iPad Air (3rd generation) with Wi-Fi 1 of 3 
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39.33 iPad Air (3rd generation) with Wi-Fi 2 of 3 
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39.35 iPad Air (3rd generation) with Wi-Fi + Cellular 1 of 3 
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39.38 iPad mini (5th generation) with Wi-Fi 1 of 3 
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39.39 iPad mini (5th generation) with Wi-Fi 2 of 3 
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39.47 iPad Pro (11-inch) 1 of 3 
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39.49 iPad Pro (11-inch) 3 of 3 
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39.50 iPad Pro (12.9-inch) 2nd Generation with Wi-Fi 
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39.51 iPad Pro (12.9-inch) 2nd Generation with Wi-Fi + Cellular 
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39.52 iPad Pro (12.9-inch) 2nd Generation Magnet/Hall Effect 
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39.53 iPad Pro (12.9-inch) 2nd Generation Magnet/Hall Effect Sensors 2 of 2 
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39.54 iPad Pro (10.5-inch) wi 
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39.55 iPad Pro (10.5-inch) with 


Wi-Fi + Cellular 
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39.56 iPad Pro (10.5-inch) Magnet/Hall Effect Sensors 1 of 2 
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39.58 iPad (5th and 6th generation) with Wi-Fi + Cellular 
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39.59 iPad (5th and 6th generation) Magnet/Hall Effect Sensors 1 of 2 
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39.61 iPad Pro (9.7-inch) with Wi-Fi 
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39.62 iPad Pro (9.7-inch) with Wi-Fi + Cellular 
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39.63 iPad Pro (9.7-inch) Magnet/Hall Effect Sensors 1 of 2 
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39.64 iPad Pro (9.7-inch) Magnet/Hall Effect Sensors 2 of 2 
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39.65 iPad Pro (12.9-inch) 1st Generation with Wi-Fi 
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39.66 iPad Pro (12.9-inch) 1st Generation with Wi-Fi + Cellular 
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39.68 iPad Pro (12.9-inch) 1st Generation Magnet/Hall Effect Sensors 2 of 2 
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39.69 iPad mini 4 with Wi-Fi 
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39.70 iPad mini 4 with Wi-Fi + Cellular 
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39.71 iPad mini 4 Magnet/Hall Effect Sensors 
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39.72 iPad Air 2 with Wi-Fi 
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39.73 iPad Air 2 with Wi-Fi + Cellular 
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39.74 iPad mini 2 & iPad mini 3 with Wi-Fi 
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39.75 iPad mini 2 & iPad mini 3 with Wi-Fi + Cellular 
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39.76 iPad Air with Wi-Fi 
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39.77 iPad Air with Wi-Fi + Cellular 
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39.78 iPad mini with Wi-Fi 
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39.79 iPad mini with Wi-Fi + Cellular 
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39.80 iPad (4th generation) with Wi-Fi 
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39.81 iPad (4th generation) with Wi-Fi + Cellular 
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39.82 iPod touch (6th generation) & iPod touch (7th generation) 
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39.83 iPod touch (5th generation 
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39.84 Apple Watch Series 5, 44 mm 
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39.85 Apple Watch Series 5, 40 mm 
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39.86 Apple Watch Series 5 Ceramic, 44 mm 
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39.87 Apple Watch Series 5 Ceramic, 40 mm 
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39.88 Apple Watch Series 4, 44 mm 
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wev| cas DESCRIPTION oF REVISION 
7] ALL AROUND 
NOTES: (UNLESS OTHERWISE SPECIFIED) 
[1] CASE DOES NOT INTERFERE WITH CLICK OR ROTATION FUNCTION OF DIGITAL CROWN 1] NO FORCE ON 7] NO MATERIAL CONTACT 
CASE DOES NOT APPLY FORCE ON DIGITAL CROWN DIGITAL CROWN WITH COVER GLASS 
CASE DOES NOT OBSTRUCT FACE OF CROWN IN ANY DIRECTION ALL. AROUND 
[2] CASE DOES NOT OBSTRUCT THE WATCH ACOUSTIC OPENINGS AND ALTIMETER 
AND MUST NOT DEGRADE ACOUSTIC OR WATER EJECTION PERFORMANCE 1][8 
p | 3s NO_METAL CASES ALLOWED DUE TO ANTENNA FUNCTION p= 1.88 7 
4] CASE DOES NOT OBSTRUCT THE WATCH CHARGING INTERFACE e 
[5] CASE DOES NOT OBSTRUCT THE WATCH OPTICAL SENSORS k 
6] CASE DOES NOT EXTEND BEYOND WATCH SENSOR WINDOWS I 
7] CASE DOES NOT CONTACT THE WATCH COVER GLASS 
@] CASE DOES NOT CONTACT ELECTRICAL SENSORS 
| 1] DO NOT OBSTRUCT 
MIC PORT ROTATIONAL_FUNCTION | 
3 = il 
16.53° SECTION 2 13,06 11.54 (( OR CLICK FEEL f 
0.00° | 
60.00° 
d 0-88 YAEL A LOM 
; H Ne 
0 [4] CHARGING KEEPOUT BUbR CENTER 
: U £200 DO NOT OBSTRUCT THE 
ALL AROUND 59:84 PSS 06s CHARGING INTERFACE 
7 : NO THICKNESS ALLOWED 
0.60 
1.00 ALL AROUND 34.79 9.24 
mI 28,94 8] DO NOT OBSTRUCT 
= Me} OR 
SPEAKER AND «< 1———— DISPLAY. ———+| CROWN KEEPOUT ELECTRICAL SENSO 
ALTIMETER PORTS : ACT ‘A NO THICKNESS IN SHOWN AREA NO THICKNESS ALLOWED 
SECTION K Soro IVE BEN DIGITAL CROWN— 
BANDSLOT -—BAND RELEASE BUTTON 
Cc CENTERLINE c 
-—[2] SPEAKER AND ALTIMETER g 9.50 
NO THICKNESS IN SHOWN AREA (cae 
, @ 7.50—- : 
1.00 
4 —[2] @ 3.00 MIC _PORT ELECTRICAL 
eK 2) KEEPOUT SENSOR _KEEPOUT 
7.83 NO THICKNESS 
c ALLOWED IN THIS 
K ‘ 4K z Zz REGION 
1.60 
=H ==" 34.95 - ! i 
— 0.57 a 0.00) DISPLAY 41.03 44.08 [0.00 [0.00 = = —— 
-0.57 ACTIVE AREA 1.33 i 
1.00 ALL AROUND ¢ 
-6.83 26.00 
-7.83 esas : 
— BUTTON Nie 
-17.34—\ Cs 
B B 
BAND RELEASE BUTTON 
io} 
o 
14.69 +— 10.70 2) 
13.62 
12.55 8.63 
1.48 7.62 
10.41 6:61 
9.34 5.60 
4.59 
5:53 Z 3-60 
2.67 
— 7 13 - 1.84 -— 
3 1.14 0.84 
4.25 ole2 
3:39 H 0128 
2:61 0.03 
1.93 { 0.00 
1.365 
138} ‘ 0.00 ee, METRIC @, Apple Inc. 
0:57 ea5 caren one 
ee DISPLAY NOTICE OF PROPRIETARY PROPERTY: 
eat ACTIVE 1.00 1.00 a a en rs lal 
0:10 ‘, AREA cael haa eat in os ori te ene eae 
0.05 Ne APPLE: ING. Rar 19 REVEAL. GR PUBLISH IT IN MOLE OR PART 
9-02 N, i. Shaieiow EW MLSE iy Sat i re 
A 0.00 Seay \_[6] OPTICAL AND ELECTRICAL ena eee A 
0.00] SENSOR _KEEPOUT TWORK 
7 NO THICKNESS oacda ALL DIMENSIONS APPLE WATCH 
So] -NERS NO TANMODNMO-ONDOMORS BELOW THIS LINE SSS FOR REFERENCE ONLY SERIES 4, 44MM 
Le) ie eer pe ba ara UPA acl earl (ALL AROUND} 
3 C0000 COOO--NANM YT NOR DRNMT PROFILE (ALL SIDES) 
aired a DETAIL C DRANG NER rv 
CORNER PROFILE (ALL 4 CORNERS! Oo] 
DETAIL B 20 NOT SCALE ORAMINGS 
size [SAE 
Oy D NONE oF ch Se 
4 3 2 NX GENERATED 
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39.89 Apple Watch Series 4, 40 mm 












































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































4 3 2 
! ev cas DESCRIPTION oF REVISION 
7] ALL AROUND 
NOTES: (UNLESS OTHERWISE SPECIFIED) : 
CASE DOES NOT INTERFERE WITH CLICK OR ROTATION FUNCTION OF DIGITAL CROWN 1] NO FORCE ON NO MATERIAL CONTACT 
CASE DOES NOT APPLY FORCE ON DIGITAL CROWN DIGITAL CROWN WITH COVER GLASS 
CASE DOES NOT OBSTRUCT FACE OF CROWN IN ANY DIRECTION} ALL AROUND 
2] CASE DOES NOT OBSTRUCT THE WATCH ACOUSTIC OPENINGS AND ALTIMETER ile 
D AND MUST NOT DEGRADE ACOUSTIC OR WATER EJECTION PERFORMANCE D 
3. NO METAL CASES ALLOWED DUE TO ANTENNA FUNCTION 
4] CASE DOES NOT OBSTRUCT THE WATCH CHARGING INTERFACE 
5] CASE DOES NOT OBSTRUCT THE WATCH OPTICAL SENSORS 
6] CASE DOES NOT EXTEND BEYOND WATCH SENSOR WINDOWS f 
7] CASE DOES NOT CONTACT THE WATCH COVER GLASS 
[6] CASE DOES NOT CONTACT ELECTRICAL SENSORS T] Do NoT OBSTRUCT 
ROTATIONAL_FUNCTION 
ure PORT 12.67 ja = OR CLICK FEEL 
SECTION Z | 
— 16.53° | 
60.00" [Tp 0.00" | 
: cl IG + iT 
ri | al aepcoe an ses Ad 0.86 MAXIMUM ALLOWABLE 
| DO NOT OBSTRUCT THE OFFSET TO CHARGING 
1.00 eS, 1.00 CHARGING INTERFACE PUCK CENTER 
Aue AGOUMD LEX | NO THICKNESS ALLOWED 
1K oe 
0.60 —& i“ 1.00 ALL AROUND 
IS 34.41 
7 80208 DO NOT OBSTRUCT 
SPEAKER AND S 9.24 CROWN KEEPOUT 
ALTIMETER PORTS Bisse NO THICKNESS IN SHOWN AREA ELECTRICAL_SENSOR 
SECTION K 65.4 NO THICKNESS ALLOWED 
c ——_ DISPLAY. ——> Q 9.50—- -—BAND RELEASE BUTTON c 
ACTIVE AREA 
DIGITAL CROWN— GONTERE TNE 
-—([2] SPEAKER AND ALTIMETER 2 RE 1.00 
NO THICKNESS IN SHOWN AREA 15.24 ELECTRICAL 
SENSOR _KEEPOUT 
 7.50— NO THICKNESS 
ALLOWED IN THIS 
= IN 
7.83 7.74 —[2] @ 3.00 MIC PORT 
KA 4 7 7 KEEPOUT 
| i poe K 30.73 --—- 1,56 l | | = 
ose [0.06] DISPLAY 36.82 39.87 [o.00] 
-0.57 ACTIVE AREA : vy 
-0.70 
1.00 ALL AROUND @ 22.60 
-6.20 BUTTON 
-7.83 sie 
IG | -15.24 
/ 
B ae S = B 
oO Poe eS BAND RELEASE BUTTON 
af} ee 2 
fo m i 
6.25 >} 10.70 
5.45 
4.65 
35) 
2133 . ee 
1165 ep 
a:88 FS 
0231 pos - 4. 
=| Ol12 4 = 
0:04 3 
—H-0.01 + Hr 2 
F/-0 .00 i a 
] {0.00 - : 
/ DISPLAY ae ——— — Eee —— EIS 7 0! METRIC CG, Apple Inc. 
ACTIVE S 1 z ped ore on TICE OF PROPRIETARY PROPERTTO 
AREA I NY / APPLE INC. Tee NeORWATON CONTAINED HEREIN. 15_THE pREPRETARY 
PeSratt PSHE ns Ne SCSsesson NSneES To 
DESI aEH oe TCT OTSLUAINTAIN THIS DOCUMENT IN CONFIDENCE 
[6] OPTICAL AND ELECTRICAL ae erate en 1ST ARSRE aye HF wens on ror 
SENSOR KEEPOUT SINOUNMNI + HY TODNMMNA-MO9YHDOvOMNAS TOLERANCES. mine 
A NO THICKNESS S[connmore -ONDTORMODTOTONMNDATHORK A 
5] 22 MNCMOOMMNROORO]M=000000 BELOW THIS LINE ss |S se ee : - 
6| CO CO--MHR-G-ONNSOMDR ONAN (ALL. AROUND) B/CSOOO Se AN NIT SIMO; 1 0:00) OIG Oe OO. OO APPLE WATCH 
Sd dddd0dd--ANMS HOR ODd-N ALL DIMENS 1 ONS S 4 
aos FOR REFERENCE onLy | SERIES 4, 40MM 
CORNER PROFILE (ALL 4 CORNERS) 
DETAIL B PROFILE (ALL SIDES) PeantNS REE = 
Dene i i sia ei 0 
size | SAE 
od Dl] NONE fet #: 
4 3 2 NX GENERATED 
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39.90 Apple Watch Series 3 Ceramic, 





42mm 
















































































































































































































































































































































































































































































































































































































































































































































































































































































3 2 1 
| rev ecor CESCRIPTION OF REVISION 
NOTES: (UNLESS OTHERWISE SPECIFIED) 
ALL AROUND 
1} CASE DOES NOT INTERFERE WITH CLICK OR ROTATION FUNCTION OF DIGITAL CROWN 
CASE DOES NOT APPLY FORCE ON DIGITAL CROWN 
2| CASE DOES NOT OBSTRUCT THE WATCH ACOUSTIC OPENINGS AND ALTIMETER 
3] CASE DOES NOT OBSTRUCT THE WATCH ANTENNA WITH METAL. 7| NO MATERIAL CONTACT 
4] CASE DOES NOT OBSTRUCT THE WATCH CHARGING INTERFACE Roun GLASS 
D S| CASE DOES NOT OBSTRUCT THE WATCH OPTICAL SENSORS D 
6| CASE DOES NOT EXTEND BEYOND WATCH SENSOR WINDOWS 
7| CASE DOES NOT CONTACT THE WATCH COVER GLASS r—LL| NO FORCE ON 
DIGITAL_CROWN 
[ee | | | | | IN ANY DIRECTION 
—< 
=_> ~ 
1] DO NOT OBSTRUCT — €:03 
ROTATIONAL FUNCT 10} a5 
— OR CLICK FEEL |— 
L 6] OPTICAL SENSOR KEEPOUT 
NO THICKNESS BEYOND THIS 
i286 LINE IN WATCH X-DIRECT ION 2) CHARE ING keerouT———*| ee 
e DO NO OBSTRUCT THE 
CHARGING INTERFACE 
SPEAKER PORTS MIC PORT ALTIMETER PORT er NO. THICKNESS “ALLOWED ‘1.60 
SECTION B-B SECTION C-C SECTION D-D os 
33.40 6 
25.13 M 
la— pispLay. ——4 o [6] OPTICAL SENSOR KEEPOUT 
Cc ACTIVE AREA 1 NO THICKNESS BEYOND THIS BAND REPEASE “BUTTON c 
DIGITAL CROWN — LINE IN WATCH Y-DIRECTION 
LS 
(WO) N\ 17.65 
7.50— 
B B 2.20 @ 
9.35 
7.78 
6.21 {| 42.60 
= G Cc 0.53 -—— 
D [0.00] D H 39.46 170° 0.00] 
-0,90 
————F -—o = 31.22 
“4.59 DISPLAY “6.49 
a -—© aor ACTIVE AREA BUTTON — —— 
-12.07 
DZ \ -17.65 
B @ 25.73 B 
4] CHARGING KEEPOUT 
BONG OBSTRUCT THE BAND RELEASE BUTTON 
CHARGING INTERFACE 
NO THICKNESS ALLOWED 
BANDSLOT 
NTERI Ee 
180.00" CENTERL INI 5700 
\ | 7.68 
\ 6.74 
‘ 3] ANTENNA KEEPOUT ae 
| 285 DO_NOt OBSTRUCT THIS Sos 
i AREA WITH METAL, =) 
j 3.06 / 
} 2.26 t 
/ pd 157 el METRIC G, Apple Inc. 
fi i. 1.02 [ oar oe Se I 
a 0.53 APPLE INC. THE INFORWATION CONTAINE® HEREIN ISTHE PROPRIETARY 
2 10.77 g 3] ANTENNA KEEPOUT 6.19 — — 
BE SMET A ABOVE THBSYGUNE. “0502 APPLE ING. TSF SA ss Rata FF w mone on omer 
0.00 DIMENSIONS ARE IN MILLIMETERS AEST SED 
A c 4 TOLERANCES. TRE A 
PTT 42MM APPLE WATCH 
SERIES. 3, 
meee Sor CERAMIC 
DOONMNDBDNRFODOSEIFODRODON OOD 
OS eS CO AI Sh eye 
HU OHS THON o]glo-Nas SHH OD See pe 
CORNER PROFILE (ALL 4 CORNERS) 0 NOT ScALE oRAMINS 02 
BETAIL & PROFILE (ALL SIDES) ©4 SIZE | SCALE 
DETAIL G D NONE eer de cel 
4 3 2 NX GENERATED 
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39.91 Apple Watch Series 3 Ceramic, 





38mm 






















































































































































































































































































































































































































































































































































































































































































































































































































| ‘ | 3 | 2 
! rev| eco CESCRIPTION oF REVISION 
NOTES: (UNLESS OTHERWISE SPECIFIED) [7] ALL AROUND 
[1] CASE DOES NOT INTERFERE WITH CLICK OR ROTATION FUNCTION OF DIGITAL CROWN 
~_ CASE DOES NOT APPLY FORCE ON DIGITAL CROWN —[F] NO MATERIAL CONTACT 
2] CASE DOES NOT OBSTRUCT THE WATCH ACOUSTIC OPENINGS AND ALTIMETER WITH FRONT CRYSTAL 
3] CASE DOES NOT OBSTRUCT THE WATCH ANTENNA WITH METAL, 1] NO FORCE ON ALL AROUND 
Ss 5 DIGITAL_CROWN 
is 4] CASE DOES NOT OBSTRUCT THE WATCH CHARGING INTERFACE SEO OSD ToEO Tal 
5] CASE DOES NOT OBSTRUCT THE WATCH OPTICAL SENSORS 
6] CASE DOES NOT EXTEND BEYOND WATCH SENSOR WINDOWS 
7] CASE DOES NOT CONTACT THE WATCH COVER GLASS 
[7] Do NOT oBSTRUCT 
ROTATIONAL_FUNCTION 
OR CLICK FEEL | 
| 
28.06° 
— 1.00 
0.70 TYP f 
13.70 oe 4] CHARGING KEEPOUT 
\ “7 = [6] OPTICAL SENSOR KEEPOUT 5O NOT GASTRUCT THE 
12.73 NO THICKNESS BEYOND THIS CHARGING INTERFACE 
l LINE IN WATCH X-DIRECTION NO THICKNESS ALLOWED 
ES 
MIC PORT SPEAKER PORTS 
SECTION B-B SECTION C-C SECTION D-D — 11.754 
33.95 
Cc 30.24 
22.02 - -_ 
— DISPLAY. — Be Ne eBOMN 6] OPTICAL SENSOR KEEPOUT 
ACTIVE AREA NO THICKNESS BEYOND THIS BAND RELEASE BUTTON 
LINE IN WATCH Y-DIRECITON 
(WD) (| IN 16.00 
g 7.50— 
t | f Brie } 7.20 
C 5.63 C 
B 4 0.00 4B O39 35.53 39.24 0.00 170.00° 0.00 
Le - i -0.35 
‘ ied 3.89 27.32 es 
DISPLAY ONE 
oo — Fes ACTIVE AREA BUTTON 
“11.24 t 
B \ - 16.00 
@ 22.92 
1 BAND RELEASE BUTTON 
8 [4] CHARGING KEEPOUT 
3 DO NOT OBSTRUCT THE 
CHARGING INTERFACE a 
No THICKNESS ALLOWED 5 
BANDSLOT : 
1g0.00° UMP CENTERLINE i 
7.97 if 
7.02 /| 
2.83 3] ANTENNA KEEPOUT 6.08- i 
DO NOT OBSTRUCT ropes f METRIC CG. Apple Inc. 
THIS AREA WITH METAL 3°56 i caren OnE Garis a EI 
2.55 APPLE INC. TEE, INTORWAT ON CONTAINED HEREIN 1S. THE PROPRIETARY 
“ “86> : eal one Tey cas caaaey wcaeisace 
y 1131\ APPLE INC. Bra eeta Rite ig eae mre 
SS 0.72 DIMENSIONS ARE IN WILLINETERS Telefoane 
A 4 0.30 ae TOLERANCES Tne 
Lh 2 [500] iit APPLE WATCH 
SERIES 3, 38MM, 
fe} Nt DNOMOOMONADONNOMOITN me CERA Ic 
S/SCoOS=NTOOMRNRMOOMOOMORYT LOO a Oe ot Oo 8 a Goon aes 
6/0 0900000000-=NAMTTHOGR OHO [B] ANTENNA KEEPOUT HUGG So MN —d|g|—Nee SHH GS ee Ol 
CORNER PROFILE (ALL 4 CORNERS) pe eh ae eee aie ae 
F } PROFILE (ALL SIDES) size [sone 
DETAIL E DETAIL F ©-<4 D NONE sr tt 
4 3 2 NX GENERATED 
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39.92 Apple Watch Series 3 Metal, 42 mm 


































































































































































































































































































































































































































































































































































































































































































































































































































































4 | 3 2 | 1 
NOTES: (UNLESS OTHERWISE SPECIFIED) Ed 
ALL AROUND 
1] CASE DOES NOT INTERFERE WITH CLICK OR ROTATION FUNCTION OF DIGITAL CROWN 
CASE DOES NOT APPLY FORCE ON DIGITAL CROWN 
2] CASE DOES NOT OBSTRUCT THE WATCH ACOUSTIC OPENINGS AND ALTIMETER 
3] CASE DOES NOT OBSTRUCT THE WATCH ANTENNA WITH METAL [7] NO MATERIAL CONTACT 
4] CASE DOES NOT OBSTRUCT THE WATCH CHARGING INTERFACE WITH COVER GLASS 
D 5] CASE DOES NOT OBSTRUCT THE WATCH OPTICAL SENSORS D 
6] CASE DOES NOT EXTEND BEYOND WATCH SENSOR WINDOWS 
7] CASE DOES NOT CONTACT THE WATCH COVER GLASS 13.35 GPS 1} NO FORCE ON 
: f DIGITAL CRO! 
[ee GPS+CELLULAR | ; IN ANY DIRECTION 
28.1° 5 
==> 
0.70 TYP 1] 00 NOT OBSTRUCT 
é ROTATIONAL_FUNCT ION 
— OR CLICK FEEL | 
\N\ 
\ iz 5 
ae cee we 4] CHARGING KEEPOUT ZZ 
12380 BELA = . ' = DO NO OBSTRUCT THE 
im 6] OPTIICAL SENSOR KEEPOUT CHARGING INTERFACE 
i E YO! NO THICKNESS ALLOWED 
SPEAKER PORTS MIC PORT ALTIMETER PORT 3844 NOR Wa TeHoe DIeee TaN 
SECTION B-B SECTION C-C SECTION D-D a6; 1.35 GPS 
38-40) o »60 GPS+CELLULAR 
25.13 is 
BiseLAy a 3 [6] OPTIICAL SENSOR KEEPOUT 2 
fof ACTIVE AREA NO THICKNESS BEYOND THIS BAND RELEASE BUTTON Cc 
TEL VAL CROWN LINE IN WATCH Y-DIRECTION 
[ 
Ya aw = 
17.65 
o 7.50— 
B B i le— 1,93 
a ° 6.21 _ 
— C c 0.40 
D 0.00 D + le, 1H 42.50 0.00 170° 0.00 
zi -0.90- 
tite Ss 31.22 
4 -4,59 E / DISPLAY -6.48 
SS -—© ae ACTIVE AREA 
8.39 j BUTTON — 
* -12.07 
' | i 
\ : } f 
\ / -17,.65 
\ a 
B oN 7 @ 25.73 B 
A : AT CHARGING: EEF ot BAND RELEASE BUTTON 
a DO NO OBSTRUCT THE 
ars CHARGING INTERFACE 
NO THICKNESS ALLOWED 
P . BANDSLOT 
Y 160 CENTERLINE 
0.00 
10.11 - / | | | | | | | 
9.37 é 
8.63 / | | | | 
7.88 Fl 
714 / 
— 6.40 : | 
5.67 ANTENNA KEEPOUT A 
pe 2:09 DO_NO OBSTRUCT THIS / 
4.24 i O} 
AREA WITH METAL / p 
3:56 / \ 
<4 : Aspe! ‘ 
2.33 H u: | \ 
aI - 5.99 + —|——-5.99 METRIC. @, Apple Inc. 
35 Ss VOL =e | 8 rae DRAFTER One NOTICE OF PrOMTIETARY proven 
0188 ; [_ 4505 } 4505 fs is 
0.65 : : (6.83 55 zs 3B] ANTENNA KEEPOUT 3.13 : 3.13 asi eae BAYT) RRR IMrSPeAT LG CONTA CPT SRP ETARY 
2 . NO METAL ABOVE THIS LINE : : Te OS ht etic i anim 
O12s \ = 1.57 3 1.57 yasccaiale GevT1 AL? {11} Nar 19 ReveAL-On BUBLISN IT IN WHOLE OR PART 
0.14 = eae | 10.96 DIMENSIONS ARE IN WILLIVETERS fe Rete eee 
A 6103 } 818° 9°50 a TRE x 
O20! i “ae XX 20.2 APPLE WATCH 
0.00 SSS 8.08 ae : 
S] SMES SON DSN =, 4 XXX £0.10 SERIES 3, 42MM 
cep atatns X.XXX +0.050 
YOUNIS Yn] GJofMe SH Siw ANGLES +0.5* Tanne OER TeV 
CORNER PROFILE (ALL 4 CORNERS) aos 0 NOT SCALE DRAWN Ol 
DETAIL E size | SAE 
64 D NONE [er a et 
4 3 2 NX GENERATED 
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39.93 Apple Watch Series 3 Metal, 38 mm 
































































































































































































































































































































































































































































































































































































































































































































































































4 | 3 2 | 4 
NOTES: (UNLESS OTHERWISE SPECIFIED) Ed 
ALL AROUND 
1] CASE DOES NOT INTERFERE WITH CLICK OR ROTATION FUNCTION OF DIGITAL CROWN 
CASE DOES NOT APPLY FORCE ON DIGITAL CROWN 
2] CASE DOES NOT OBSTRUCT THE WATCH ACOUSTIC OPENINGS AND ALTIMETER 
3] CASE DOES NOT OBSTRUCT THE WATCH ANTENNA WITH METAL [7] NO MATERIAL CONTACT 
4] CASE DOES NOT OBSTRUCT THE WATCH CHARGING INTERFACE WITH COVER GLASS 
D a a ALL AROUND D 
5] CASE DOES NOT OBSTRUCT THE WATCH OPTICAL SENSORS 
6] CASE DOES NOT EXTEND BEYOND WATCH SENSOR WINDOWS 
7] CASE DOES NOT CONTACT THE WATCH COVER GLASS acieseee T] NO FORCE ON 
. DIGITAL CROWN 
li 13.35 GPS+CELLULAR IN ANY DIRECTION eer 
28.1° => 
0.70 TYP { —— 1] 00 NOT OBSTRUCT 
F ROTATIONAL_FUNCT ION == 
— OR CLICK FEEL | 
= 
| 12.28 GPS : 
12.38 GPS+CELLULAR 6] OPTIICAL SENSOR KEEPOUT 2) ;CHARBIING: KEEROUT: al ioe 
NO THICKNESS BEYOND THIS CHARGING: | ATeRE ARE 
LINE IN WATCH X-DIRECTION NO THICKNESS ALLOWED 
SPEAKER PORTS MIC PORT ALTIMETER PORT ~ 
SECTION B-B SECTION - SECTION - 
33.27 20 GPS z] 
30.24 8 45 GPS+CELLULAR 
22.02 3 [6] OPTIICAL SENSOR KEEPOUT 
Cc — DISPLAY — NO THICKNESS BEYOND THIS fot 
ACTIVE AREA iS TAL. CROWS LINE IN WATCH Y-DIRECTION BAND RELEASE BUTTON 
Yo [ i 
o 7.50— 15.68 
B B hi i 1.93 
A 8.77 
I i ; 4 35.53 66 [ 
eee | a een 
5.63 
— C C 0.40 pea = 
D 0.00 D H, 38.56 0.00 0.00 
4 ; : “0.21 
oe =& te 27.32 5 
——— © Sane . DISPLAY 7 
cs ACTIVE AREA BUTTON — 
-11.38 
i 
\ -15.68 
‘ $ 
7 go 22.54 
B “5 B 
omo 4] CHARGING KEEPOUT 
w8]N DO NO OBSTRUCT THE BAND RELEASE BUTTON 
nile] oi CHARGING INTERFACE 
ae = : NO THICKNESS ALLOWED 
4 ~\ 180° 30° BANDSLOT 
eqs a \ [ae CENTERLINE 0.00 
8.47 / re 
7180 / \ | 
2:12 / \ | — 
145 / \ 
ae = [BS] ANTENNA KEEPOUT 
311 : 2.ea DO_NO OBSTRUCT THIS 
See AREA WITH METAL 
2.08 
62 ’ 
9° it x METRIC. @, Apple Inc. 
i =D La ANTENA K@EPOUT Aeple Inc 08/11/17] ng incomrion cowraien, HEREIN IS THE PRorRIErARY 
rh NO METAL ABOVE THIS LINE petite ENG Te ee ae asta 0 naPioecae 
<——- peels ace OOAIAZ17| (AI) NGF 8 Reventon SuOLiSN IT IN WeLE OR PART 
DIMENSIONS ARE IN MILLIMETERS SNS eee 
TOLERANCES TERE 
A A 
XX 20.2 APPLE WATCH 
XXX £0.10 SERIES 3, 38MM 
X.XXX +0.050 
o/PSSSS 9000=-NMONMTHNOSS OD 
ANGLES +0.5* TRANG OER me 
CORNER PROFILE (ALL 4 CORNERS) 0 NOT SCALE oRAWINES Ol 
DETAIL E sie | SAE 
oa D NONE or ol wl 
4 3 2 NX GENERATED 
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39.94 Apple Watch Series 2 Ceramic, 42 mm 



















































































































































































































































































































































































































































































































































































































































































































































































































































































rev] evo DescaIPrioN oF REVISION 
NOTES: (UNLESS OTHERWISE SPECIFIED) Z] 
ALL AROUND 
T] CASE DOES NOT INTERFERE WITH CLICK OR ROTATION FUNCTION OF DIGITAL CROWN 
CASE DOES NOT APPLY FORCE ON DIGITAL CROWN 
[2] CASE DOES NOT OBSTRUCT THE WATCH ACOUSTIC OPENINGS AND ALTIMETER 
3] CASE DOES NOT OBSTRUCT THE WATCH ANTENNA WITH METAL 7] NO MATERIAL CONTACT 
4] CASE DOES NOT OBSTRUCT THE WATCH CHARGING INTERFACE WITH COVER GLASS 
D ALL AROUND D 
5] CASE DOES NOT OBSTRUCT THE WATCH OPTICAL SENSORS 
6] CASE DOES NOT EXTEND BEYOND WATCH SENSOR WINDOWS 
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39.95 Apple Watch Series 2 Ceramic, 





38 mm 
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39.96 Apple Watch Series 2 Metal, 42 mm 




















Fs 





NOTES: (UNLESS OTHERWISE SPECIFIED) 





ALL AROUND 
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39.97 Apple Watch Series 2 Metal, 38 mm 
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2] CASE DOES NOT OBSTRUCT THE WATCH ACOUSTIC OPENINGS AND ALTIMETER 
3] CASE DOES NOT OBSTRUCT THE WATCH ANTENNA WITH METAL [7] NO MATERIAL CONTACT 
4] CASE DOES NOT OBSTRUCT THE WATCH CHARGING INTERFACE WITH COVER GLASS 
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DIGITAL CROWN 
IN ANY DIRECTION 368 
28.1° 13,16 =, 
0.60 TYP j 1] 00 NOT OBSTRUCT 
ROTAT 1ONAL_FUNCT ION ea5 
— 166 OR CLICK FEEL = 
\\ 
\ 
| ley 26 6] OPTIICAL SENSOR KEEPOUT 2 ane Ne Ber Er Sie 
rl 4 NO THICKNESS BEYOND THIS CHANGIN TA TeREE EE 
LINE IN WATCH X-DIRECTION NO THICKNESS ALLOWED 
SPEAKER PORTS MIC PORT ALTIMETER PORT 7 
SECTION B-B SECTION - SECTION - Sao eee 
fo} 
30.24 9 
se 3 [6] OPTIICAL SENSOR KEEPOUT 
=_ —; ' NO THICKNESS BEYOND THIS 
. ACIS AEA: Sista RCW LINE IN WATCH Y-DIRECTION BAND RELEASE BUTTON c 
Yo | b 
~ 7.50— 15.68 
B B 1.93 
‘ 8.54 4 35.53 di [ 
\iS.es 
— C C 0.40 = 
D 0.00 D H 38.56 0.00 0.00 
4 + -0.21 
eee —e ae 27.32 ee 
a -@- Se. DISPLAY : 
eae ACTIVE AREA BUTTON — 
-11.38 
[ 
\ -15.68 
\ $ 
be ; go 22.5 
B ty |p 54 B 
ae 4] CHARGING KEEPOUT 
w8]N DO NO OBSTRUCT THE BAND RELEASE BUTTON 
peer een Ni g|oi CHARGING INTERFACE 
ig? ™ : NO THICKNESS ALLOWED 
4 30° BANDSLOT 
_ s \— CENTERLINE 0.00 
8147 . 
7:80 / \ 
712 / ‘ 
145 / \ 
a = ANTENNA KEEPOUT J 
3119 7 eres DO NO OBSTRUCT THIS vA : 
oi AREA WITH METAL 6.974 \ 
3109 5.99} {\—-5. 98 
62 ! | 5102 5102 
iD . 4.054 = 4.05 METRIC G, Apple Inc. 
2 : 30 4 i 2 : 30 Aocie. Ke ‘DATE NOTICE OF PROPRIETARY PROPERTY: 
Aa eee iGo EN Oe == seni sgarameamrmnarr™ 
NO METAL ABOVE THIS LINE 9159S rr opie Ine Bac zi | ik Bene eetates tecae cor eo 
—| Oli 4 ; 3Or 18 ARON AES IF aw mote on pant 
0:02 4 9:96 onoe we Lien Ni Mets ested 
z os NI Ly 9:59 raenvees Te i 
Loloz { 
Xx 10.2 APPLE WATCH 
ee X.XX  #0,10 SERIES 2, 38MM 
m + 5 
FP [BIOL BIS CLP BR X.XXX £0,050 
sind |g [o-inhe wuhis ws ANGLES +0.5° TRA ER ey 
CORNER PROFILE (ALL 4 CORNERS) an oo ar So ob Ol 
DETAIL E E (ALL SIDES) sie SAE 
DETAIL F Og D NONE [er a ot 
4 3 2 NX GENERATED 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 239 


39.98 Apple Watch (1st generation) & Apple Watch Series 1, 42 mm 
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39.99 Apple Watch (1st generation) & Apple Watch Series 1, 38 mm 
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39.100 AirPods Pro Wireless Charging Case 
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NOTES: (UNLESS OTHERWISE SPECIFIED) 
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1 ACCESSORIES INTRUDING INTO SHADED REGIONS WILL NEGATIVELY AFFECT PRODUCT PERFORMANCE . 
2] TO ENSURE FULL FUNCTIONALITY, DO NOT OBSTRUCT THIS AREA WITH METAL OR OTHER CONDUCTIVE MATERIAL. 

















1} RECOMMEND 7.9 








3] TO ENSURE FULL FUNCTIONALITY WITH MINIMAL IMPACT TO CHARGING PERFORMANCE, MINIMIZE ANY MATERIAL THICKNESS. 








1} RECOMMEND 49.0 


VARIES DEPENDING ON ACCESSORY'S 
MATERIAL THICKNESS 








ja 









\ 


QM 








VARIES DEPENDING 
ON_ACCESSORY'"S 
MATERIAL THICKNESS 


OFFSET FROM LID 
CLEARANCE SCOOP 






































2 



































VARIES DEPENDING ON 
MATERIAL THICKNESS 




































































1} 6.85 
RECOMMENDED 
CONNECTOR 
KEEPOUT 











BUTTON 1] BUTTON OUTER DIAMETER = 5.95mm 
17.27 AVOID OBSTRUCTING BUTTON 
1] 2.00 RECOMMEND @ 7.95 
ACCESSORY 'S. 
SECTION A al A 
115° NOMINAL 





af 





























XX 





























D 
1] 13.65 
RECOMMENDED 
CONNECTOR 
KEEPOUT 
ry 
3 “\= sutton SIDE OF CASE 
vy 
i, c 
WIRELESS CHARGER 
B 
METRIC @. Apple Inc. 
NOTICE OF PROPRIETARY PROPERTY 
PROPERTY Gr APPLE ING, THE POSSESSOR AGREES TO 
TMT OTO MAINTAIN THIS OOCUENT IN CONF ICENCE 
1H ner'go minnoavee Ok coer 1 
1 Ae to raven on punta IF IN wou on pan 
1 MEL loss Reserve 
A 
AirPods Pro 
Wireless Charging 
Case 
size | SAE 
Og D NONE sr 1 et 
HIRO MELE PROECTION 

















NX GENERATED 





2020-04-20 | Copyright © 2020 Apple Inc. All Rights Reserved. 


242 


39.101 AirPods Wireless Charging Case 








NOTES: (UNLESS OTHERWISE SPECIFIED) 
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WIRELESS CHARGER 


ACCESSORIES INTRUDING INTO SHADED REGIONS WILL NEGATIVELY AFFECT PRODUCT PERFORMANCE. 


DO NOT OBSTRUCT INDICATED AREA WITH METAL OR OTHER CONDUCTIVE MATERIAL. 
TO ENSURE FULL FUNCTIONALITY WITH MINIMAL IMPACT TO CHARGING PERFORMANCE, MINIMIZE ANY MATERIAL THICKNESS. 
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39.103 AirPods 
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40. Revision History 


This chapter describes changes to the Accessory Design Guidelines for Apple Devices from the previous 
revision. 


Added Content 


° Accessory Interface Specification (page 15) 

* Tripod Connections (page 21) 

° Strobes (page 57) 

¢ Accessory Power (Lightning) (page 69) 

¢ App Discovery (page 70) 

¢ App Launch (page 71) 

¢ App Match (page 72) 

* Location Information (page 79) 

* Media Library Access (page 80) 

* Now Playing Updates (page 81) 

* Out-of-Band Bluetooth Pairing (page 82) 

° Wi-Fi Information Sharing (page 98) 

¢ iPad Pro (12.9-inch) 4th Generation 1 of 5 (page 161) 
¢ iPad Pro (12.9-inch) 4th Generation 2 of 5 (page 162) 
¢ iPad Pro (12.9-inch) 4th Generation 3 of 5 (page 163) 
¢ iPad Pro (12.9-inch) 4th Generation 4 of 5 (page 164) 
¢ iPad Pro (12.9-inch) 4th Generation 5 of 5 (page 165) 
¢ iPad Pro (11-inch) 2nd Generation 1 of 5 (page 166) 

¢ iPad Pro (11-inch) 2nd Generation 2 of 5 (page 167) 

¢ iPad Pro (11-inch) 2nd Generation 3 of 5 (page 168) 

¢ iPad Pro (11-inch) 2nd Generation 4 of 5 (page 169) 

¢ iPad Pro (11-inch) 2nd Generation 5 of 5 (page 170) 

e AirPods Pro (page 244) 


Updated Content 


* Device Protection (page 22) 
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40. Revision History 
40.2 Updated Content 





* Device Models (page 34) 

e Adapters (page 51) 

¢ AirPods Accessories (page 59) 

* Message Access Profile (MAP) (page 119) 

¢ iPhone 8 & iPhone SE (2nd generation) (page 151) 
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« 

Apple Inc. 

Copyright © 2020 Apple Inc. 
All rights reserved 


Terms and Conditions (“Terms”) 


These Guidelines are made available to you for informational purposes only. If you make or distribute any accessory for an Apple device based on or in connection with 
these Guidelines (“Accessories”), you agree to the following covenants, terms and conditions: 


All intellectual property rights in and to the Guidelines, and all technology described therein, are retained by Apple Inc. (“Apple”). You acknowledge and agree that 
Apple is not granting you, and nothing contained herein shall constitute or be construed or interpreted as a grant, by implication, estoppel or otherwise, of any license, 
covenant, immunity, release or right under or with respect to any intellectual property rights of Apple, including without limitation any rights to make, use, have made, 
sell, import, or otherwise relating in any way to any Apple device or technology described in or relating to the Guidelines. 


You agree to follow Apple’s Guidelines For Using Apple Trademarks and Copyrights as published on Apple’s website at www.apple.com/legal/guidelinesfor3rdpar- 
ties.html (“IP Guidelines”) and as may be modified from time to time. You agree not to use the marks “Apple,’ the Apple Logo, “Mac”, “iPhone,’“iPod touch,’“iPad,’“Apple 
Watch,” @ WATCH’ or any other marks belonging or licensed to Apple in any way except as expressly authorized in writing by Apple in each instance or as permitted in 
the IP Guidelines. You agree that all goodwill arising out of your authorized use of Apple’s marks shall inure to the benefit of and belong to Apple. 


You agree to indemnify, hold harmless, and, at Apple's option, defend, Apple against any claims, causes of action, losses, liabilities, damages, fines, settlements, costs, 
fees, and expenses (including attorney and other professional fees and expenses) arising out of: (i) your use of the Guidelines, including without limitation, any claims 
that any Accessory, or the combination of any Accessory with any software, technology, intellectual property, device, apparatus or assembly not supplied by Apple, 
infringes any patent, copyright, trade secret or other intellectual property right; (ii) the manufacture, use, promotion, distribution, sale, offer for sale, import, other 
distribution or exploitation or performance of any product, case, cover, band, charging stand, or other Accessory or product incorporating any Accessory, including any 
personal injury or product liability claims; or (iii) any failure to comply with any of the Guidelines. You will not, without Apple's prior written consent, make any 
admissions of liability, enter into any settlement that imposes any obligation on Apple, or publicize any settlement details relating to Apple. In addition, for any claims 
related to these Terms where you do not have an indemnification obligation, you shall provide all reasonable assistance to Apple and/or its counsel in connection with 
the defense, remedy or mitigation of such claims. 


Applicable laws or regulations may impose additional restrictions or requirements on Accessories or products that incorporate the Accessories. You represent and 
warrant that you are in full compliance with all applicable laws, regulations, and policies in the United States and in any other location in which you engage, in whole or 
in part, in any activity related to the design, manufacture, marketing, sale or offer for sale, use, or other distribution of Accessories or products that incorporate the 
Accessories. You agree to promptly notify Apple of any complaints or threats of complaints regarding products that incorporate the Accessories with respect to any 
such regulatory requirements, in which case Apple may limit or terminate your ability to make, sell or purchase additional Accessories. 


You expressly acknowledge and agree that access to the Guidelines is at your sole and entire risk and that you are solely responsible and liable for any harm or damage 
to any Apple product arising out of any breach by you of these covenants, terms and conditions. THE GUIDELINES ARE PROVIDED “AS IS” AND WITHOUT REPRESENTA- 
TION, WARRANTY, UPGRADES OR SUPPORT OF ANY KIND. APPLE AND APPLE’S DISTRIBUTORS, AFFILIATES, LICENSOR(S) AND SUPPLIER(S) (“APPLE PARTIES”) EXPRESSLY 
DISCLAIM ALL REPRESENTATIONS, WARRANTIES AND CONDITIONS, EXPRESS OR IMPLIED, INCLUDING THE IMPLIED WARRANTIES AND CONDITIONS OF MERCHANTABILI- 
TY, OF SATISFACTORY QUALITY, OF FITNESS FOR A PARTICULAR PURPOSE, OF NON-INFRINGEMENT AND OF ACCURACY. NONE OF THE APPLE PARTIES WARRANTS THAT 
THE GUIDELINES OR ANY ACCESSORY WILL MEET YOUR REQUIREMENTS, THAT DEFECTS IN THEM WILL BE CORRECTED OR THAT THEY WILL BE COMPATIBLE WITH 
FUTURE APPLE PRODUCTS. NO ORAL OR WRITTEN INFORMATION OR ADVICE GIVEN BY ANY APPLE PARTY OR AN APPLE AUTHORIZED REPRESENTATIVE WILL CREATE A 
WARRANTY. 


EXCEPT TO THE EXTENT SUCH A LIMITATION IS PROHIBITED BY LAW, IN NO EVENT WILL ANY APPLE PARTY BE LIABLE FOR ANY INCIDENTAL, SPECIAL, INDIRECT, 
CONSEQUENTIAL, EXEMPLARY OR PUNITIVE DAMAGES, INCLUDING LOST PROFITS, LOST REVENUES OR BUSINESS INTERRUPTIONS, ARISING OUT OF OR RELATING TO 
THE GUIDELINES UNDER A THEORY OF CONTRACT, WARRANTY, TORT (INCLUDING NEGLIGENCE), PRODUCTS LIABILITY OR OTHERWISE, EVEN IF ANY APPLE PARTY HAS 
BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES, AND NOTWITHSTANDING THE FAILURE OF ESSENTIAL PURPOSE OF ANY REMEDY. IN NO EVENT WILL THE APPLE 
PARTIES’ TOTAL LIABILITY TO YOU FOR ALL DAMAGES AND CLAIMS UNDER OR RELATED TO THE GUIDELINES EXCEED THE AMOUNT OF USS50.00. 


These Terms will be governed by and construed and enforced under the laws of the United States and the State of Delaware, except that the arbitration clause and any 
arbitration hereunder shall be governed by the Federal Arbitration Act, Chapters 1 and 2. The United Nations Convention on Contracts for the International Sale of 
Goods shall not apply to these Terms. All disputes arising out of or in connection with these Terms shall be finally settled under the Rules of Arbitration of the Interna- 
tional Chamber of Commerce by one arbitrator appointed in accordance with such rules, and shall be conducted according to the International Bar Association Rules 
on the Taking of Evidence in International Arbitration. The arbitration shall take place in San Francisco, California. The arbitration shall be conducted in English. The 
award shall be rendered within six months of the commencement of the arbitration, unless the arbitrator determines that the interest of justice requires that such limit 
be extended. 


